






































































https://www.nj.gov/transportation/capital/pd/documents/PDPOverallWorkflowDiagram.pdf


https://www.state.nj.us/transportation/about/safety/pdf/2016hsipmanual.pdf


https://www.dvrpc.org/Transportation/Safety/LocalSafetyProgram/
https://www.njtpa.org/localsafety.aspx
https://www.sjtpo.org/hsip
http://www.state.nj.us/transportation/business/localaid/fedaid.shtm
http://safety.fhwa.dot.gov/
http://safety.fhwa.dot.gov/local_rural/training/


https://www.njtpa.org/Projects-Programs/Local-Programs/Engineering-Assistance.aspx
https://www.acec.org/advocacy/qbs/brooks2/


https://www.state.nj.us/transportation/about/safety/pdf/2016hsipmanual.pdf
https://safety.fhwa.dot.gov/hsip/resources/fhwasa1102/flyr1_el.cfm
https://www.nj.gov/transportation/business/localaid/eligibility.shtm
https://www.nj.gov/transportation/business/localaid/eligibility.shtm
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process.  Contact your MPO on any eligibility questions.  If the Project Sponsor is not the sole roadway owner, 
written documentation of support for the submitted application(s) must be presented by the roadway owner. 
Example: if the city and county jointly have ownership both agencies must indicate support. 

C. Project Location, Description and Roadway Information
Include the basic information for this project including the county and municipality, street name and route 
number (if applicable); State Route Identifier (SRI) and the NJDOT’s Straight Line Diagram (SLD; if applicable); 
Functional Classification; width of the roadway and ROW; AADT on the major and minor roadways; cross 
streets and mileposts (if applicable), railroads within 1,000 feet, and a brief description of existing conditions. 
For more detail and information regarding a particular roadway segment, see NJDOT’s Straight Line Diagrams 
at http://www.state.nj.us/transportation/refdata/sldiag/ 

NOTE: NJDOT’s Railroad Engineering and Safety Unit is responsible for all reviews and programs involving 
changes and improvements to all public rail crossings in New Jersey that are designed in compliance with 
Federal Railroad Administration guidelines.  The Unit conducts a Diagnostic Team Review on any NJDOT 
Bureau of Local Aid and Economic Development project within 1,000 feet of an at-grade crossing on the 
approach roadway and/or any project that is parallel to a railroad within 200 feet. 

D. Purpose and Need Statement
A Purpose and Need Statement (PN) is a fundamental requirement to develop a concept that will require 
future National Environmental Protection Agency documentation and is the basis for alternatives 
development. The PN Statement has three parts: The Purpose, the Need, and Goals and Objectives. The 
Purpose defines the transportation problem.  It should also state the positive expected outcome and should 
be broad enough to consider a wide array of alternatives including multimodal solutions. The Need provides 
data to support the problem statement (Purpose). The Goals and Objectives describe other issues that need 
to be resolved as part of a successful solution to the problem.  An example can be found in Appendix D. 

The Applicant in cooperation with their MPO will develop the Purpose, Need and Goals and Objectives to 
ensure that facts support the proposed project’s Purpose. The Purpose and Need Statement will be 
developed and submitted to the MPO with additional information, as mentioned in the following sections. 
MPOs will coordinate with NJDOT and the TRC for evaluation and determination of project eligibility for safety 
dollars.  NOTE: you may need to complete Section 3 of the application before finalizing the PN Statement. 

SECTION 3 
A. Project Identification
Project locations must generally be selected in one of two ways: using the hot spot approach, by selecting off 
one of the Network Screening lists, or using the systemic approach, based on a risk assessment of a series of 
locations. Project locations that do not coincide with the network screening will be considered if they have a 
significant crash trend (i.e. “Other Safety Concern”). Other factors such as Intersection/Pedestrian focus state 
justification, alignment with SHSP, etc. should be provided by the Applicant.  Please discuss these locations 
with your MPO to determine eligibility before completing the application. 

http://www.state.nj.us/transportation/refdata/sldiag/
http://www.state.nj.us/transportation/commuter/pedsafety/railroad.shtm


https://www.dvrpc.org/Transportation/Safety/LocalSafetyProgram/
https://www.njtpa.org/Projects-Programs/Local-Programs/Local-Safety-Rural-Roads/Local-Safety-Program/Network-Screening-Lists.aspx
https://www.sjtpo.org/hsip
https://safety.fhwa.dot.gov/systemic/fhwasa13019/
https://safety.fhwa.dot.gov/provencountermeasures/
https://safety.fhwa.dot.gov/provencountermeasures/
http://safety.fhwa.dot.gov/systemic/
https://safety.fhwa.dot.gov/systemic/fhwasa13019/element1.cfm
https://safety.fhwa.dot.gov/systemic/fhwasa13019/element1.cfm


https://www.saferoadsforallnj.com/s/NJ-2020-SHSP-Final-Report-09-08-2020-wny2.pdf
https://www.saferoadsforallnj.com/s/NJ-2020-SHSP-Final-Report-09-08-2020-wny2.pdf
http://www.saferoadsforallnj.com/


https://safety.fhwa.dot.gov/provencountermeasures/
https://safety.fhwa.dot.gov/provencountermeasures/
https://www.state.nj.us/transportation/about/safety/pdf/2016hsipmanual.pdf
http://www.highwaysafetymanual.org/Pages/Tools.aspx
http://www.highwaysafetymanual.org/Pages/Tools.aspx
http://onlinepubs.trb.org/onlinepubs/nchrp/docs/nchrp17-50_userguide.pdf
http://www.cmfclearinghouse.org/
https://www.state.nj.us/transportation/about/safety/pdf/2016hsipmanual.pdf
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applicant.  In addition, SJTPO will prepare these analyses with the applicant once the data inputs spreadsheet 
is complete (attached to this application). 

G. Right of Way (ROW)
All federally funded projects must upgrade sidewalks, curb ramps and driveway aprons within the project 
limits to meet ADA requirements. Often this results in the need for temporary construction easements from 
private property owners for upgrades to these existing facilities. Occasionally permanent easements are 
required for certain elements in a safety project such as drainage improvements or a retaining wall. 
Applicants are responsible for obtaining all required ROW consistent with NJDOT requirements even if design 
assistance services are being provided by the MPO.  Applicants’ ROW process will be assessed as part of their 
agency’s LPA certification.  A sample is provided in Appendix D. 

H. Proposed Improvements/Preferred Alternative
Based on the crash and alternatives analyses (including HSM), provide a description of the improvements 
that are proposed for this project and outline the safety benefits expected.  Some examples of improvement 
projects previously awarded funding through New Jersey’s LSP include: 

• Pedestrian or bicyclist safety improvements such as textured pavement crosswalks, crosswalk striping
and ADA compliant curb ramps;

• Intersection improvements including traffic signal upgrades, modified signal operations, left-turn bays,
striping and pedestrian countdown signal heads;

• Improvements to roadway signage and pavement markings including reflective pavement markings;
• Installation or upgrade of traffic control or other warning devices to improve a documented safety hazard

including traffic signals, pedestrian countdown signals, over-height vehicle detectors and signage;
• Installation of warning devices such as rumble strips/rumble stripes along high frequency crossover

and/or roadway departure locations;
• Installation of a skid-resistant surface treatments at intersections or locations with a high frequency of

crashes;
• Installation of a roundabout; and
• Road diets

SECTION 4 
A. Community Involvement
Applicants must include public outreach as part of the development and construction authorization of these 
projects. Once a preferred alternative (i.e. concept plan) is developed, it needs to be presented to the public 
for comment. This can be accomplished through a presentation at a local municipal council meeting (in-
person or virtual/online). Applicants are encouraged to obtain Resolutions of Support from affected 
municipalities.  In addition, list any local or regional groups, organizations or individuals who may have an 
interest in the project because they are known to be knowledgeable about or interested in historic properties 
and/or may have an interest in the improvements proposed in this project. 
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B. Community Impacts
Environmental Justice (EJ), Title VI of the Civil Rights Act of 1964, Limited English Proficiency (LEP), American 
Disability Act (ADA), Non-Discrimination Statutes, and Equity are distinct elements, but collectively, they 
contribute to an equitable transportation network. Together, EJ, Title VI, LEP, ADA and other 
nondiscrimination authorities protect diverse segments of the population which may be at risk of being 
unduly impacted by, or which have been historically underrepresented within the transportation decision-
making process. This population group includes individuals in at least one of the following categories: Low 
Income, Minority, Elderly, Children, Limited English Proficiency, or Persons with Disabilities. 

In an effort to ensure that no populations will be adversely affected by this project, explain whether the 
project will introduce any Title VI or Environmental Justice issues using EPA's Environmental Justice Screen 
Tool, local knowledge, and prior community involvement.  Further, Equity in transportation seeks fairness in 
mobility and accessibility to meet the needs of all community members. This does not mean that all receive 
equal treatment. It means that circumstances impacting a community’s mobility, connectivity and safety are 
considered and used to determine the measures needed to develop an equitable network.  

Identify whether the project facilitates social and economic opportunities by providing equitable levels of 
access to affordable and reliable transportation options based on the needs of the populations being served, 
particularly populations that are traditionally underserved.  

C. Preliminary Environmental Impacts
DVRPC/SJTPO Applicants Only: While a complete Environmental Screening will be conducted in Phase 2, it 
is important for the reviewers to know if there is the potential for involvement with environmental resources. 
A detailed analysis is not required in Phase 1.  NJTPA Applicants should skip this subsection and proceed to 
Section 7. 

SECTION 5 
Project Funding and Anticipated Cost 
Identify the Project Delivery Process Phases for which funding is being requested.  Multiple phases can be 
selected since federal funding covers design, right-of-way acquisition, construction and construction 
inspection.  If design assistance is also needed, please select Preliminary Engineering and Final Design.  The 
federal fiscal year (FY) is October 1 through September 30 (i.e. FY 2018 is October 2017-September 2018).  
Provide a duration-based schedule.  For example, Initial PSE submission - 12 months after award, CED - 15 
months after award, etc.  See Appendix D for examples.

Any changes in the scope of an HSIP funded project must be coordinated and approved by BSBPP in writing 
prior to advancement in design.  As projects advance in from Preliminary Engineering (PE) to Final Design (FD) 
and finally to Construction, BSBPP should be contacted so that the HSIP Spending Plan reflects the current 
investments and schedule. If safety measures provided in the project are reduced or eliminated as phases 
progress, the project may no longer be HSIP eligible. 
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SECTION 6 & 8 
A. Submission Instructions
Up to two (2) LSP applications may be submitted per Applicant. There is no limitation on the number of 
applications that can be submitted for the HRRRP.   

All applications must be submitted electronically. 

Applications should be emailed to the indicated MPO representative.  Alternatively, digital applications may 
be submitted by CD or DVD to the addresses below.  Applicants with multiple applications should place each 
application with all required attachments in separate folders. 

MPO Submit via Email Submit CD/DVD via Mail 
DVRPC kmurphy@dvrpc.org Delaware Valley Regional Planning Commission 

NEW JERSEY HSIP LOCAL SAFETY PROGRAM 
190 N Independence Mall West, 8th floor 
Philadelphia, PA 19106-1520 
Attn: Kevin Murphy 

NJTPA cmittman@njtpa.org NJTPA Local Safety Program/ High Risk Rural Roads Program 
North Jersey Transportation Planning Authority 
1085 Raymond Blvd. 
One Newark Center, 17th floor 
Newark, NJ 07102 
Attention: Christine Mittman 

SJTPO ahuff@sjtpo.org* South Jersey Transportation Planning Organization 
782 South Brewster Road, Unit B6 
Vineland, NJ 08361 
Attn: Alan Huff 

*Alternatively, to avoid issues with submitting large files, please email ahuff@sjtpo.org to gain access to
SJTPO’s FTP site.

MPO Submission to NJDOT 

Please submit all applications electronically. 

SECTION 7 
A. Environmental Screening – General
The Federal National Environmental Policy Act (NEPA) regulations must be followed. Projects should have 
minimal or no environmental and cultural resource impacts and therefore be eligible for a NEPA categorical 
exclusion (CE or CX) document approval. A list of Programmatic Categorical Exclusions is in Appendix E and a 

mailto:kmurphy@dvrpc.org
mailto:cmittman@njtpa.org
mailto:ahuff@sjtpo.org
mailto:ahuff@sjtpo.org
https://www.epa.gov/nepa
https://ceq.doe.gov/nepa-practice/categorical-exclusions.html
https://ceq.doe.gov/nepa-practice/categorical-exclusions.html




https://ceq.doe.gov/nepa-practice/categorical-exclusions.html
https://www.environment.fhwa.dot.gov/nepa/documentation.aspx
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PROJECT SCORING FORM 
Reviewer: Click or tap here to enter text.   Date: Click or tap to enter a date. 

Project Name: Click or tap here to enter text. 

Project Location: Click or tap here to enter text. 

Municipality(s): Click or tap here to enter text. County or Counties: Click or tap here to enter text. 

Project Sponsor: Click or tap here to enter text.    ☐Urban ☐Rural 

Factor Possible 
Points 

Project 
Score 

1. Priority Crash Location (select one of the options below):

a. Project location has a County rank of 1-5 on one of the Network Screening Lists 15 

b. Project location has a County rank of 6-10 on one of the Network Screening Lists 10 

c. Project location has a County rank of 10-25 on one of the Network Screening Lists 5 

d. Project location appears on a network screening (any rank) and has had another
study (e.g. RSA, RSS, CCSAP or county-funded or led effort) completed. 8 

e. Project location had another study (e.g. RSA, CCSAP or county-funded or led
effort) completed but is not on any Network Screening List. 4 

2. Alternatives Analysis / Proposed Improvements (select any that are applicable):

a. Applicants demonstrated that multiple alternatives were investigated to select a
preferred alternative. 8 

b. Pedestrian/Bicyclist improvements identify the fundamental link between the
proposed improvements and underlying risk factor(s). 10 

c. Systemic improvements include a list of locations identified with one or more
risk factors and/or demonstrated crash history. 5 

d. Project applications that are construction ready (PS&E, all permits approved, all
ROW acquired) 6 

Alternatives Total xx 

3. Potential for safety benefit (select one of the options below; option d on following page):

a. Project demonstrates a high potential for safety benefit; Benefit/Cost (B/C) ratio
exceeds 3.0 10 

b. Project demonstrates a moderate potential for safety benefit; B/C ratio between
1.0 and 3.0 6 

c. Project could not conduct HSM and B/C ratio could not be calculated, but
applicant demonstrates a high potential for safety benefits. 10 
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Factor Possible 
Points 

Project 
Score 

d. Project could not conduct HSM and B/C ratio could not be calculated, but
applicant demonstrates a moderate potential for safety benefits. 6 

Safety Benefit Total xx 

4. Bonus points (select any that are applicable):

a. Projects that include pedestrian and/or intersection upgrades 3 

b. Project includes recommendations from a previously sponsored Road Safety
Audit, Road Safety Scan, Walkable Community Workshop, CCSAP or the like 1 

c. Project incorporates any FHWA Proven Safety Countermeasure; 1 point for one
countermeasure, 2 points for two or more countermeasures 1-2

d. An Environmental Justice screening was performed for the project area. 2 

e. Project addresses an identified equity issue or is located in a historically
underserved community. 2 

Bonus Total xx 

Crash Location + Alternatives Total + Safety Benefit Total + Bonus Total xx 

Comments and/or Concerns: 



Appendix B 
Activity Tracker 
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ACTIVITY TRACKER/COMMENT RESOLUTION SUMMARY 
Project Name: Click or tap here to enter text. Project Sponsor: Click or tap here to enter text.  

Municipality(s): Click or tap here to enter text. County or Counties: Click or tap here to enter text. 

Instructions: Reviewer to complete the first four columns (purple).  Applicant to complete the last four columns (blue) in response to the reviewers’ comment(s).  Additional rows can be added. 

No. Date Section Comment Comment By Response Response By Resolution Resol. Date 

1 Click or 
tap to 
enter a 
date. 

Click or 
tap here 
to enter 
text. 

Click or tap here to enter text. Click or tap here to 
enter text. 

Click or tap here to enter text. Click or tap here 
to enter text. 

Choose an 
item. 

Click or tap to 
enter a date. 

2 Click or 
tap to 
enter a 
date. 

Click or 
tap here 
to enter 
text. 

Click or tap here to enter text. Click or tap here to 
enter text. 

Click or tap here to enter text. Click or tap here 
to enter text. 

Choose an 
item. 

Click or tap to 
enter a date. 

3 Click or 
tap to 
enter a 
date. 

Click or 
tap here 
to enter 
text. 

Click or tap here to enter text. Click or tap here to 
enter text. 

Click or tap here to enter text. Click or tap here 
to enter text. 

Choose an 
item. 

Click or tap to 
enter a date. 

4 Click or 
tap to 
enter a 
date. 

Click or 
tap here 
to enter 
text. 

Click or tap here to enter text. Click or tap here to 
enter text. 

Click or tap here to enter text. Click or tap here 
to enter text. 

Choose an 
item. 

Click or tap to 
enter a date. 

5 Click or 
tap to 
enter a 
date. 

Click or 
tap here 
to enter 
text. 

Click or tap here to enter text. Click or tap here to 
enter text. 

Click or tap here to enter text. Click or tap here 
to enter text. 

Choose an 
item. 

Click or tap to 
enter a date. 
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Sample Crash Diagram 



SAMPLE CRASH DIAGRAM 

In the five years (2009-2013) of data examined there were 307 crashes recorded on Mt. Ephraim 

Avenue. Below, relevant collision type distributions are noted: 

 25% of crashes were same direction rear end

 17% of crashes included a right angle turning movement

 11% of crashes were same direction side swipes

 6% of crashes involved pedestrians

 5% of crashes involved bicyclists





Appendix D 
Sample Statements 
and Schedule  



Local Safety Program          
 

Appendix D – Sample Statements 

2BSECTION 2D 
Sample Purpose and Need Statement 

Purpose: The purpose of the project is to enhance safety and mobility along Project Route between Start 
Street and End Avenue. 

Need: Two of the signalized intersections within the project limits are identified on the Network Screening 
Intersection List – Project Route and First Street (MP 38.31) is ranked #27 and Project Route and N. Second 
Avenue (MP 38.46) is ranked #79.  In addition, the crash analysis for the project segment indicates a total of 
500 crashes with overrepresentations of angle, head-on, left/U-turn, pedestrian/bicycle, at intersection, wet 
surface, day and dusk.  Of note, one (1) fatal pedestrian crash occurred in 2016 near MP 39.63.  The following 
general issues were noted within the corridor: 

 Traffic signals lack 12-inch signal heads, backplates with retro reflective borders, countdown pedestrian 
signal heads, ADA compliant curb ramps and/or are not in conformance with the 2009 MUTCD  

 Many signalized and unsignalized intersections have insufficient illumination at night  
 Lack of bicyclist facilities 

Goals/Objectives: It is the goal of this project to improve safety while minimizing environmental, quality of 
life, access, right of way and utility impacts.  It is anticipated that improvements will not further degrade any 
deficient conditions within the project limits.  Any proposed improvements will consider impacts to 
emergency services and disadvantaged groups.   

2BSECTION 3F 
Sample HSM and Benefit-Cost Analysis Statement 

Analysis Summary: An HSM analysis was performed on the alternatives.  The analysis for this section of 
Project Route indicates an average crash reduction of 6% per year by implementing a road diet (Alternative 
No. 1) with a B/C ratio of 1.1.  The crash reduction would likely be more apparent in the western section of 
Project Route since it has significantly more left turn, right angle and overall crashes versus the eastern 
section.  Alternative No. 2 receives a crash reduction of about 14% per year with a B/C ratio of 2.0.   

Other Information: An HSM analysis could not be performed on the alternatives because there were not 
CMFs for the selected countermeasures at the time of this application.  However, Case Study XYZ, which 
implemented countermeasure A, realized a 10% reduction in crashes over 5 years (Source).  In addition, 
available research compiled by NHTSA indicates that countermeasures B and C are shown to enhance safety 
are effective in reducing injuries by up to 50% (Source).   

2BSECTION 3G 
Sample Right of Way Statement 

Right of way will be required from up to 13 properties for sidewalk installation, driveway modifications, and 
signal replacement.  This project primarily requires slope and temporary easements totaling approximately 
500 SF.  Right of way and parcel information is based on available as-built plans, tax maps and GIS data; 
therefore, all areas are approximate.  Once a detailed survey and deed information is obtained, it may be 
possible to refine some of the proposed improvements such that they remain within the existing right of way. 



Applicant Name
Project:
Date Prepared: 

Oct Nov Dec Jan Feb Mar Apr May June Jun Jul Aug Sep Oct July Nov Dec
Authorization to Proceed with Design x
Base Mapping
Construction Plans
Traffic Control Plan
Specifications
Engineer's Estimate
Preliminary PS&E Submission x
Preliminary NJDOT Review
Response to NJDOT Comments
Final PS&E Submision x
Final NDOT Review
Authorization to Proceed with Construction x
Construction

Task
Authorization to Proceed with PE
Preliminary Egineering

Basemapping
Preliminary Plans, CED, Outreach

Authorization to Proceed with Design
Final Design

Preliminary PS&E Submission
Preliminary NJDOT Review
Response to NJDOT Comments
Final PS&E Submision
Final NDOT Review

Authorization to Proceed with Construction
Construction

Year 1 Year 2

Preliminary Project Schedule Example 1 (Preferred)

Assumes Authorization to Proceed with Design received in October.

Task

Preliminary Project Schedule Example 2 (Alternate)
Duration

1 month
1 day

15 months
1 day

2 months
12 months

1 day

10 months

6 months
1 day

2 months
1 day

2 months
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Instructions

		

				Highway Safety Manual 1st Edition, Volume 2, Chapter 12-- Predictive Method for Urban and Suburban Arterials -- Analysis Spreadsheet Summary

				Overview																		Color Coding in the Worksheets

				This spreadsheet has been developed to demonstrate the predictive models																		The worksheets include three specific color options to help users

				for urban and suburban arterials as contained in the new Highway Safety Manual.																		identify locations where input data is required.  In some cases,

				The content was developed for training purposes and all users should																		the shaded cells require the user to input specific numbers. In

				verify that the answers they obtain with these worksheets correctly																		other cases the input is restricted to a select set of options

				represent their target analysis.																		included in pull-down lists. The respective color coding is as

																						follows:

				The page tabs shown at the bottom of this file represent the various analysis																		Color Used				Type of Information Required from User

				that can be performed using this spreadsheet tool and the HSM predictive

				methods. A user can evaluate an individual road segment or intersection as																						Required input information as identified

				well as analyze multiple road segments and intersections. If more than one																						in the HSM.

				segment type requires analysis, the user should create a blank worksheet

				and then copy the contents of the associated sheet into the blank sheet																						Input data required from the user but

				and name the worksheet accordingly.																						restricted to options provided in pull-down

																										boxes.

				The current contents of this spreadsheet include the following:

																										Optional input information that can be used

																										to supplement the analysis if this information

				Worksheet Name						Contents																is available.  This optional input information

																										is reserved for locally-derived crash information.

				Instructions						Current worksheet displaying overview, summary																If the analyst elects to use this option so as

										of spreadsheet worksheets, and description of																to improve analysis for local crash distribution

										color coding included in the worksheets.																trends, each of the Tables with the locally-

																										derived input also include a pull-down box

				Segment 1						Analysis for the urban and suburban arterial segment																where the analyst should indicate he or she is

										analysis. The associated HSM worksheets are																using locally derive crash information.  The

										Worksheets 1A, 1B, 1C, 1D, 1E, 1F, 1G, 1H, 1I, 1J,																worksheets will then use the local values

										1K, and 1L.																instead of the HSM default values.

				Segment 2						Duplicate copy of Segment1 demonstrating a second

										segment for analysis.

																						Spreadsheet developed by:

				Segment Tables						Tables used for the segment analysis.  Includes														Karen Dixon, Ph.D., P.E.

										Tables 12-3, 12-4, 12-5, 12-6, 12-7, 12-8, 12-9,														Oregon State University

										12-19, 12-20, 12-21, and 12-23.														School of Civil & Construction Engineering

																								220 Owen Hall

																								Corvallis, OR  97330

				Intersection1						Analysis for the urban and suburban arterial intersection

										analysis. The associated worksheets are Worksheets														Email:  karen.dixon@oregonstate.edu

										2A, 2B, 2C, 2D, 2E, 2F, 2G, 2H, 2I, 2J, 2K, and 2L.														Phone:  541-737-6337

										Worksheets specific to STOP control or traffic signals

										may be blank if they do not apply to the specific

										intersection type selected for analysis.

				Intersection2						Duplicate copy of Intersection1 demonstrating a second

										intersection type for analysis.

				Intersection Tables						Tables used for the intersection analysis.  Includes

										Tables 12-10, 12-11, 12-12, 12-13, 12-14, 12-24,

										12-26, and 12-27.

				Urban Site Total						Analysis for site-specific EB analysis using

										results from the urban segment and intersection

										worksheets.  This analysis can be performed if

										the analyst knows the exact location of historic

										crashes within the study limits. The associated

										HSM worksheets are Worksheets 3A, 3B, and 3C.

				Urban Project Total						Analysis for project-specific EB analysis using

										results from the segment and intersection worksheets.

										This analysis can be performed if the analyst has

										historic crash data, but does not know the exact

										location within the project limits at which the

										crashes occurred. The associated HSM worksheets

										are Worksheets 4A, 4B, and 4C.

				Construction - do not delete						Data in this worksheet has been used to

										help define the pull-down options in the

										analysis worksheets.  There is no need for a

										user to work within this worksheet, but the

										worksheet should be retained so that the

										other worksheets can continue to use the

										options included in this sheet.





Segment 1

		

		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 10+00.000 to Sta. 11+74.299																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.364

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.98						ppnr:		0.636

		Roadway type (2U, 3T, 4U, 4D, ST)														--				4D												Four-lane divided arterials (i.e., including a raised or depressed median)

		Length of segment, L (mi)														--				0.033																				Adjusted CMF2r				1.00						pnr:		0.410

		AADT (veh/day)								AADTMAX =		66,000		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				10

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				0

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				10

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.01				0.91				1.00						0.92

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.34		1.36		1.32				0.121				1.000				0.121		0.92		1.00		0.112

		Fatal and Injury (FI)				-12.76		1.28		1.31				0.036				(4)FI/((4)FI+(4)PDO)				0.034		0.92		1.00		0.031

																		0.278

		Property Damage Only (PDO)				-12.81		1.38		1.34				0.093				(5)TOTAL-(5)FI				0.087		0.92		1.00		0.081

																		0.722

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.031				1.000				0.081				0.112

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.832				0.026				0.662				0.053				0.079

		Head-on collision						0.020				0.001				0.007				0.001				0.001

		Angle collision						0.040				0.001				0.036				0.003				0.004

		Sideswipe, same direction						0.050				0.002				0.223				0.018				0.020

		Sideswipe, opposite direction						0.010				0.000				0.001				0.000				0.000

		Other multiple-vehicle collision						0.048				0.001				0.071				0.006				0.007

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.05		0.47		0.86				0.024				1.000				0.024		0.92		1.00		0.022

		Fatal and Injury (FI)				-8.71		0.66		0.28				0.004				(4)FI/((4)FI+(4)PDO)				0.004		0.92		1.00		0.004

																		0.173

		Property Damage Only (PDO)				-5.04		0.45		1.06				0.019				(5)TOTAL-(5)FI				0.019		0.92		1.00		0.018

																		0.827

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.004				1.000				0.018				0.022

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.063				0.001				0.001

		Collision with fixed object						0.500				0.002				0.813				0.015				0.017

		Collision with other object						0.028				0.000				0.016				0.000				0.000

		Other single-vehicle collision						0.471				0.002				0.108				0.002				0.004

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.033				1.106				0.000						--

		Minor commercial						0				0.011				1.106				0.000

		Major industrial/institutional						0				0.036				1.106				0.000

		Minor industrial/institutional						0				0.005				1.106				0.000

		Major residential						0				0.018				1.106				0.000

		Minor residential						0				0.003				1.106				0.000

		Other						0				0.005				1.106				0.000

		Total						--				--				--				0.000						1.39

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.000				1.000				0.000		0.92				1.00				0.000

		Fatal and injury (FI)						--				0.284				0.000		0.92				1.00				0.000

		Property damage only (PDO)						--				0.716				0.000		0.92				1.00				0.000

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.112				0.022				0.000				0.134				0.019		1.00		0.003

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.003

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.112				0.022				0.000				0.134				0.005		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.026						0.053						0.079

		Head-on collisions (from Worksheet 1D)										0.001						0.001						0.001

		Angle collisions (from Worksheet 1D)										0.001						0.003						0.004

		Sideswipe, same direction (from Worksheet 1D)										0.002						0.018						0.020

		Sideswipe, opposite direction (from Worksheet 1D)										0.000						0.000						0.000

		Driveway-related collisions (from Worksheet 1H)										0.000						0.000						0.000

		Other multiple-vehicle collision (from Worksheet 1D)										0.001						0.006						0.007

		Subtotal										0.031						0.081						0.112

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.001						0.001

		Collision with fixed object (from Worksheet 1F)										0.002						0.015						0.017

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.002						0.002						0.004

		Collision with pedestrian (from Worksheet 1I)										0.003						0.000						0.003

		Collision with bicycle (from Worksheet 1J)										0.001						0.000						0.001

		Subtotal										0.007						0.018						0.025

		Total										0.038						0.099						0.137

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.1						0.03						4.1

				Fatal and injury (FI)						0.0						0.03						1.2

				Property damage only (PDO)						0.1						0.03						3.0
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 11+74.299 to Sta. 14+00.000																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.364

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.97						ppnr:		0.636

		Roadway type (2U, 3T, 4U, 4D, ST)														--				4D												Four-lane divided arterials (i.e., including a raised or depressed median)

		Length of segment, L (mi)														--				0.0428																				Adjusted CMF2r				1.00						pnr:		0.410

		AADT (veh/day)								AADTMAX =		66,000		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				10

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				1

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				5

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.01				0.91				1.00						0.92

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.34		1.36		1.32				0.157				1.000				0.157		0.92		1.00		0.145

		Fatal and Injury (FI)				-12.76		1.28		1.31				0.046				(4)FI/((4)FI+(4)PDO)				0.044		0.92		1.00		0.040

																		0.278

		Property Damage Only (PDO)				-12.81		1.38		1.34				0.120				(5)TOTAL-(5)FI				0.113		0.92		1.00		0.105

																		0.722

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.040				1.000				0.105				0.145

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.832				0.034				0.662				0.069				0.103

		Head-on collision						0.020				0.001				0.007				0.001				0.002

		Angle collision						0.040				0.002				0.036				0.004				0.005

		Sideswipe, same direction						0.050				0.002				0.223				0.023				0.025

		Sideswipe, opposite direction						0.010				0.000				0.001				0.000				0.001

		Other multiple-vehicle collision						0.048				0.002				0.071				0.007				0.009

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.05		0.47		0.86				0.031				1.000				0.031		0.92		1.00		0.028

		Fatal and Injury (FI)				-8.71		0.66		0.28				0.005				(4)FI/((4)FI+(4)PDO)				0.005		0.92		1.00		0.005

																		0.173

		Property Damage Only (PDO)				-5.04		0.45		1.06				0.025				(5)TOTAL-(5)FI				0.025		0.92		1.00		0.023

																		0.827

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.005				1.000				0.023				0.028

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.063				0.001				0.001

		Collision with fixed object						0.500				0.002				0.813				0.019				0.021

		Collision with other object						0.028				0.000				0.016				0.000				0.001

		Other single-vehicle collision						0.471				0.002				0.108				0.003				0.005

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.033				1.106				0.000						--

		Minor commercial						1				0.011				1.106				0.017

		Major industrial/institutional						0				0.036				1.106				0.000

		Minor industrial/institutional						0				0.005				1.106				0.000

		Major residential						0				0.018				1.106				0.000

		Minor residential						0				0.003				1.106				0.000

		Other						0				0.005				1.106				0.000

		Total						--				--				--				0.017						1.39

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.017				1.000				0.017		0.92				1.00				0.016

		Fatal and injury (FI)						--				0.284				0.005		0.92				1.00				0.005

		Property damage only (PDO)						--				0.716				0.012		0.92				1.00				0.011

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.145				0.028				0.016				0.189				0.019		1.00		0.004

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.004

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.145				0.028				0.016				0.189				0.005		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.034						0.069						0.103

		Head-on collisions (from Worksheet 1D)										0.001						0.001						0.002

		Angle collisions (from Worksheet 1D)										0.002						0.004						0.005

		Sideswipe, same direction (from Worksheet 1D)										0.002						0.023						0.025

		Sideswipe, opposite direction (from Worksheet 1D)										0.000						0.000						0.001

		Driveway-related collisions (from Worksheet 1H)										0.005						0.011						0.016

		Other multiple-vehicle collision (from Worksheet 1D)										0.002						0.007						0.009

		Subtotal										0.045						0.116						0.161

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.001						0.001

		Collision with fixed object (from Worksheet 1F)										0.002						0.019						0.021

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.001

		Other single-vehicle collision (from Worksheet 1F)										0.002						0.003						0.005

		Collision with pedestrian (from Worksheet 1I)										0.004						0.000						0.004

		Collision with bicycle (from Worksheet 1J)										0.001						0.000						0.001

		Subtotal										0.009						0.023						0.033

		Total										0.054						0.139						0.194

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.2						0.04						4.5

				Fatal and injury (FI)						0.1						0.04						1.3

				Property damage only (PDO)						0.1						0.04						3.3
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Segment 3

		

		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 14+00.000 to Sta. 16+47.816																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.424

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.95						ppnr:		0.576

		Roadway type (2U, 3T, 4U, 4D, ST)														--				2U												Two-lane undivided arterials

		Length of segment, L (mi)														--				0.0469																				Adjusted CMF2r				1.00						pnr:		0.316

		AADT (veh/day)								AADTMAX =		32,600		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				0

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				1

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				5

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-15.22		1.68		0.84				0.239				1.000				0.239		0.93		1.00		0.223

		Fatal and Injury (FI)				-16.22		1.66		0.65				0.072				(4)FI/((4)FI+(4)PDO)				0.069		0.93		1.00		0.064

																		0.289

		Property Damage Only (PDO)				-15.62		1.69		0.87				0.177				(5)TOTAL-(5)FI				0.170		0.93		1.00		0.159

																		0.711

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.064				1.000				0.159				0.223

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.730				0.047				0.778				0.123				0.170

		Head-on collision						0.068				0.004				0.004				0.001				0.005

		Angle collision						0.085				0.005				0.079				0.013				0.018

		Sideswipe, same direction						0.015				0.001				0.031				0.005				0.006

		Sideswipe, opposite direction						0.073				0.005				0.055				0.009				0.013

		Other multiple-vehicle collision						0.029				0.002				0.053				0.008				0.010

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.47		0.56		0.81				0.054				1.000				0.054		0.93		1.00		0.051

		Fatal and Injury (FI)				-3.96		0.23		0.50				0.009				(4)FI/((4)FI+(4)PDO)				0.009		0.93		1.00		0.009

																		0.173

		Property Damage Only (PDO)				-6.51		0.64		0.87				0.043				(5)TOTAL-(5)FI				0.045		0.93		1.00		0.042

																		0.827

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.009				1.000				0.042				0.051

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.026				0.000				0.066				0.003				0.003

		Collision with fixed object						0.723				0.006				0.759				0.032				0.038

		Collision with other object						0.010				0.000				0.013				0.001				0.001

		Other single-vehicle collision						0.241				0.002				0.162				0.007				0.009

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.158				1.000				0.000						--

		Minor commercial						0				0.050				1.000				0.000

		Major industrial/institutional						0				0.172				1.000				0.000

		Minor industrial/institutional						0				0.023				1.000				0.000

		Major residential						0				0.083				1.000				0.000

		Minor residential						1				0.016				1.000				0.024

		Other						0				0.025				1.000				0.000

		Total						--				--				--				0.024						0.81

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.024				1.000				0.024		0.93				1.00				0.023

		Fatal and injury (FI)						--				0.323				0.008		0.93				1.00				0.007

		Property damage only (PDO)						--				0.677				0.016		0.93				1.00				0.015

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.223				0.051				0.023				0.296				0.005		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.223				0.051				0.023				0.296				0.004		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.047						0.123						0.170

		Head-on collisions (from Worksheet 1D)										0.004						0.001						0.005

		Angle collisions (from Worksheet 1D)										0.005						0.013						0.018

		Sideswipe, same direction (from Worksheet 1D)										0.001						0.005						0.006

		Sideswipe, opposite direction (from Worksheet 1D)										0.005						0.009						0.013

		Driveway-related collisions (from Worksheet 1H)										0.007						0.015						0.023

		Other multiple-vehicle collision (from Worksheet 1D)										0.002						0.008						0.010

		Subtotal										0.072						0.174						0.245

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.003						0.003

		Collision with fixed object (from Worksheet 1F)										0.006						0.032						0.038

		Collision with other object (from Worksheet 1F)										0.000						0.001						0.001

		Other single-vehicle collision (from Worksheet 1F)										0.002						0.007						0.009

		Collision with pedestrian (from Worksheet 1I)										0.001						0.000						0.001

		Collision with bicycle (from Worksheet 1J)										0.001						0.000						0.001

		Subtotal										0.011						0.042						0.053

		Total										0.083						0.216						0.299

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.3						0.05						6.4

				Fatal and injury (FI)						0.1						0.05						1.8

				Property damage only (PDO)						0.2						0.05						4.6
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 16+47.816 to Sta. 17+14.499																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.424

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				1.01						ppnr:		0.576

		Roadway type (2U, 3T, 4U, 4D, ST)														--				2U												Two-lane undivided arterials

		Length of segment, L (mi)														--				0.0126																				Adjusted CMF2r				1.01						pnr:		0.316

		AADT (veh/day)								AADTMAX =		32,600		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				0

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				25

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.01						1.00				0.93				1.00						0.94

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-15.22		1.68		0.84				0.064				1.000				0.064		0.94		1.00		0.060

		Fatal and Injury (FI)				-16.22		1.66		0.65				0.019				(4)FI/((4)FI+(4)PDO)				0.019		0.94		1.00		0.017

																		0.289

		Property Damage Only (PDO)				-15.62		1.69		0.87				0.048				(5)TOTAL-(5)FI				0.046		0.94		1.00		0.043

																		0.711

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.017				1.000				0.043				0.060

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.730				0.013				0.778				0.033				0.046

		Head-on collision						0.068				0.001				0.004				0.000				0.001

		Angle collision						0.085				0.001				0.079				0.003				0.005

		Sideswipe, same direction						0.015				0.000				0.031				0.001				0.002

		Sideswipe, opposite direction						0.073				0.001				0.055				0.002				0.004

		Other multiple-vehicle collision						0.029				0.001				0.053				0.002				0.003

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.47		0.56		0.81				0.015				1.000				0.015		0.94		1.00		0.014

		Fatal and Injury (FI)				-3.96		0.23		0.50				0.002				(4)FI/((4)FI+(4)PDO)				0.003		0.94		1.00		0.002

																		0.173

		Property Damage Only (PDO)				-6.51		0.64		0.87				0.012				(5)TOTAL-(5)FI				0.012		0.94		1.00		0.011

																		0.827

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.002				1.000				0.011				0.014

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.026				0.000				0.066				0.001				0.001

		Collision with fixed object						0.723				0.002				0.759				0.009				0.010

		Collision with other object						0.010				0.000				0.013				0.000				0.000

		Other single-vehicle collision						0.241				0.001				0.162				0.002				0.002

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.158				1.000				0.000						--

		Minor commercial						0				0.050				1.000				0.000

		Major industrial/institutional						0				0.172				1.000				0.000

		Minor industrial/institutional						0				0.023				1.000				0.000

		Major residential						0				0.083				1.000				0.000

		Minor residential						0				0.016				1.000				0.000

		Other						0				0.025				1.000				0.000

		Total						--				--				--				0.000						0.81

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.000				1.000				0.000		0.94				1.00				0.000

		Fatal and injury (FI)						--				0.323				0.000		0.94				1.00				0.000

		Property damage only (PDO)						--				0.677				0.000		0.94				1.00				0.000

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.060				0.014				0.000				0.074				0.005		1.00		0.000

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.000

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.060				0.014				0.000				0.074				0.004		1.00		0.000

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.000

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.013						0.033						0.046

		Head-on collisions (from Worksheet 1D)										0.001						0.000						0.001

		Angle collisions (from Worksheet 1D)										0.001						0.003						0.005

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.001						0.002

		Sideswipe, opposite direction (from Worksheet 1D)										0.001						0.002						0.004

		Driveway-related collisions (from Worksheet 1H)										0.000						0.000						0.000

		Other multiple-vehicle collision (from Worksheet 1D)										0.001						0.002						0.003

		Subtotal										0.017						0.043						0.060

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.001						0.001

		Collision with fixed object (from Worksheet 1F)										0.002						0.009						0.010

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.001						0.002						0.002

		Collision with pedestrian (from Worksheet 1I)										0.000						0.000						0.000

		Collision with bicycle (from Worksheet 1J)										0.000						0.000						0.000

		Subtotal										0.003						0.011						0.014

		Total										0.020						0.054						0.075

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.1						0.01						5.9

				Fatal and injury (FI)						0.0						0.01						1.6

				Property damage only (PDO)						0.1						0.01						4.3
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Segment 5

		

		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 17+14.499 to Sta. 18+52.500																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.424

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				1.01						ppnr:		0.576

		Roadway type (2U, 3T, 4U, 4D, ST)														--				2U												Two-lane undivided arterials

		Length of segment, L (mi)														--				0.0261																				Adjusted CMF2r				1.01						pnr:		0.316

		AADT (veh/day)								AADTMAX =		32,600		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				0

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				1

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				25

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.01						1.00				0.93				1.00						0.94

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-15.22		1.68		0.84				0.133				1.000				0.133		0.94		1.00		0.125

		Fatal and Injury (FI)				-16.22		1.66		0.65				0.040				(4)FI/((4)FI+(4)PDO)				0.038		0.94		1.00		0.036

																		0.289

		Property Damage Only (PDO)				-15.62		1.69		0.87				0.099				(5)TOTAL-(5)FI				0.095		0.94		1.00		0.089

																		0.711

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.036				1.000				0.089				0.125

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.730				0.026				0.778				0.069				0.095

		Head-on collision						0.068				0.002				0.004				0.000				0.003

		Angle collision						0.085				0.003				0.079				0.007				0.010

		Sideswipe, same direction						0.015				0.001				0.031				0.003				0.003

		Sideswipe, opposite direction						0.073				0.003				0.055				0.005				0.008

		Other multiple-vehicle collision						0.029				0.001				0.053				0.005				0.006

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.47		0.56		0.81				0.030				1.000				0.030		0.94		1.00		0.028

		Fatal and Injury (FI)				-3.96		0.23		0.50				0.005				(4)FI/((4)FI+(4)PDO)				0.005		0.94		1.00		0.005

																		0.173

		Property Damage Only (PDO)				-6.51		0.64		0.87				0.024				(5)TOTAL-(5)FI				0.025		0.94		1.00		0.023

																		0.827

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.005				1.000				0.023				0.028

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.026				0.000				0.066				0.002				0.002

		Collision with fixed object						0.723				0.004				0.759				0.018				0.021

		Collision with other object						0.010				0.000				0.013				0.000				0.000

		Other single-vehicle collision						0.241				0.001				0.162				0.004				0.005

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.158				1.000				0.000						--

		Minor commercial						0				0.050				1.000				0.000

		Major industrial/institutional						0				0.172				1.000				0.000

		Minor industrial/institutional						0				0.023				1.000				0.000

		Major residential						0				0.083				1.000				0.000

		Minor residential						1				0.016				1.000				0.024

		Other						0				0.025				1.000				0.000

		Total						--				--				--				0.024						0.81

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.024				1.000				0.024		0.94				1.00				0.023

		Fatal and injury (FI)						--				0.323				0.008		0.94				1.00				0.007

		Property damage only (PDO)						--				0.677				0.016		0.94				1.00				0.015

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.125				0.028				0.023				0.176				0.005		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.125				0.028				0.023				0.176				0.004		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.026						0.069						0.095

		Head-on collisions (from Worksheet 1D)										0.002						0.000						0.003

		Angle collisions (from Worksheet 1D)										0.003						0.007						0.010

		Sideswipe, same direction (from Worksheet 1D)										0.001						0.003						0.003

		Sideswipe, opposite direction (from Worksheet 1D)										0.003						0.005						0.008

		Driveway-related collisions (from Worksheet 1H)										0.007						0.015						0.023

		Other multiple-vehicle collision (from Worksheet 1D)										0.001						0.005						0.006

		Subtotal										0.043						0.104						0.148

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.002						0.002

		Collision with fixed object (from Worksheet 1F)										0.004						0.018						0.021

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.001						0.004						0.005

		Collision with pedestrian (from Worksheet 1I)										0.001						0.000						0.001

		Collision with bicycle (from Worksheet 1J)										0.001						0.000						0.001

		Subtotal										0.006						0.023						0.030

		Total										0.050						0.128						0.177

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.2						0.03						6.8

				Fatal and injury (FI)						0.0						0.03						1.9

				Property damage only (PDO)						0.1						0.03						4.9
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 18+52.500 to Sta. 19+77.012																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.424

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				1.01						ppnr:		0.576

		Roadway type (2U, 3T, 4U, 4D, ST)														--				2U												Two-lane undivided arterials

		Length of segment, L (mi)														--				0.0236																				Adjusted CMF2r				1.01						pnr:		0.316

		AADT (veh/day)								AADTMAX =		32,600		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				0

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				25

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.01						1.00				0.93				1.00						0.94

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-15.22		1.68		0.84				0.120				1.000				0.120		0.94		1.00		0.113

		Fatal and Injury (FI)				-16.22		1.66		0.65				0.036				(4)FI/((4)FI+(4)PDO)				0.035		0.94		1.00		0.033

																		0.289

		Property Damage Only (PDO)				-15.62		1.69		0.87				0.089				(5)TOTAL-(5)FI				0.086		0.94		1.00		0.080

																		0.711

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.033				1.000				0.080				0.113

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.730				0.024				0.778				0.062				0.086

		Head-on collision						0.068				0.002				0.004				0.000				0.003

		Angle collision						0.085				0.003				0.079				0.006				0.009

		Sideswipe, same direction						0.015				0.000				0.031				0.002				0.003

		Sideswipe, opposite direction						0.073				0.002				0.055				0.004				0.007

		Other multiple-vehicle collision						0.029				0.001				0.053				0.004				0.005

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.47		0.56		0.81				0.027				1.000				0.027		0.94		1.00		0.026

		Fatal and Injury (FI)				-3.96		0.23		0.50				0.005				(4)FI/((4)FI+(4)PDO)				0.005		0.94		1.00		0.004

																		0.173

		Property Damage Only (PDO)				-6.51		0.64		0.87				0.022				(5)TOTAL-(5)FI				0.023		0.94		1.00		0.021

																		0.827

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.004				1.000				0.021				0.026

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.026				0.000				0.066				0.001				0.002

		Collision with fixed object						0.723				0.003				0.759				0.016				0.019

		Collision with other object						0.010				0.000				0.013				0.000				0.000

		Other single-vehicle collision						0.241				0.001				0.162				0.003				0.004

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.158				1.000				0.000						--

		Minor commercial						0				0.050				1.000				0.000

		Major industrial/institutional						0				0.172				1.000				0.000

		Minor industrial/institutional						0				0.023				1.000				0.000

		Major residential						0				0.083				1.000				0.000

		Minor residential						0				0.016				1.000				0.000

		Other						0				0.025				1.000				0.000

		Total						--				--				--				0.000						0.81

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.000				1.000				0.000		0.94				1.00				0.000

		Fatal and injury (FI)						--				0.323				0.000		0.94				1.00				0.000

		Property damage only (PDO)						--				0.677				0.000		0.94				1.00				0.000

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.113				0.026				0.000				0.138				0.005		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.113				0.026				0.000				0.138				0.004		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.024						0.062						0.086

		Head-on collisions (from Worksheet 1D)										0.002						0.000						0.003

		Angle collisions (from Worksheet 1D)										0.003						0.006						0.009

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.002						0.003

		Sideswipe, opposite direction (from Worksheet 1D)										0.002						0.004						0.007

		Driveway-related collisions (from Worksheet 1H)										0.000						0.000						0.000

		Other multiple-vehicle collision (from Worksheet 1D)										0.001						0.004						0.005

		Subtotal										0.033						0.080						0.113

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.001						0.002

		Collision with fixed object (from Worksheet 1F)										0.003						0.016						0.019

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.001						0.003						0.004

		Collision with pedestrian (from Worksheet 1I)										0.001						0.000						0.001

		Collision with bicycle (from Worksheet 1J)										0.001						0.000						0.001

		Subtotal										0.006						0.021						0.027

		Total										0.038						0.101						0.140

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.1						0.02						5.9

				Fatal and injury (FI)						0.0						0.02						1.6

				Property damage only (PDO)						0.1						0.02						4.3



&CHSM Urban and Suburban Arterial Predictive Method

&R&P



Segment 7

		

		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 19+77.012 to Sta. 20+80.000																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.424

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				1.01						ppnr:		0.576

		Roadway type (2U, 3T, 4U, 4D, ST)														--				2U												Two-lane undivided arterials

		Length of segment, L (mi)														--				0.0195																				Adjusted CMF2r				1.01						pnr:		0.316

		AADT (veh/day)								AADTMAX =		32,600		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				1

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				25

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.01						1.00				0.93				1.00						0.94

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-15.22		1.68		0.84				0.100				1.000				0.100		0.94		1.00		0.093

		Fatal and Injury (FI)				-16.22		1.66		0.65				0.030				(4)FI/((4)FI+(4)PDO)				0.029		0.94		1.00		0.027

																		0.289

		Property Damage Only (PDO)				-15.62		1.69		0.87				0.074				(5)TOTAL-(5)FI				0.071		0.94		1.00		0.066

																		0.711

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.027				1.000				0.066				0.093

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.730				0.020				0.778				0.052				0.071

		Head-on collision						0.068				0.002				0.004				0.000				0.002

		Angle collision						0.085				0.002				0.079				0.005				0.008

		Sideswipe, same direction						0.015				0.000				0.031				0.002				0.002

		Sideswipe, opposite direction						0.073				0.002				0.055				0.004				0.006

		Other multiple-vehicle collision						0.029				0.001				0.053				0.004				0.004

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.47		0.56		0.81				0.023				1.000				0.023		0.94		1.00		0.021

		Fatal and Injury (FI)				-3.96		0.23		0.50				0.004				(4)FI/((4)FI+(4)PDO)				0.004		0.94		1.00		0.004

																		0.173

		Property Damage Only (PDO)				-6.51		0.64		0.87				0.018				(5)TOTAL-(5)FI				0.019		0.94		1.00		0.017

																		0.827

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.004				1.000				0.017				0.021

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.026				0.000				0.066				0.001				0.001

		Collision with fixed object						0.723				0.003				0.759				0.013				0.016

		Collision with other object						0.010				0.000				0.013				0.000				0.000

		Other single-vehicle collision						0.241				0.001				0.162				0.003				0.004

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.158				1.000				0.000						--

		Minor commercial						1				0.050				1.000				0.076

		Major industrial/institutional						0				0.172				1.000				0.000

		Minor industrial/institutional						0				0.023				1.000				0.000

		Major residential						0				0.083				1.000				0.000

		Minor residential						0				0.016				1.000				0.000

		Other						0				0.025				1.000				0.000

		Total						--				--				--				0.076						0.81

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.076				1.000				0.076		0.94				1.00				0.071

		Fatal and injury (FI)						--				0.323				0.024		0.94				1.00				0.023

		Property damage only (PDO)						--				0.677				0.051		0.94				1.00				0.048

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.093				0.021				0.071				0.185				0.005		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.093				0.021				0.071				0.185				0.004		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.020						0.052						0.071

		Head-on collisions (from Worksheet 1D)										0.002						0.000						0.002

		Angle collisions (from Worksheet 1D)										0.002						0.005						0.008

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.002						0.002

		Sideswipe, opposite direction (from Worksheet 1D)										0.002						0.004						0.006

		Driveway-related collisions (from Worksheet 1H)										0.023						0.048						0.071

		Other multiple-vehicle collision (from Worksheet 1D)										0.001						0.004						0.004

		Subtotal										0.050						0.114						0.164

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.001						0.001

		Collision with fixed object (from Worksheet 1F)										0.003						0.013						0.016

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.001						0.003						0.004

		Collision with pedestrian (from Worksheet 1I)										0.001						0.000						0.001

		Collision with bicycle (from Worksheet 1J)										0.001						0.000						0.001

		Subtotal										0.005						0.017						0.023

		Total										0.055						0.132						0.187

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.2						0.02						9.6

				Fatal and injury (FI)						0.1						0.02						2.8

				Property damage only (PDO)						0.1						0.02						6.8
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 20+80.000 to Sta. 27+00.000																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				1.00						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.1174																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				6

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				5

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				25

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.94

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.670				1.000				0.670		0.94		1.00		0.628

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.194				(4)FI/((4)FI+(4)PDO)				0.195		0.94		1.00		0.183

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.471				(5)TOTAL-(5)FI				0.475		0.94		1.00		0.445

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.183				1.000				0.445				0.628

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.155				0.842				0.375				0.529

		Head-on collision						0.034				0.006				0.020				0.009				0.015

		Angle collision						0.069				0.013				0.020				0.009				0.022

		Sideswipe, same direction						0.001				0.000				0.078				0.035				0.035

		Sideswipe, opposite direction						0.017				0.003				0.020				0.009				0.012

		Other multiple-vehicle collision						0.034				0.006				0.020				0.009				0.015

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.085				1.000				0.085		0.94		1.00		0.080

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.022				(4)FI/((4)FI+(4)PDO)				0.023		0.94		1.00		0.022

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.060				(5)TOTAL-(5)FI				0.062		0.94		1.00		0.058

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.022				1.000				0.058				0.080

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.015				0.963				0.056				0.071

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.007				0.035				0.002				0.009

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.102				1.000				0.000						--

		Minor commercial						6				0.032				1.000				0.290

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						5				0.010				1.000				0.076

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.366						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.366				1.000				0.366		0.94				1.00				0.343

		Fatal and injury (FI)						--				0.243				0.089		0.94				1.00				0.083

		Property damage only (PDO)						--				0.757				0.277		0.94				1.00				0.260

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.628				0.080				0.343				1.051				0.013		1.00		0.014

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.014

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.628				0.080				0.343				1.051				0.007		1.00		0.007

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.007

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.155						0.375						0.529

		Head-on collisions (from Worksheet 1D)										0.006						0.009						0.015

		Angle collisions (from Worksheet 1D)										0.013						0.009						0.022

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.035						0.035

		Sideswipe, opposite direction (from Worksheet 1D)										0.003						0.009						0.012

		Driveway-related collisions (from Worksheet 1H)										0.083						0.260						0.343

		Other multiple-vehicle collision (from Worksheet 1D)										0.006						0.009						0.015

		Subtotal										0.266						0.705						0.971

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.015						0.056						0.071

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.007						0.002						0.009

		Collision with pedestrian (from Worksheet 1I)										0.014						0.000						0.014

		Collision with bicycle (from Worksheet 1J)										0.007						0.000						0.007

		Subtotal										0.043						0.058						0.101

		Total										0.309						0.763						1.072

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						1.1						0.12						9.1

				Fatal and injury (FI)						0.3						0.12						2.6

				Property damage only (PDO)						0.8						0.12						6.5
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 27+00.000 to Sta. 27+89.258																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				1.00						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.0169																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				0

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				25

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.94

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.096				1.000				0.096		0.94		1.00		0.090

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.028				(4)FI/((4)FI+(4)PDO)				0.028		0.94		1.00		0.026

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.068				(5)TOTAL-(5)FI				0.068		0.94		1.00		0.064

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.026				1.000				0.064				0.090

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.022				0.842				0.054				0.076

		Head-on collision						0.034				0.001				0.020				0.001				0.002

		Angle collision						0.069				0.002				0.020				0.001				0.003

		Sideswipe, same direction						0.001				0.000				0.078				0.005				0.005

		Sideswipe, opposite direction						0.017				0.000				0.020				0.001				0.002

		Other multiple-vehicle collision						0.034				0.001				0.020				0.001				0.002

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.012				1.000				0.012		0.94		1.00		0.011

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.003				(4)FI/((4)FI+(4)PDO)				0.003		0.94		1.00		0.003

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.009				(5)TOTAL-(5)FI				0.009		0.94		1.00		0.008

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.003				1.000				0.008				0.011

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.002				0.963				0.008				0.010

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.001				0.035				0.000				0.001

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.102				1.000				0.000						--

		Minor commercial						0				0.032				1.000				0.000

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						0				0.010				1.000				0.000

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.000						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.000				1.000				0.000		0.94				1.00				0.000

		Fatal and injury (FI)						--				0.243				0.000		0.94				1.00				0.000

		Property damage only (PDO)						--				0.757				0.000		0.94				1.00				0.000

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.090				0.011				0.000				0.102				0.013		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.090				0.011				0.000				0.102				0.007		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.022						0.054						0.076

		Head-on collisions (from Worksheet 1D)										0.001						0.001						0.002

		Angle collisions (from Worksheet 1D)										0.002						0.001						0.003

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.005						0.005

		Sideswipe, opposite direction (from Worksheet 1D)										0.000						0.001						0.002

		Driveway-related collisions (from Worksheet 1H)										0.000						0.000						0.000

		Other multiple-vehicle collision (from Worksheet 1D)										0.001						0.001						0.002

		Subtotal										0.026						0.064						0.090

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.002						0.008						0.010

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.001						0.000						0.001

		Collision with pedestrian (from Worksheet 1I)										0.001						0.000						0.001

		Collision with bicycle (from Worksheet 1J)										0.001						0.000						0.001

		Subtotal										0.005						0.008						0.013

		Total										0.031						0.072						0.104

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.1						0.02						6.1

				Fatal and injury (FI)						0.0						0.02						1.9

				Property damage only (PDO)						0.1						0.02						4.3
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 27+89.258 to Sta. 28+80.000																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				1.00						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.0172																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				2

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				25

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.94

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.098				1.000				0.098		0.94		1.00		0.092

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.028				(4)FI/((4)FI+(4)PDO)				0.029		0.94		1.00		0.027

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.069				(5)TOTAL-(5)FI				0.070		0.94		1.00		0.065

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.027				1.000				0.065				0.092

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.023				0.842				0.055				0.078

		Head-on collision						0.034				0.001				0.020				0.001				0.002

		Angle collision						0.069				0.002				0.020				0.001				0.003

		Sideswipe, same direction						0.001				0.000				0.078				0.005				0.005

		Sideswipe, opposite direction						0.017				0.000				0.020				0.001				0.002

		Other multiple-vehicle collision						0.034				0.001				0.020				0.001				0.002

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.012				1.000				0.012		0.94		1.00		0.012

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.003				(4)FI/((4)FI+(4)PDO)				0.003		0.94		1.00		0.003

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.009				(5)TOTAL-(5)FI				0.009		0.94		1.00		0.008

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.003				1.000				0.008				0.012

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.002				0.963				0.008				0.010

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.001				0.035				0.000				0.001

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.102				1.000				0.000						--

		Minor commercial						2				0.032				1.000				0.097

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						0				0.010				1.000				0.000

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.097						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.097				1.000				0.097		0.94				1.00				0.091

		Fatal and injury (FI)						--				0.243				0.024		0.94				1.00				0.022

		Property damage only (PDO)						--				0.757				0.073		0.94				1.00				0.069

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.092				0.012				0.091				0.194				0.013		1.00		0.003

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.003

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.092				0.012				0.091				0.194				0.007		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.023						0.055						0.078

		Head-on collisions (from Worksheet 1D)										0.001						0.001						0.002

		Angle collisions (from Worksheet 1D)										0.002						0.001						0.003

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.005						0.005

		Sideswipe, opposite direction (from Worksheet 1D)										0.000						0.001						0.002

		Driveway-related collisions (from Worksheet 1H)										0.022						0.069						0.091

		Other multiple-vehicle collision (from Worksheet 1D)										0.001						0.001						0.002

		Subtotal										0.049						0.134						0.183

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.002						0.008						0.010

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.001						0.000						0.001

		Collision with pedestrian (from Worksheet 1I)										0.003						0.000						0.003

		Collision with bicycle (from Worksheet 1J)										0.001						0.000						0.001

		Subtotal										0.007						0.008						0.016

		Total										0.056						0.142						0.198

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.2						0.02						11.5

				Fatal and injury (FI)						0.1						0.02						3.3

				Property damage only (PDO)						0.1						0.02						8.3



&CHSM Urban and Suburban Arterial Predictive Method

&R&P



Segment 11

		

		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 28+80.000 to Sta. 37+00.000																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				1.00						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.1553																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				6

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				1

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				25

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.94

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.886				1.000				0.886		0.94		1.00		0.831

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.256				(4)FI/((4)FI+(4)PDO)				0.258		0.94		1.00		0.242

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.623				(5)TOTAL-(5)FI				0.628		0.94		1.00		0.589

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.242				1.000				0.589				0.831

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.204				0.842				0.496				0.700

		Head-on collision						0.034				0.008				0.020				0.012				0.020

		Angle collision						0.069				0.017				0.020				0.012				0.028

		Sideswipe, same direction						0.001				0.000				0.078				0.046				0.046

		Sideswipe, opposite direction						0.017				0.004				0.020				0.012				0.016

		Other multiple-vehicle collision						0.034				0.008				0.020				0.012				0.020

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.112				1.000				0.112		0.94		1.00		0.105

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.030				(4)FI/((4)FI+(4)PDO)				0.031		0.94		1.00		0.029

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.079				(5)TOTAL-(5)FI				0.082		0.94		1.00		0.077

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.029				1.000				0.077				0.105

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.020				0.963				0.074				0.093

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.009				0.035				0.003				0.012

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.102				1.000				0.000						--

		Minor commercial						6				0.032				1.000				0.290

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						1				0.010				1.000				0.015

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.306						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.306				1.000				0.306		0.94				1.00				0.286

		Fatal and injury (FI)						--				0.243				0.074		0.94				1.00				0.070

		Property damage only (PDO)						--				0.757				0.231		0.94				1.00				0.217

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.831				0.105				0.286				1.222				0.013		1.00		0.016

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.016

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.831				0.105				0.286				1.222				0.007		1.00		0.009

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.009

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.204						0.496						0.700

		Head-on collisions (from Worksheet 1D)										0.008						0.012						0.020

		Angle collisions (from Worksheet 1D)										0.017						0.012						0.028

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.046						0.046

		Sideswipe, opposite direction (from Worksheet 1D)										0.004						0.012						0.016

		Driveway-related collisions (from Worksheet 1H)										0.070						0.217						0.286

		Other multiple-vehicle collision (from Worksheet 1D)										0.008						0.012						0.020

		Subtotal										0.312						0.806						1.117

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.020						0.074						0.093

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.009						0.003						0.012

		Collision with pedestrian (from Worksheet 1I)										0.016						0.000						0.016

		Collision with bicycle (from Worksheet 1J)										0.009						0.000						0.009

		Subtotal										0.053						0.077						0.130

		Total										0.365						0.882						1.247

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						1.2						0.16						8.0

				Fatal and injury (FI)						0.4						0.16						2.3

				Property damage only (PDO)						0.9						0.16						5.7
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 37+00.000 to Sta. 37+90.000																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				1.00						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.017																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				0

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				25

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.94

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.097				1.000				0.097		0.94		1.00		0.091

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.028				(4)FI/((4)FI+(4)PDO)				0.028		0.94		1.00		0.026

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.068				(5)TOTAL-(5)FI				0.069		0.94		1.00		0.064

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.026				1.000				0.064				0.091

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.022				0.842				0.054				0.077

		Head-on collision						0.034				0.001				0.020				0.001				0.002

		Angle collision						0.069				0.002				0.020				0.001				0.003

		Sideswipe, same direction						0.001				0.000				0.078				0.005				0.005

		Sideswipe, opposite direction						0.017				0.000				0.020				0.001				0.002

		Other multiple-vehicle collision						0.034				0.001				0.020				0.001				0.002

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.012				1.000				0.012		0.94		1.00		0.012

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.003				(4)FI/((4)FI+(4)PDO)				0.003		0.94		1.00		0.003

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.009				(5)TOTAL-(5)FI				0.009		0.94		1.00		0.008

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.003				1.000				0.008				0.012

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.002				0.963				0.008				0.010

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.001				0.035				0.000				0.001

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.102				1.000				0.000						--

		Minor commercial						0				0.032				1.000				0.000

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						0				0.010				1.000				0.000

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.000						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.000				1.000				0.000		0.94				1.00				0.000

		Fatal and injury (FI)						--				0.243				0.000		0.94				1.00				0.000

		Property damage only (PDO)						--				0.757				0.000		0.94				1.00				0.000

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.091				0.012				0.000				0.102				0.013		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.091				0.012				0.000				0.102				0.007		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.022						0.054						0.077

		Head-on collisions (from Worksheet 1D)										0.001						0.001						0.002

		Angle collisions (from Worksheet 1D)										0.002						0.001						0.003

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.005						0.005

		Sideswipe, opposite direction (from Worksheet 1D)										0.000						0.001						0.002

		Driveway-related collisions (from Worksheet 1H)										0.000						0.000						0.000

		Other multiple-vehicle collision (from Worksheet 1D)										0.001						0.001						0.002

		Subtotal										0.026						0.064						0.091

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.002						0.008						0.010

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.001						0.000						0.001

		Collision with pedestrian (from Worksheet 1I)										0.001						0.000						0.001

		Collision with bicycle (from Worksheet 1J)										0.001						0.000						0.001

		Subtotal										0.005						0.008						0.014

		Total										0.032						0.073						0.105

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.1						0.02						6.1

				Fatal and injury (FI)						0.0						0.02						1.9

				Property damage only (PDO)						0.1						0.02						4.3
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 37+90.000 to Sta. 38+90.000																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.99						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.0189																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				0

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				15

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.108				1.000				0.108		0.93		1.00		0.101

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.031				(4)FI/((4)FI+(4)PDO)				0.031		0.93		1.00		0.029

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.076				(5)TOTAL-(5)FI				0.076		0.93		1.00		0.071

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.029				1.000				0.071				0.101

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.025				0.842				0.060				0.085

		Head-on collision						0.034				0.001				0.020				0.001				0.002

		Angle collision						0.069				0.002				0.020				0.001				0.003

		Sideswipe, same direction						0.001				0.000				0.078				0.006				0.006

		Sideswipe, opposite direction						0.017				0.000				0.020				0.001				0.002

		Other multiple-vehicle collision						0.034				0.001				0.020				0.001				0.002

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.014				1.000				0.014		0.93		1.00		0.013

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.004				(4)FI/((4)FI+(4)PDO)				0.004		0.93		1.00		0.003

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.010				(5)TOTAL-(5)FI				0.010		0.93		1.00		0.009

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.003				1.000				0.009				0.013

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.002				0.963				0.009				0.011

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.001				0.035				0.000				0.001

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.102				1.000				0.000						--

		Minor commercial						0				0.032				1.000				0.000

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						0				0.010				1.000				0.000

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.000						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.000				1.000				0.000		0.93				1.00				0.000

		Fatal and injury (FI)						--				0.243				0.000		0.93				1.00				0.000

		Property damage only (PDO)						--				0.757				0.000		0.93				1.00				0.000

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.101				0.013				0.000				0.114				0.013		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.101				0.013				0.000				0.114				0.007		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.025						0.060						0.085

		Head-on collisions (from Worksheet 1D)										0.001						0.001						0.002

		Angle collisions (from Worksheet 1D)										0.002						0.001						0.003

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.006						0.006

		Sideswipe, opposite direction (from Worksheet 1D)										0.000						0.001						0.002

		Driveway-related collisions (from Worksheet 1H)										0.000						0.000						0.000

		Other multiple-vehicle collision (from Worksheet 1D)										0.001						0.001						0.002

		Subtotal										0.029						0.071						0.101

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.002						0.009						0.011

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.001						0.000						0.001

		Collision with pedestrian (from Worksheet 1I)										0.001						0.000						0.001

		Collision with bicycle (from Worksheet 1J)										0.001						0.000						0.001

		Subtotal										0.006						0.009						0.015

		Total										0.035						0.081						0.116

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.1						0.02						6.1

				Fatal and injury (FI)						0.0						0.02						1.9

				Property damage only (PDO)						0.1						0.02						4.3
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 38+90.000 to Sta. 47+70.000																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.99						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.1667																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				2

		Minor commercial driveways (number)														--				15

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				3

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				15

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.951				1.000				0.951		0.93		1.00		0.889

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.275				(4)FI/((4)FI+(4)PDO)				0.277		0.93		1.00		0.259

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.669				(5)TOTAL-(5)FI				0.674		0.93		1.00		0.630

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.259				1.000				0.630				0.889

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.219				0.842				0.530				0.749

		Head-on collision						0.034				0.009				0.020				0.013				0.021

		Angle collision						0.069				0.018				0.020				0.013				0.030

		Sideswipe, same direction						0.001				0.000				0.078				0.049				0.049

		Sideswipe, opposite direction						0.017				0.004				0.020				0.013				0.017

		Other multiple-vehicle collision						0.034				0.009				0.020				0.013				0.021

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.121				1.000				0.121		0.93		1.00		0.113

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.032				(4)FI/((4)FI+(4)PDO)				0.033		0.93		1.00		0.031

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.085				(5)TOTAL-(5)FI				0.088		0.93		1.00		0.082

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.031				1.000				0.082				0.113

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.021				0.963				0.079				0.100

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.010				0.035				0.003				0.012

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						2				0.102				1.000				0.309						--

		Minor commercial						15				0.032				1.000				0.726

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						3				0.010				1.000				0.045

		Other						0				0.016				1.000				0.000

		Total						--				--				--				1.080						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						1.080				1.000				1.080		0.93				1.00				1.009

		Fatal and injury (FI)						--				0.243				0.262		0.93				1.00				0.245

		Property damage only (PDO)						--				0.757				0.818		0.93				1.00				0.764

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.889				0.113				1.009				2.010				0.013		1.00		0.026

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.026

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.889				0.113				1.009				2.010				0.007		1.00		0.014

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.014

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.219						0.530						0.749

		Head-on collisions (from Worksheet 1D)										0.009						0.013						0.021

		Angle collisions (from Worksheet 1D)										0.018						0.013						0.030

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.049						0.049

		Sideswipe, opposite direction (from Worksheet 1D)										0.004						0.013						0.017

		Driveway-related collisions (from Worksheet 1H)										0.245						0.764						1.009

		Other multiple-vehicle collision (from Worksheet 1D)										0.009						0.013						0.021

		Subtotal										0.504						1.393						1.897

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.021						0.079						0.100

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.010						0.003						0.012

		Collision with pedestrian (from Worksheet 1I)										0.026						0.000						0.026

		Collision with bicycle (from Worksheet 1J)										0.014						0.000						0.014

		Subtotal										0.071						0.082						0.153

		Total										0.575						1.475						2.050

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						2.1						0.17						12.3

				Fatal and injury (FI)						0.6						0.17						3.4

				Property damage only (PDO)						1.5						0.17						8.9
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 47+70.000 to Sta. 48+40.290																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.99						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.0133																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				0

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				15

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.076				1.000				0.076		0.93		1.00		0.071

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.022				(4)FI/((4)FI+(4)PDO)				0.022		0.93		1.00		0.021

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.053				(5)TOTAL-(5)FI				0.054		0.93		1.00		0.050

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.021				1.000				0.050				0.071

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.017				0.842				0.042				0.060

		Head-on collision						0.034				0.001				0.020				0.001				0.002

		Angle collision						0.069				0.001				0.020				0.001				0.002

		Sideswipe, same direction						0.001				0.000				0.078				0.004				0.004

		Sideswipe, opposite direction						0.017				0.000				0.020				0.001				0.001

		Other multiple-vehicle collision						0.034				0.001				0.020				0.001				0.002

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.010				1.000				0.010		0.93		1.00		0.009

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.003				(4)FI/((4)FI+(4)PDO)				0.003		0.93		1.00		0.002

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.007				(5)TOTAL-(5)FI				0.007		0.93		1.00		0.007

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.002				1.000				0.007				0.009

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.002				0.963				0.006				0.008

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.001				0.035				0.000				0.001

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.102				1.000				0.000						--

		Minor commercial						0				0.032				1.000				0.000

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						0				0.010				1.000				0.000

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.000						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.000				1.000				0.000		0.93				1.00				0.000

		Fatal and injury (FI)						--				0.243				0.000		0.93				1.00				0.000

		Property damage only (PDO)						--				0.757				0.000		0.93				1.00				0.000

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.071				0.009				0.000				0.080				0.013		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.071				0.009				0.000				0.080				0.007		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.017						0.042						0.060

		Head-on collisions (from Worksheet 1D)										0.001						0.001						0.002

		Angle collisions (from Worksheet 1D)										0.001						0.001						0.002

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.004						0.004

		Sideswipe, opposite direction (from Worksheet 1D)										0.000						0.001						0.001

		Driveway-related collisions (from Worksheet 1H)										0.000						0.000						0.000

		Other multiple-vehicle collision (from Worksheet 1D)										0.001						0.001						0.002

		Subtotal										0.021						0.050						0.071

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.002						0.006						0.008

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.001						0.000						0.001

		Collision with pedestrian (from Worksheet 1I)										0.001						0.000						0.001

		Collision with bicycle (from Worksheet 1J)										0.001						0.000						0.001

		Subtotal										0.004						0.007						0.011

		Total										0.025						0.057						0.081

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.1						0.01						6.1

				Fatal and injury (FI)						0.0						0.01						1.9

				Property damage only (PDO)						0.1						0.01						4.3
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 48+40.290 to Sta. 49+27.140																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.99						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.0164																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				0

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				15

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.094				1.000				0.094		0.93		1.00		0.087

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.027				(4)FI/((4)FI+(4)PDO)				0.027		0.93		1.00		0.025

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.066				(5)TOTAL-(5)FI				0.066		0.93		1.00		0.062

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.025				1.000				0.062				0.087

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.022				0.842				0.052				0.074

		Head-on collision						0.034				0.001				0.020				0.001				0.002

		Angle collision						0.069				0.002				0.020				0.001				0.003

		Sideswipe, same direction						0.001				0.000				0.078				0.005				0.005

		Sideswipe, opposite direction						0.017				0.000				0.020				0.001				0.002

		Other multiple-vehicle collision						0.034				0.001				0.020				0.001				0.002

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.012				1.000				0.012		0.93		1.00		0.011

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.003				(4)FI/((4)FI+(4)PDO)				0.003		0.93		1.00		0.003

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.008				(5)TOTAL-(5)FI				0.009		0.93		1.00		0.008

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.003				1.000				0.008				0.011

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.002				0.963				0.008				0.010

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.001				0.035				0.000				0.001

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.102				1.000				0.000						--

		Minor commercial						0				0.032				1.000				0.000

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						0				0.010				1.000				0.000

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.000						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.000				1.000				0.000		0.93				1.00				0.000

		Fatal and injury (FI)						--				0.243				0.000		0.93				1.00				0.000

		Property damage only (PDO)						--				0.757				0.000		0.93				1.00				0.000

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.087				0.011				0.000				0.099				0.013		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.087				0.011				0.000				0.099				0.007		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.022						0.052						0.074

		Head-on collisions (from Worksheet 1D)										0.001						0.001						0.002

		Angle collisions (from Worksheet 1D)										0.002						0.001						0.003

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.005						0.005

		Sideswipe, opposite direction (from Worksheet 1D)										0.000						0.001						0.002

		Driveway-related collisions (from Worksheet 1H)										0.000						0.000						0.000

		Other multiple-vehicle collision (from Worksheet 1D)										0.001						0.001						0.002

		Subtotal										0.025						0.062						0.087

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.002						0.008						0.010

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.001						0.000						0.001

		Collision with pedestrian (from Worksheet 1I)										0.001						0.000						0.001

		Collision with bicycle (from Worksheet 1J)										0.001						0.000						0.001

		Subtotal										0.005						0.008						0.013

		Total										0.030						0.070						0.100

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.1						0.02						6.1

				Fatal and injury (FI)						0.0						0.02						1.9

				Property damage only (PDO)						0.1						0.02						4.3
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 49+27.140 to Sta. 59+27.801																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.98						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.1895																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				6

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				10

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				1.082				1.000				1.082		0.93		1.00		1.010

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.312				(4)FI/((4)FI+(4)PDO)				0.315		0.93		1.00		0.294

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.760				(5)TOTAL-(5)FI				0.767		0.93		1.00		0.716

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.294				1.000				0.716				1.010

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.249				0.842				0.603				0.851

		Head-on collision						0.034				0.010				0.020				0.014				0.024

		Angle collision						0.069				0.020				0.020				0.014				0.035

		Sideswipe, same direction						0.001				0.000				0.078				0.056				0.056

		Sideswipe, opposite direction						0.017				0.005				0.020				0.014				0.019

		Other multiple-vehicle collision						0.034				0.010				0.020				0.014				0.024

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.137				1.000				0.137		0.93		1.00		0.128

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.036				(4)FI/((4)FI+(4)PDO)				0.037		0.93		1.00		0.035

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.097				(5)TOTAL-(5)FI				0.100		0.93		1.00		0.093

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.035				1.000				0.093				0.128

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.024				0.963				0.090				0.114

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.011				0.035				0.003				0.014

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.102				1.000				0.000						--

		Minor commercial						6				0.032				1.000				0.290

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						0				0.010				1.000				0.000

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.290						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.290				1.000				0.290		0.93				1.00				0.271

		Fatal and injury (FI)						--				0.243				0.071		0.93				1.00				0.066

		Property damage only (PDO)						--				0.757				0.220		0.93				1.00				0.205

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				1.010				0.128				0.271				1.409				0.013		1.00		0.018

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.018

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				1.010				0.128				0.271				1.409				0.007		1.00		0.010

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.010

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.249						0.603						0.851

		Head-on collisions (from Worksheet 1D)										0.010						0.014						0.024

		Angle collisions (from Worksheet 1D)										0.020						0.014						0.035

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.056						0.056

		Sideswipe, opposite direction (from Worksheet 1D)										0.005						0.014						0.019

		Driveway-related collisions (from Worksheet 1H)										0.066						0.205						0.271

		Other multiple-vehicle collision (from Worksheet 1D)										0.010						0.014						0.024

		Subtotal										0.360						0.921						1.281

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.024						0.090						0.114

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.011						0.003						0.014

		Collision with pedestrian (from Worksheet 1I)										0.018						0.000						0.018

		Collision with bicycle (from Worksheet 1J)										0.010						0.000						0.010

		Subtotal										0.063						0.093						0.156

		Total										0.423						1.014						1.438

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						1.4						0.19						7.6

				Fatal and injury (FI)						0.4						0.19						2.2

				Property damage only (PDO)						1.0						0.19						5.4
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 59+27.801 to Sta. 60+27.801																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.98						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.0189																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				0

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				1

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				10

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.108				1.000				0.108		0.93		1.00		0.101

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.031				(4)FI/((4)FI+(4)PDO)				0.031		0.93		1.00		0.029

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.076				(5)TOTAL-(5)FI				0.076		0.93		1.00		0.071

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.029				1.000				0.071				0.101

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.025				0.842				0.060				0.085

		Head-on collision						0.034				0.001				0.020				0.001				0.002

		Angle collision						0.069				0.002				0.020				0.001				0.003

		Sideswipe, same direction						0.001				0.000				0.078				0.006				0.006

		Sideswipe, opposite direction						0.017				0.000				0.020				0.001				0.002

		Other multiple-vehicle collision						0.034				0.001				0.020				0.001				0.002

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.014				1.000				0.014		0.93		1.00		0.013

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.004				(4)FI/((4)FI+(4)PDO)				0.004		0.93		1.00		0.003

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.010				(5)TOTAL-(5)FI				0.010		0.93		1.00		0.009

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.003				1.000				0.009				0.013

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.002				0.963				0.009				0.011

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.001				0.035				0.000				0.001

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.102				1.000				0.000						--

		Minor commercial						0				0.032				1.000				0.000

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						1				0.010				1.000				0.015

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.015						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.015				1.000				0.015		0.93				1.00				0.014

		Fatal and injury (FI)						--				0.243				0.004		0.93				1.00				0.003

		Property damage only (PDO)						--				0.757				0.011		0.93				1.00				0.011

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.101				0.013				0.014				0.128				0.013		1.00		0.002

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.002

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.101				0.013				0.014				0.128				0.007		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.025						0.060						0.085

		Head-on collisions (from Worksheet 1D)										0.001						0.001						0.002

		Angle collisions (from Worksheet 1D)										0.002						0.001						0.003

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.006						0.006

		Sideswipe, opposite direction (from Worksheet 1D)										0.000						0.001						0.002

		Driveway-related collisions (from Worksheet 1H)										0.003						0.011						0.014

		Other multiple-vehicle collision (from Worksheet 1D)										0.001						0.001						0.002

		Subtotal										0.033						0.082						0.115

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.002						0.009						0.011

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.001						0.000						0.001

		Collision with pedestrian (from Worksheet 1I)										0.002						0.000						0.002

		Collision with bicycle (from Worksheet 1J)										0.001						0.000						0.001

		Subtotal										0.006						0.009						0.015

		Total										0.039						0.091						0.130

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.1						0.02						6.9

				Fatal and injury (FI)						0.0						0.02						2.1

				Property damage only (PDO)						0.1						0.02						4.8
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 60+27.801 to Sta. 61+40.000																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.97						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.0213																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				2

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				5

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.122				1.000				0.122		0.93		1.00		0.114

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.035				(4)FI/((4)FI+(4)PDO)				0.035		0.93		1.00		0.033

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.085				(5)TOTAL-(5)FI				0.086		0.93		1.00		0.080

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.033				1.000				0.080				0.114

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.028				0.842				0.068				0.096

		Head-on collision						0.034				0.001				0.020				0.002				0.003

		Angle collision						0.069				0.002				0.020				0.002				0.004

		Sideswipe, same direction						0.001				0.000				0.078				0.006				0.006

		Sideswipe, opposite direction						0.017				0.001				0.020				0.002				0.002

		Other multiple-vehicle collision						0.034				0.001				0.020				0.002				0.003

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.015				1.000				0.015		0.93		1.00		0.014

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.004				(4)FI/((4)FI+(4)PDO)				0.004		0.93		1.00		0.004

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.011				(5)TOTAL-(5)FI				0.011		0.93		1.00		0.010

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.004				1.000				0.010				0.014

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.003				0.963				0.010				0.013

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.001				0.035				0.000				0.002

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.102				1.000				0.000						--

		Minor commercial						2				0.032				1.000				0.097

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						0				0.010				1.000				0.000

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.097						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.097				1.000				0.097		0.93				1.00				0.090

		Fatal and injury (FI)						--				0.243				0.024		0.93				1.00				0.022

		Property damage only (PDO)						--				0.757				0.073		0.93				1.00				0.068

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.114				0.014				0.090				0.218				0.013		1.00		0.003

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.003

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.114				0.014				0.090				0.218				0.007		1.00		0.002

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.002

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.028						0.068						0.096

		Head-on collisions (from Worksheet 1D)										0.001						0.002						0.003

		Angle collisions (from Worksheet 1D)										0.002						0.002						0.004

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.006						0.006

		Sideswipe, opposite direction (from Worksheet 1D)										0.001						0.002						0.002

		Driveway-related collisions (from Worksheet 1H)										0.022						0.068						0.090

		Other multiple-vehicle collision (from Worksheet 1D)										0.001						0.002						0.003

		Subtotal										0.055						0.149						0.204

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.003						0.010						0.013

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.001						0.000						0.002

		Collision with pedestrian (from Worksheet 1I)										0.003						0.000						0.003

		Collision with bicycle (from Worksheet 1J)										0.002						0.000						0.002

		Subtotal										0.008						0.010						0.019

		Total										0.063						0.159						0.223

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.2						0.02						10.5

				Fatal and injury (FI)						0.1						0.02						3.0

				Property damage only (PDO)						0.2						0.02						7.5
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 61+40.000 to Sta. 64+54.972																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.97						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.0597																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				1

		Minor commercial driveways (number)														--				8

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				5

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.341				1.000				0.341		0.93		1.00		0.318

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.098				(4)FI/((4)FI+(4)PDO)				0.099		0.93		1.00		0.093

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.240				(5)TOTAL-(5)FI				0.241		0.93		1.00		0.226

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.093				1.000				0.226				0.318

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.078				0.842				0.190				0.268

		Head-on collision						0.034				0.003				0.020				0.005				0.008

		Angle collision						0.069				0.006				0.020				0.005				0.011

		Sideswipe, same direction						0.001				0.000				0.078				0.018				0.018

		Sideswipe, opposite direction						0.017				0.002				0.020				0.005				0.006

		Other multiple-vehicle collision						0.034				0.003				0.020				0.005				0.008

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.043				1.000				0.043		0.93		1.00		0.040

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.011				(4)FI/((4)FI+(4)PDO)				0.012		0.93		1.00		0.011

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.030				(5)TOTAL-(5)FI				0.031		0.93		1.00		0.029

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.011				1.000				0.029				0.040

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.008				0.963				0.028				0.036

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.003				0.035				0.001				0.004

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						1				0.102				1.000				0.154						--

		Minor commercial						8				0.032				1.000				0.387

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						0				0.010				1.000				0.000

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.542						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.542				1.000				0.542		0.93				1.00				0.506

		Fatal and injury (FI)						--				0.243				0.132		0.93				1.00				0.123

		Property damage only (PDO)						--				0.757				0.410		0.93				1.00				0.383

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.318				0.040				0.506				0.864				0.013		1.00		0.011

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.011

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.318				0.040				0.506				0.864				0.007		1.00		0.006

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.006

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.078						0.190						0.268

		Head-on collisions (from Worksheet 1D)										0.003						0.005						0.008

		Angle collisions (from Worksheet 1D)										0.006						0.005						0.011

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.018						0.018

		Sideswipe, opposite direction (from Worksheet 1D)										0.002						0.005						0.006

		Driveway-related collisions (from Worksheet 1H)										0.123						0.383						0.506

		Other multiple-vehicle collision (from Worksheet 1D)										0.003						0.005						0.008

		Subtotal										0.216						0.608						0.824

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.008						0.028						0.036

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.003						0.001						0.004

		Collision with pedestrian (from Worksheet 1I)										0.011						0.000						0.011

		Collision with bicycle (from Worksheet 1J)										0.006						0.000						0.006

		Subtotal										0.028						0.029						0.058

		Total										0.244						0.638						0.882

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.9						0.06						14.8

				Fatal and injury (FI)						0.2						0.06						4.1

				Property damage only (PDO)						0.6						0.06						10.7
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 64+54.972 to Sta. 72+69.995																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.97						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.1544																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				19

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				5

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.881				1.000				0.881		0.93		1.00		0.823

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.255				(4)FI/((4)FI+(4)PDO)				0.257		0.93		1.00		0.240

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.620				(5)TOTAL-(5)FI				0.625		0.93		1.00		0.583

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.240				1.000				0.583				0.823

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.203				0.842				0.491				0.694

		Head-on collision						0.034				0.008				0.020				0.012				0.020

		Angle collision						0.069				0.017				0.020				0.012				0.028

		Sideswipe, same direction						0.001				0.000				0.078				0.046				0.046

		Sideswipe, opposite direction						0.017				0.004				0.020				0.012				0.016

		Other multiple-vehicle collision						0.034				0.008				0.020				0.012				0.020

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.112				1.000				0.112		0.93		1.00		0.104

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.029				(4)FI/((4)FI+(4)PDO)				0.030		0.93		1.00		0.028

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.079				(5)TOTAL-(5)FI				0.081		0.93		1.00		0.076

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.028				1.000				0.076				0.104

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.020				0.963				0.073				0.093

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.009				0.035				0.003				0.011

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.102				1.000				0.000						--

		Minor commercial						19				0.032				1.000				0.920

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						0				0.010				1.000				0.000

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.920						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.920				1.000				0.920		0.93				1.00				0.859

		Fatal and injury (FI)						--				0.243				0.223		0.93				1.00				0.209

		Property damage only (PDO)						--				0.757				0.696		0.93				1.00				0.650

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.823				0.104				0.859				1.786				0.013		1.00		0.023

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.023

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.823				0.104				0.859				1.786				0.007		1.00		0.013

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.013

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.203						0.491						0.694

		Head-on collisions (from Worksheet 1D)										0.008						0.012						0.020

		Angle collisions (from Worksheet 1D)										0.017						0.012						0.028

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.046						0.046

		Sideswipe, opposite direction (from Worksheet 1D)										0.004						0.012						0.016

		Driveway-related collisions (from Worksheet 1H)										0.209						0.650						0.859

		Other multiple-vehicle collision (from Worksheet 1D)										0.008						0.012						0.020

		Subtotal										0.448						1.234						1.682

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.020						0.073						0.093

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.009						0.003						0.011

		Collision with pedestrian (from Worksheet 1I)										0.023						0.000						0.023

		Collision with bicycle (from Worksheet 1J)										0.013						0.000						0.013

		Subtotal										0.064						0.076						0.140

		Total										0.513						1.309						1.822

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						1.8						0.15						11.8

				Fatal and injury (FI)						0.5						0.15						3.3

				Property damage only (PDO)						1.3						0.15						8.5
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 72+69.995 to Sta. 73+43.228																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.97						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.0139																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				1

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				5

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.079				1.000				0.079		0.93		1.00		0.074

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.023				(4)FI/((4)FI+(4)PDO)				0.023		0.93		1.00		0.022

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.056				(5)TOTAL-(5)FI				0.056		0.93		1.00		0.053

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.022				1.000				0.053				0.074

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.018				0.842				0.044				0.062

		Head-on collision						0.034				0.001				0.020				0.001				0.002

		Angle collision						0.069				0.001				0.020				0.001				0.003

		Sideswipe, same direction						0.001				0.000				0.078				0.004				0.004

		Sideswipe, opposite direction						0.017				0.000				0.020				0.001				0.001

		Other multiple-vehicle collision						0.034				0.001				0.020				0.001				0.002

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.010				1.000				0.010		0.93		1.00		0.009

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.003				(4)FI/((4)FI+(4)PDO)				0.003		0.93		1.00		0.003

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.007				(5)TOTAL-(5)FI				0.007		0.93		1.00		0.007

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.003				1.000				0.007				0.009

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.002				0.963				0.007				0.008

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.001				0.035				0.000				0.001

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.102				1.000				0.000						--

		Minor commercial						1				0.032				1.000				0.048

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						0				0.010				1.000				0.000

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.048						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.048				1.000				0.048		0.93				1.00				0.045

		Fatal and injury (FI)						--				0.243				0.012		0.93				1.00				0.011

		Property damage only (PDO)						--				0.757				0.037		0.93				1.00				0.034

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.074				0.009				0.045				0.129				0.013		1.00		0.002

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.002

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.074				0.009				0.045				0.129				0.007		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.018						0.044						0.062

		Head-on collisions (from Worksheet 1D)										0.001						0.001						0.002

		Angle collisions (from Worksheet 1D)										0.001						0.001						0.003

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.004						0.004

		Sideswipe, opposite direction (from Worksheet 1D)										0.000						0.001						0.001

		Driveway-related collisions (from Worksheet 1H)										0.011						0.034						0.045

		Other multiple-vehicle collision (from Worksheet 1D)										0.001						0.001						0.002

		Subtotal										0.033						0.087						0.119

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.002						0.007						0.008

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.001						0.000						0.001

		Collision with pedestrian (from Worksheet 1I)										0.002						0.000						0.002

		Collision with bicycle (from Worksheet 1J)										0.001						0.000						0.001

		Subtotal										0.005						0.007						0.012

		Total										0.038						0.094						0.131

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.1						0.01						9.4

				Fatal and injury (FI)						0.0						0.01						2.7

				Property damage only (PDO)						0.1						0.01						6.7
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 73+43.228 to Sta. 81+48.643																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.97						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.1525																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				11

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				1

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				5

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.870				1.000				0.870		0.93		1.00		0.813

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.251				(4)FI/((4)FI+(4)PDO)				0.254		0.93		1.00		0.237

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.612				(5)TOTAL-(5)FI				0.617		0.93		1.00		0.576

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.237				1.000				0.576				0.813

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.200				0.842				0.485				0.685

		Head-on collision						0.034				0.008				0.020				0.012				0.020

		Angle collision						0.069				0.016				0.020				0.012				0.028

		Sideswipe, same direction						0.001				0.000				0.078				0.045				0.045

		Sideswipe, opposite direction						0.017				0.004				0.020				0.012				0.016

		Other multiple-vehicle collision						0.034				0.008				0.020				0.012				0.020

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.110				1.000				0.110		0.93		1.00		0.103

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.029				(4)FI/((4)FI+(4)PDO)				0.030		0.93		1.00		0.028

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.078				(5)TOTAL-(5)FI				0.080		0.93		1.00		0.075

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.028				1.000				0.075				0.103

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.019				0.963				0.072				0.091

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.009				0.035				0.003				0.011

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.102				1.000				0.000						--

		Minor commercial						11				0.032				1.000				0.532

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						1				0.010				1.000				0.015

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.548						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.548				1.000				0.548		0.93				1.00				0.511

		Fatal and injury (FI)						--				0.243				0.133		0.93				1.00				0.124

		Property damage only (PDO)						--				0.757				0.415		0.93				1.00				0.387

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.813				0.103				0.511				1.427				0.013		1.00		0.019

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.019

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.813				0.103				0.511				1.427				0.007		1.00		0.010

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.010

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.200						0.485						0.685

		Head-on collisions (from Worksheet 1D)										0.008						0.012						0.020

		Angle collisions (from Worksheet 1D)										0.016						0.012						0.028

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.045						0.045

		Sideswipe, opposite direction (from Worksheet 1D)										0.004						0.012						0.016

		Driveway-related collisions (from Worksheet 1H)										0.124						0.387						0.511

		Other multiple-vehicle collision (from Worksheet 1D)										0.008						0.012						0.020

		Subtotal										0.361						0.963						1.324

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.019						0.072						0.091

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.009						0.003						0.011

		Collision with pedestrian (from Worksheet 1I)										0.019						0.000						0.019

		Collision with bicycle (from Worksheet 1J)										0.010						0.000						0.010

		Subtotal										0.057						0.075						0.132

		Total										0.418						1.038						1.456

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						1.5						0.15						9.5

				Fatal and injury (FI)						0.4						0.15						2.7

				Property damage only (PDO)						1.0						0.15						6.8
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 81+48.643 to Sta. 84+93.617																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.97						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.0653																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				1

		Minor commercial driveways (number)														--				1

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				5

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.373				1.000				0.373		0.93		1.00		0.348

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.108				(4)FI/((4)FI+(4)PDO)				0.109		0.93		1.00		0.101

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.262				(5)TOTAL-(5)FI				0.264		0.93		1.00		0.247

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.101				1.000				0.247				0.348

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.086				0.842				0.208				0.293

		Head-on collision						0.034				0.003				0.020				0.005				0.008

		Angle collision						0.069				0.007				0.020				0.005				0.012

		Sideswipe, same direction						0.001				0.000				0.078				0.019				0.019

		Sideswipe, opposite direction						0.017				0.002				0.020				0.005				0.007

		Other multiple-vehicle collision						0.034				0.003				0.020				0.005				0.008

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.047				1.000				0.047		0.93		1.00		0.044

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.012				(4)FI/((4)FI+(4)PDO)				0.013		0.93		1.00		0.012

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.033				(5)TOTAL-(5)FI				0.034		0.93		1.00		0.032

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.012				1.000				0.032				0.044

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.008				0.963				0.031				0.039

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.004				0.035				0.001				0.005

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						1				0.102				1.000				0.154						--

		Minor commercial						1				0.032				1.000				0.048

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						0				0.010				1.000				0.000

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.203						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.203				1.000				0.203		0.93				1.00				0.189

		Fatal and injury (FI)						--				0.243				0.049		0.93				1.00				0.046

		Property damage only (PDO)						--				0.757				0.153		0.93				1.00				0.143

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.348				0.044				0.189				0.582				0.013		1.00		0.008

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.008

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.348				0.044				0.189				0.582				0.007		1.00		0.004

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.004

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.086						0.208						0.293

		Head-on collisions (from Worksheet 1D)										0.003						0.005						0.008

		Angle collisions (from Worksheet 1D)										0.007						0.005						0.012

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.019						0.019

		Sideswipe, opposite direction (from Worksheet 1D)										0.002						0.005						0.007

		Driveway-related collisions (from Worksheet 1H)										0.046						0.143						0.189

		Other multiple-vehicle collision (from Worksheet 1D)										0.003						0.005						0.008

		Subtotal										0.147						0.390						0.537

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.008						0.031						0.039

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.004						0.001						0.005

		Collision with pedestrian (from Worksheet 1I)										0.008						0.000						0.008

		Collision with bicycle (from Worksheet 1J)										0.004						0.000						0.004

		Subtotal										0.024						0.032						0.056

		Total										0.171						0.422						0.593

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.6						0.07						9.1

				Fatal and injury (FI)						0.2						0.07						2.6

				Property damage only (PDO)						0.4						0.07						6.5
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 84+93.617 to Sta. 87+63.820																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				1.00						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.0512																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				1

		Minor commercial driveways (number)														--				0

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				20

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.292				1.000				0.292		0.93		1.00		0.273

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.084				(4)FI/((4)FI+(4)PDO)				0.085		0.93		1.00		0.079

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.205				(5)TOTAL-(5)FI				0.207		0.93		1.00		0.193

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.079				1.000				0.193				0.273

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.067				0.842				0.163				0.230

		Head-on collision						0.034				0.003				0.020				0.004				0.007

		Angle collision						0.069				0.005				0.020				0.004				0.009

		Sideswipe, same direction						0.001				0.000				0.078				0.015				0.015

		Sideswipe, opposite direction						0.017				0.001				0.020				0.004				0.005

		Other multiple-vehicle collision						0.034				0.003				0.020				0.004				0.007

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.037				1.000				0.037		0.93		1.00		0.035

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.010				(4)FI/((4)FI+(4)PDO)				0.010		0.93		1.00		0.009

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.026				(5)TOTAL-(5)FI				0.027		0.93		1.00		0.025

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.009				1.000				0.025				0.035

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.006				0.963				0.024				0.031

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.003				0.035				0.001				0.004

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						1				0.102				1.000				0.154						--

		Minor commercial						0				0.032				1.000				0.000

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						0				0.010				1.000				0.000

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.154						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.154				1.000				0.154		0.93				1.00				0.144

		Fatal and injury (FI)						--				0.243				0.037		0.93				1.00				0.035

		Property damage only (PDO)						--				0.757				0.117		0.93				1.00				0.109

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.273				0.035				0.144				0.452				0.013		1.00		0.006

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.006

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.273				0.035				0.144				0.452				0.007		1.00		0.003

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.003

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.067						0.163						0.230

		Head-on collisions (from Worksheet 1D)										0.003						0.004						0.007

		Angle collisions (from Worksheet 1D)										0.005						0.004						0.009

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.015						0.015

		Sideswipe, opposite direction (from Worksheet 1D)										0.001						0.004						0.005

		Driveway-related collisions (from Worksheet 1H)										0.035						0.109						0.144

		Other multiple-vehicle collision (from Worksheet 1D)										0.003						0.004						0.007

		Subtotal										0.115						0.303						0.417

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.006						0.024						0.031

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.003						0.001						0.004

		Collision with pedestrian (from Worksheet 1I)										0.006						0.000						0.006

		Collision with bicycle (from Worksheet 1J)										0.003						0.000						0.003

		Subtotal										0.018						0.025						0.044

		Total										0.133						0.328						0.461

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.5						0.05						9.0

				Fatal and injury (FI)						0.1						0.05						2.6

				Property damage only (PDO)						0.3						0.05						6.4



&CHSM Urban and Suburban Arterial Predictive Method

&R&P



Segment 26

		

		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 87+63.820 to Sta. 88+70.000																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				1.00						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.0201																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				0

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				20

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.115				1.000				0.115		0.93		1.00		0.107

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.033				(4)FI/((4)FI+(4)PDO)				0.033		0.93		1.00		0.031

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.081				(5)TOTAL-(5)FI				0.081		0.93		1.00		0.076

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.031				1.000				0.076				0.107

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.026				0.842				0.064				0.090

		Head-on collision						0.034				0.001				0.020				0.002				0.003

		Angle collision						0.069				0.002				0.020				0.002				0.004

		Sideswipe, same direction						0.001				0.000				0.078				0.006				0.006

		Sideswipe, opposite direction						0.017				0.001				0.020				0.002				0.002

		Other multiple-vehicle collision						0.034				0.001				0.020				0.002				0.003

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.015				1.000				0.015		0.93		1.00		0.014

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.004				(4)FI/((4)FI+(4)PDO)				0.004		0.93		1.00		0.004

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.010				(5)TOTAL-(5)FI				0.011		0.93		1.00		0.010

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.004				1.000				0.010				0.014

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.003				0.963				0.010				0.012

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.001				0.035				0.000				0.001

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.102				1.000				0.000						--

		Minor commercial						0				0.032				1.000				0.000

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						0				0.010				1.000				0.000

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.000						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.000				1.000				0.000		0.93				1.00				0.000

		Fatal and injury (FI)						--				0.243				0.000		0.93				1.00				0.000

		Property damage only (PDO)						--				0.757				0.000		0.93				1.00				0.000

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.107				0.014				0.000				0.121				0.013		1.00		0.002

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.002

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.107				0.014				0.000				0.121				0.007		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.026						0.064						0.090

		Head-on collisions (from Worksheet 1D)										0.001						0.002						0.003

		Angle collisions (from Worksheet 1D)										0.002						0.002						0.004

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.006						0.006

		Sideswipe, opposite direction (from Worksheet 1D)										0.001						0.002						0.002

		Driveway-related collisions (from Worksheet 1H)										0.000						0.000						0.000

		Other multiple-vehicle collision (from Worksheet 1D)										0.001						0.002						0.003

		Subtotal										0.031						0.076						0.107

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.003						0.010						0.012

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.001						0.000						0.001

		Collision with pedestrian (from Worksheet 1I)										0.002						0.000						0.002

		Collision with bicycle (from Worksheet 1J)										0.001						0.000						0.001

		Subtotal										0.006						0.010						0.016

		Total										0.037						0.086						0.123

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.1						0.02						6.1

				Fatal and injury (FI)						0.0						0.02						1.9

				Property damage only (PDO)						0.1						0.02						4.3
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 88+70.000 to Sta. 92+14.921																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				1.00						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.0653																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				1

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				20

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.373				1.000				0.373		0.93		1.00		0.348

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.108				(4)FI/((4)FI+(4)PDO)				0.109		0.93		1.00		0.101

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.262				(5)TOTAL-(5)FI				0.264		0.93		1.00		0.247

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.101				1.000				0.247				0.348

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.086				0.842				0.208				0.293

		Head-on collision						0.034				0.003				0.020				0.005				0.008

		Angle collision						0.069				0.007				0.020				0.005				0.012

		Sideswipe, same direction						0.001				0.000				0.078				0.019				0.019

		Sideswipe, opposite direction						0.017				0.002				0.020				0.005				0.007

		Other multiple-vehicle collision						0.034				0.003				0.020				0.005				0.008

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.047				1.000				0.047		0.93		1.00		0.044

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.012				(4)FI/((4)FI+(4)PDO)				0.013		0.93		1.00		0.012

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.033				(5)TOTAL-(5)FI				0.034		0.93		1.00		0.032

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.012				1.000				0.032				0.044

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.008				0.963				0.031				0.039

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.004				0.035				0.001				0.005

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.102				1.000				0.000						--

		Minor commercial						1				0.032				1.000				0.048

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						0				0.010				1.000				0.000

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.048						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.048				1.000				0.048		0.93				1.00				0.045

		Fatal and injury (FI)						--				0.243				0.012		0.93				1.00				0.011

		Property damage only (PDO)						--				0.757				0.037		0.93				1.00				0.034

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.348				0.044				0.045				0.437				0.013		1.00		0.006

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.006

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.348				0.044				0.045				0.437				0.007		1.00		0.003

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.003

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.086						0.208						0.293

		Head-on collisions (from Worksheet 1D)										0.003						0.005						0.008

		Angle collisions (from Worksheet 1D)										0.007						0.005						0.012

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.019						0.019

		Sideswipe, opposite direction (from Worksheet 1D)										0.002						0.005						0.007

		Driveway-related collisions (from Worksheet 1H)										0.011						0.034						0.045

		Other multiple-vehicle collision (from Worksheet 1D)										0.003						0.005						0.008

		Subtotal										0.112						0.281						0.393

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.008						0.031						0.039

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.004						0.001						0.005

		Collision with pedestrian (from Worksheet 1I)										0.006						0.000						0.006

		Collision with bicycle (from Worksheet 1J)										0.003						0.000						0.003

		Subtotal										0.021						0.032						0.053

		Total										0.133						0.313						0.446

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.4						0.07						6.8

				Fatal and injury (FI)						0.1						0.07						2.0

				Property damage only (PDO)						0.3						0.07						4.8
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 92+14.921 to Sta. 93+15.984																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.98						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.0191																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				1

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				10

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.109				1.000				0.109		0.93		1.00		0.102

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.031				(4)FI/((4)FI+(4)PDO)				0.032		0.93		1.00		0.030

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.077				(5)TOTAL-(5)FI				0.077		0.93		1.00		0.072

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.030				1.000				0.072				0.102

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.025				0.842				0.061				0.086

		Head-on collision						0.034				0.001				0.020				0.001				0.002

		Angle collision						0.069				0.002				0.020				0.001				0.003

		Sideswipe, same direction						0.001				0.000				0.078				0.006				0.006

		Sideswipe, opposite direction						0.017				0.001				0.020				0.001				0.002

		Other multiple-vehicle collision						0.034				0.001				0.020				0.001				0.002

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.014				1.000				0.014		0.93		1.00		0.013

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.004				(4)FI/((4)FI+(4)PDO)				0.004		0.93		1.00		0.004

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.010				(5)TOTAL-(5)FI				0.010		0.93		1.00		0.009

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.004				1.000				0.009				0.013

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.002				0.963				0.009				0.011

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.001				0.035				0.000				0.001

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.102				1.000				0.000						--

		Minor commercial						1				0.032				1.000				0.048

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						0				0.010				1.000				0.000

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.048						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.048				1.000				0.048		0.93				1.00				0.045

		Fatal and injury (FI)						--				0.243				0.012		0.93				1.00				0.011

		Property damage only (PDO)						--				0.757				0.037		0.93				1.00				0.034

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.102				0.013				0.045				0.160				0.013		1.00		0.002

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.002

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.102				0.013				0.045				0.160				0.007		1.00		0.001

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.001

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.025						0.061						0.086

		Head-on collisions (from Worksheet 1D)										0.001						0.001						0.002

		Angle collisions (from Worksheet 1D)										0.002						0.001						0.003

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.006						0.006

		Sideswipe, opposite direction (from Worksheet 1D)										0.001						0.001						0.002

		Driveway-related collisions (from Worksheet 1H)										0.011						0.034						0.045

		Other multiple-vehicle collision (from Worksheet 1D)										0.001						0.001						0.002

		Subtotal										0.041						0.106						0.147

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.002						0.009						0.011

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.001						0.000						0.001

		Collision with pedestrian (from Worksheet 1I)										0.002						0.000						0.002

		Collision with bicycle (from Worksheet 1J)										0.001						0.000						0.001

		Subtotal										0.007						0.009						0.016

		Total										0.047						0.116						0.163

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.2						0.02						8.5

				Fatal and injury (FI)						0.0						0.02						2.5

				Property damage only (PDO)						0.1						0.02						6.1
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 93+15.984 to Sta. 99+30.000																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.429

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.98						ppnr:		0.571

		Roadway type (2U, 3T, 4U, 4D, ST)														--				3T												Three-lane arterials including a center two-way left-turn lane (TWLTL)

		Length of segment, L (mi)														--				0.1163																				Adjusted CMF2r				1.00						pnr:		0.304

		AADT (veh/day)								AADTMAX =		32,900		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				0

		Minor commercial driveways (number)														--				4

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				1

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				10

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-12.40		1.41		0.66				0.664				1.000				0.664		0.93		1.00		0.620

		Fatal and Injury (FI)				-16.45		1.69		0.59				0.192				(4)FI/((4)FI+(4)PDO)				0.193		0.93		1.00		0.181

																		0.291

		Property Damage Only (PDO)				-11.95		1.33		0.59				0.467				(5)TOTAL-(5)FI				0.470		0.93		1.00		0.439

																		0.709

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.181				1.000				0.439				0.620

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.845				0.153				0.842				0.370				0.523

		Head-on collision						0.034				0.006				0.020				0.009				0.015

		Angle collision						0.069				0.012				0.020				0.009				0.021

		Sideswipe, same direction						0.001				0.000				0.078				0.034				0.034

		Sideswipe, opposite direction						0.017				0.003				0.020				0.009				0.012

		Other multiple-vehicle collision						0.034				0.006				0.020				0.009				0.015

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.74		0.54		1.37				0.084				1.000				0.084		0.93		1.00		0.079

		Fatal and Injury (FI)				-6.37		0.47		1.06				0.022				(4)FI/((4)FI+(4)PDO)				0.023		0.93		1.00		0.021

																		0.272

		Property Damage Only (PDO)				-6.29		0.56		1.93				0.059				(5)TOTAL-(5)FI				0.061		0.93		1.00		0.057

																		0.728

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.021				1.000				0.057				0.079

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.001				0.000				0.001				0.000				0.000

		Collision with fixed object						0.688				0.015				0.963				0.055				0.070

		Collision with other object						0.001				0.000				0.001				0.000				0.000

		Other single-vehicle collision						0.310				0.007				0.035				0.002				0.009

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						0				0.102				1.000				0.000						--

		Minor commercial						4				0.032				1.000				0.194

		Major industrial/institutional						0				0.110				1.000				0.000

		Minor industrial/institutional						0				0.015				1.000				0.000

		Major residential						0				0.053				1.000				0.000

		Minor residential						1				0.010				1.000				0.015

		Other						0				0.016				1.000				0.000

		Total						--				--				--				0.209						1.10

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.209				1.000				0.209		0.93				1.00				0.195

		Fatal and injury (FI)						--				0.243				0.051		0.93				1.00				0.047

		Property damage only (PDO)						--				0.757				0.158		0.93				1.00				0.148

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.620				0.079				0.195				0.893				0.013		1.00		0.012

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.012

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.620				0.079				0.195				0.893				0.007		1.00		0.006

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.006

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.153						0.370						0.523

		Head-on collisions (from Worksheet 1D)										0.006						0.009						0.015

		Angle collisions (from Worksheet 1D)										0.012						0.009						0.021

		Sideswipe, same direction (from Worksheet 1D)										0.000						0.034						0.034

		Sideswipe, opposite direction (from Worksheet 1D)										0.003						0.009						0.012

		Driveway-related collisions (from Worksheet 1H)										0.047						0.148						0.195

		Other multiple-vehicle collision (from Worksheet 1D)										0.006						0.009						0.015

		Subtotal										0.228						0.587						0.815

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 1F)										0.015						0.055						0.070

		Collision with other object (from Worksheet 1F)										0.000						0.000						0.000

		Other single-vehicle collision (from Worksheet 1F)										0.007						0.002						0.009

		Collision with pedestrian (from Worksheet 1I)										0.012						0.000						0.012

		Collision with bicycle (from Worksheet 1J)										0.006						0.000						0.006

		Subtotal										0.039						0.057						0.096

		Total										0.267						0.644						0.911

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.9						0.12						7.8

				Fatal and injury (FI)						0.3						0.12						2.3

				Property damage only (PDO)						0.6						0.12						5.5
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 99+30.000 to Sta. 103+52.880																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.424

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.99						ppnr:		0.576

		Roadway type (2U, 3T, 4U, 4D, ST)														--				2U												Two-lane undivided arterials

		Length of segment, L (mi)														--				0.0801																				Adjusted CMF2r				1.00						pnr:		0.316

		AADT (veh/day)								AADTMAX =		32,600		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				1

		Minor commercial driveways (number)														--				0

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				20

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-15.22		1.68		0.84				0.409				1.000				0.409		0.93		1.00		0.381

		Fatal and Injury (FI)				-16.22		1.66		0.65				0.123				(4)FI/((4)FI+(4)PDO)				0.118		0.93		1.00		0.110

																		0.289

		Property Damage Only (PDO)				-15.62		1.69		0.87				0.303				(5)TOTAL-(5)FI				0.291		0.93		1.00		0.271

																		0.711

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.110				1.000				0.271				0.381

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.730				0.080				0.778				0.211				0.291

		Head-on collision						0.068				0.007				0.004				0.001				0.009

		Angle collision						0.085				0.009				0.079				0.021				0.031

		Sideswipe, same direction						0.015				0.002				0.031				0.008				0.010

		Sideswipe, opposite direction						0.073				0.008				0.055				0.015				0.023

		Other multiple-vehicle collision						0.029				0.003				0.053				0.014				0.018

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.47		0.56		0.81				0.093				1.000				0.093		0.93		1.00		0.086

		Fatal and Injury (FI)				-3.96		0.23		0.50				0.015				(4)FI/((4)FI+(4)PDO)				0.016		0.93		1.00		0.015

																		0.173

		Property Damage Only (PDO)				-6.51		0.64		0.87				0.073				(5)TOTAL-(5)FI				0.077		0.93		1.00		0.071

																		0.827

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.015				1.000				0.071				0.086

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.026				0.000				0.066				0.005				0.005

		Collision with fixed object						0.723				0.011				0.759				0.054				0.065

		Collision with other object						0.010				0.000				0.013				0.001				0.001

		Other single-vehicle collision						0.241				0.004				0.162				0.012				0.015

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						1				0.158				1.000				0.239						--

		Minor commercial						0				0.050				1.000				0.000

		Major industrial/institutional						0				0.172				1.000				0.000

		Minor industrial/institutional						0				0.023				1.000				0.000

		Major residential						0				0.083				1.000				0.000

		Minor residential						0				0.016				1.000				0.000

		Other						0				0.025				1.000				0.000

		Total						--				--				--				0.239						0.81

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.239				1.000				0.239		0.93				1.00				0.223

		Fatal and injury (FI)						--				0.323				0.077		0.93				1.00				0.072

		Property damage only (PDO)						--				0.677				0.162		0.93				1.00				0.151

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.381				0.086				0.223				0.690				0.005		1.00		0.003

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.003

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.381				0.086				0.223				0.690				0.004		1.00		0.003

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.003

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.080						0.211						0.291

		Head-on collisions (from Worksheet 1D)										0.007						0.001						0.009

		Angle collisions (from Worksheet 1D)										0.009						0.021						0.031

		Sideswipe, same direction (from Worksheet 1D)										0.002						0.008						0.010

		Sideswipe, opposite direction (from Worksheet 1D)										0.008						0.015						0.023

		Driveway-related collisions (from Worksheet 1H)										0.072						0.151						0.223

		Other multiple-vehicle collision (from Worksheet 1D)										0.003						0.014						0.018

		Subtotal										0.182						0.421						0.603

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.005						0.005

		Collision with fixed object (from Worksheet 1F)										0.011						0.054						0.065

		Collision with other object (from Worksheet 1F)										0.000						0.001						0.001

		Other single-vehicle collision (from Worksheet 1F)										0.004						0.012						0.015

		Collision with pedestrian (from Worksheet 1I)										0.003						0.000						0.003

		Collision with bicycle (from Worksheet 1J)										0.003						0.000						0.003

		Subtotal										0.021						0.071						0.093

		Total										0.203						0.493						0.696

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.7						0.08						8.7

				Fatal and injury (FI)						0.2						0.08						2.5

				Property damage only (PDO)						0.5						0.08						6.2
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		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 103+52.880 to Sta. 107+58.000																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.424

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.95						ppnr:		0.576

		Roadway type (2U, 3T, 4U, 4D, ST)														--				2U												Two-lane undivided arterials

		Length of segment, L (mi)														--				0.0767																				Adjusted CMF2r				1.00						pnr:		0.316

		AADT (veh/day)								AADTMAX =		32,600		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				1

		Minor commercial driveways (number)														--				0

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				5

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-15.22		1.68		0.84				0.391				1.000				0.391		0.93		1.00		0.365

		Fatal and Injury (FI)				-16.22		1.66		0.65				0.118				(4)FI/((4)FI+(4)PDO)				0.113		0.93		1.00		0.105

																		0.289

		Property Damage Only (PDO)				-15.62		1.69		0.87				0.290				(5)TOTAL-(5)FI				0.278		0.93		1.00		0.259

																		0.711

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.105				1.000				0.259				0.365

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.730				0.077				0.778				0.202				0.279

		Head-on collision						0.068				0.007				0.004				0.001				0.008

		Angle collision						0.085				0.009				0.079				0.020				0.029

		Sideswipe, same direction						0.015				0.002				0.031				0.008				0.010

		Sideswipe, opposite direction						0.073				0.008				0.055				0.014				0.022

		Other multiple-vehicle collision						0.029				0.003				0.053				0.014				0.017

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.47		0.56		0.81				0.089				1.000				0.089		0.93		1.00		0.083

		Fatal and Injury (FI)				-3.96		0.23		0.50				0.015				(4)FI/((4)FI+(4)PDO)				0.015		0.93		1.00		0.014

																		0.173

		Property Damage Only (PDO)				-6.51		0.64		0.87				0.070				(5)TOTAL-(5)FI				0.073		0.93		1.00		0.068

																		0.827

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.014				1.000				0.068				0.083

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.026				0.000				0.066				0.005				0.005

		Collision with fixed object						0.723				0.010				0.759				0.052				0.062

		Collision with other object						0.010				0.000				0.013				0.001				0.001

		Other single-vehicle collision						0.241				0.003				0.162				0.011				0.015

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						1				0.158				1.000				0.239						--

		Minor commercial						0				0.050				1.000				0.000

		Major industrial/institutional						0				0.172				1.000				0.000

		Minor industrial/institutional						0				0.023				1.000				0.000

		Major residential						0				0.083				1.000				0.000

		Minor residential						0				0.016				1.000				0.000

		Other						0				0.025				1.000				0.000

		Total						--				--				--				0.239						0.81

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						0.239				1.000				0.239		0.93				1.00				0.223

		Fatal and injury (FI)						--				0.323				0.077		0.93				1.00				0.072

		Property damage only (PDO)						--				0.677				0.162		0.93				1.00				0.151

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				0.365				0.083				0.223				0.670				0.005		1.00		0.003

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.003

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				0.365				0.083				0.223				0.670				0.004		1.00		0.003

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.003

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.077						0.202						0.279

		Head-on collisions (from Worksheet 1D)										0.007						0.001						0.008

		Angle collisions (from Worksheet 1D)										0.009						0.020						0.029

		Sideswipe, same direction (from Worksheet 1D)										0.002						0.008						0.010

		Sideswipe, opposite direction (from Worksheet 1D)										0.008						0.014						0.022

		Driveway-related collisions (from Worksheet 1H)										0.072						0.151						0.223

		Other multiple-vehicle collision (from Worksheet 1D)										0.003						0.014						0.017

		Subtotal										0.177						0.410						0.587

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.000						0.005						0.005

		Collision with fixed object (from Worksheet 1F)										0.010						0.052						0.062

		Collision with other object (from Worksheet 1F)										0.000						0.001						0.001

		Other single-vehicle collision (from Worksheet 1F)										0.003						0.011						0.015

		Collision with pedestrian (from Worksheet 1I)										0.003						0.000						0.003

		Collision with bicycle (from Worksheet 1J)										0.003						0.000						0.003

		Subtotal										0.020						0.068						0.089

		Total										0.198						0.478						0.676

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						0.7						0.08						8.8

				Fatal and injury (FI)						0.2						0.08						2.6

				Property damage only (PDO)						0.5						0.08						6.2
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Segment 32

		

		Worksheet 1A -- General Information and Input Data for Urban and Suburban Roadway Segments

		General Information														Location Information																								Calculations for CMF for Roadside Fixed Objects										Nighttime crash Proportion for CMF for Lighting

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Roadway Section						Sta. 107+58.000 to Sta. 121+32.967																		foffset				0.044

		Date Performed								06/19/18						Jurisdiction						NJDOT																												pinr:		0.424

																Analysis Year						2026

		Input Data														Base Conditions				Site Conditions																				Calculated CMF2r				0.98						ppnr:		0.576

		Roadway type (2U, 3T, 4U, 4D, ST)														--				2U												Two-lane undivided arterials

		Length of segment, L (mi)														--				0.2604																				Adjusted CMF2r				1.00						pnr:		0.316

		AADT (veh/day)								AADTMAX =		32,600		(veh/day)		--				22,689										AADT OK

		Type of on-street parking (none/parallel/angle)														None				None

		Proportion of curb length with on-street parking														--

		Median width (ft) - for divided only														15				Not Present

		Lighting (present / not present)														Not Present				Present

		Auto speed enforcement (present / not present)														Not Present				Not Present

		Major commercial driveways (number)														--				8

		Minor commercial driveways (number)														--				6

		Major industrial / institutional driveways (number)														--				0

		Minor industrial / institutional driveways (number)														--				0

		Major residential driveways (number)														--				0

		Minor residential driveways (number)														--				0

		Other driveways (number)														--				0

		Speed Category														--				Posted Speed Greater than 30 mph

		Roadside fixed object density (fixed objects / mi)														0				15

		Offset to roadside fixed objects (ft) [If greater than 30 or Not Present, input 30]														30				30

		Calibration Factor, Cr														1.00				1.00

		Worksheet 1B -- Crash Modification Factors for Urban and Suburban Roadway Segments

		(1)				(2)						(3)				(4)				(5)						(6)

		CMF for On-Street Parking				CMF for Roadside Fixed Objects						CMF for Median Width				CMF for Lighting				CMF for Automated Speed Enforcement						Combined CMF

		CMF 1r				CMF 2r						CMF 3r				CMF 4r				CMF 5r						CMF comb

		from Equation 12-32				from Equation 12-33						from Table 12-22				from Equation 12-34				from Section 12.7.1						(1)*(2)*(3)*(4)*(5)

		1.00				1.00						1.00				0.93				1.00						0.93

		Worksheet 1C -- Multiple-Vehicle Nondriveway Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrmv				Proportion of Total Crashes				Adjusted Nbrmv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrmv

						from Table 12-3				from Table 12-3				from Equation 12-10								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-15.22		1.68		0.84				1.329				1.000				1.329		0.93		1.00		1.238

		Fatal and Injury (FI)				-16.22		1.66		0.65				0.400				(4)FI/((4)FI+(4)PDO)				0.384		0.93		1.00		0.358

																		0.289

		Property Damage Only (PDO)				-15.62		1.69		0.87				0.985				(5)TOTAL-(5)FI				0.945		0.93		1.00		0.880

																		0.711

		Worksheet 1D -- Multiple-Vehicle Nondriveway Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brmv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brmv (PDO) (crashes/year)				Predicted N brmv (TOTAL) (crashes/year)

								from Table 12-4				(9)FI from Worksheet 1C				from Table 12-4				(9)PDO from Worksheet 1C				(9)TOTAL from Worksheet 1C

		Total						1.000				0.358				1.000				0.880				1.238

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.730				0.261				0.778				0.685				0.946

		Head-on collision						0.068				0.024				0.004				0.004				0.028

		Angle collision						0.085				0.030				0.079				0.070				0.100

		Sideswipe, same direction						0.015				0.005				0.031				0.027				0.033

		Sideswipe, opposite direction						0.073				0.026				0.055				0.048				0.075

		Other multiple-vehicle collision						0.029				0.010				0.053				0.047				0.057

		Worksheet 1E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients				Overdispersion Parameter, k				Initial Nbrsv				Proportion of Total Crashes				Adjusted Nbrsv		Combined CMFs		Calibration Factor, Cr		Predicted Nbrsv

						from Table 12-5				from Table 12-5				from Equation 12-13								(4)TOTAL*(5)		(6) from Worksheet 1B				(6)*(7)*(8)

						a		b

		Total				-5.47		0.56		0.81				0.302				1.000				0.302		0.93		1.00		0.281

		Fatal and Injury (FI)				-3.96		0.23		0.50				0.050				(4)FI/((4)FI+(4)PDO)				0.052		0.93		1.00		0.049

																		0.173

		Property Damage Only (PDO)				-6.51		0.64		0.87				0.238				(5)TOTAL-(5)FI				0.249		0.93		1.00		0.232

																		0.827

		Worksheet 1F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N brsv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N brsv (PDO) (crashes/year)				Predicted N brsv (TOTAL) (crashes/year)

								from Table 12-6				(9)FI from Worksheet 1E				from Table 12-6				(9)PDO from Worksheet 1E				(9)TOTAL from Worksheet 1E

		Total						1.000				0.049				1.000				0.232				0.281

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with animal						0.026				0.001				0.066				0.015				0.017

		Collision with fixed object						0.723				0.035				0.759				0.176				0.211

		Collision with other object						0.010				0.000				0.013				0.003				0.004

		Other single-vehicle collision						0.241				0.012				0.162				0.038				0.049

		Worksheet 1G -- Multiple-Vehicle Driveway-Related Collisions by Driveway Type for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)				(5)						(6)

		Driveway Type						Number of driveways,   nj				Crashes per driveway per year, Nj				Coefficient for traffic adjustment, t				Initial Nbrdwy						Overdispersion parameter, k

												from Table 12-7				from Table 12-7				Equation 12-16						from Table 12-7

																				nj * Nj * (AADT/15,000)t

		Major commercial						8				0.158				1.000				1.912						--

		Minor commercial						6				0.050				1.000				0.454

		Major industrial/institutional						0				0.172				1.000				0.000

		Minor industrial/institutional						0				0.023				1.000				0.000

		Major residential						0				0.083				1.000				0.000

		Minor residential						0				0.016				1.000				0.000

		Other						0				0.025				1.000				0.000

		Total						--				--				--				2.366						0.81

		Worksheet 1H -- Multiple-Vehicle Driveway-Related Collisions by Severity Level for Urban and Suburban Roadway Segments

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Initial Nbrdwy				Proportion of total crashes (fdwy)				Adjusted Nbrdwy		Combined CMFs				Calibration factor, Cr				Predicted Nbrdwy

								(5)TOTAL from Worksheet 1G				from Table 12-7				(2)TOTAL * (3)		(6) from Worksheet 1B								(4)*(5)*(6)

		Total						2.366				1.000				2.366		0.93				1.00				2.204

		Fatal and injury (FI)						--				0.323				0.764		0.93				1.00				0.712

		Property damage only (PDO)						--				0.677				1.602		0.93				1.00				1.492

		Worksheet 1I -- Vehicle-Pedestrian Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fpedr		Calibration factor, Cr		Predicted Npedr

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-8				(5)*(6)*(7)

		Total				1.238				0.281				2.204				3.722				0.005		1.00		0.019

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.019

		Worksheet 1J -- Vehicle-Bicycle Collisions for Urban and Suburban Roadway Segments

		(1)				(2)				(3)				(4)				(5)				(6)		(7)		(8)

		Crash Severity Level				Predicted Nbrmv				Predicted Nbrsv				Predicted Nbrdwy				Predicted Nbr				fbiker		Calibration factor, Cr		Predicted Nbiker

						(9) from Worksheet 1C				(9) from Worksheet 1E				(7) from Worksheet 1H				(2)+(3)+(4)				from Table 12-9				(5)*(6)*(7)

		Total				1.238				0.281				2.204				3.722				0.004		1.00		0.015

		Fatal and injury (FI)				--				--				--				--				--		1.00		0.015

		Worksheet 1K -- Crash Severity Distribution for Urban and Suburban Roadway Segments

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 1D and 1F;						(5) from Worksheet 1D and 1F; and						(6) from Worksheet 1D and 1F;

												(7) from Worksheet 1H; and						(7) from Worksheet 1H						(7) from Worksheet 1H; and

												(8) from Worksheet 1I and 1J												(8) from Worksheet 1I and 1J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 1D)										0.261						0.685						0.946

		Head-on collisions (from Worksheet 1D)										0.024						0.004						0.028

		Angle collisions (from Worksheet 1D)										0.030						0.070						0.100

		Sideswipe, same direction (from Worksheet 1D)										0.005						0.027						0.033

		Sideswipe, opposite direction (from Worksheet 1D)										0.026						0.048						0.075

		Driveway-related collisions (from Worksheet 1H)										0.712						1.492						2.204

		Other multiple-vehicle collision (from Worksheet 1D)										0.010						0.047						0.057

		Subtotal										1.069						2.372						3.442

		SINGLE-VEHICLE

		Collision with animal (from Worksheet 1F)										0.001						0.015						0.017

		Collision with fixed object (from Worksheet 1F)										0.035						0.176						0.211

		Collision with other object (from Worksheet 1F)										0.000						0.003						0.004

		Other single-vehicle collision (from Worksheet 1F)										0.012						0.038						0.049

		Collision with pedestrian (from Worksheet 1I)										0.019						0.000						0.019

		Collision with bicycle (from Worksheet 1J)										0.015						0.000						0.015

		Subtotal										0.082						0.232						0.314

		Total										1.152						2.604						3.756

				Worksheet 1L -- Summary Results for Urban and Suburban Roadway Segments

				(1)						(2)						(3)						(4)

				Crash Severity Level						Predicted average crash frequency, N predicted rs (crashes/year)						Roadway segment length, L (mi)						Crash rate (crashes/mi/year)

										(Total) from Worksheet 1K												(2) / (3)

				Total						3.8						0.26						14.4

				Fatal and injury (FI)						1.2						0.26						4.4

				Property damage only (PDO)						2.6						0.26						10.0
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Segment Tables

		Tables Affiliated with SPF Computation:																																												Tables Affiliated with Crash Modification Factors:

		Table 12-3: SPF Coefficients for Multiple-Vehicle Nondriveway Collisions on Roadway Segments												Table 12-5: SPF Coefficients for Single-Vehicle Collisions on Roadway Segments														Table 12-7: SPF Coefficients for Multiple-Vehicle Driveway Related Collisions																		Table 12-19: Values of fpk Used in Determing the CMF for On-Street Parking

		Road type		Coefficients use in Eqn. 12-10				Overdispersion    parameter     (k)						Road type		Coefficients use in Eqn. 12-11				Overdispersion    parameter     (k)								Driveway type (j)				Coefficients for specific roadway types														Road Type		Type of Parking and Land Use

				Intercept		AADT										Intercept		AADT														2U		3T		4U		4D		5T								Parallel Parking				Angle Parking

				(a)		(b)										(a)		(b)										Number of driveway-related collisions per driveway per year (Nj)																				Residential/  Other		Commercial or Industrial/ Institutional		Residential/  Other		Commercial or Industrial/ Institutional

		Total crashes												Total crashes														Major commercial				0.158		0.102		0.182		0.033		0.165

		2U		-15.22		1.68		0.84						2U		-5.47		0.56		0.81								Minor commercial				0.050		0.032		0.058		0.011		0.053

		3T		-12.40		1.41		0.66						3T		-5.74		0.54		1.37								Major industrial / industrial				0.172		0.110		0.198		0.036		0.181						2U		1.465		2.074		3.428		4.853

		4U		-11.63		1.33		1.01						4U		-7.99		0.81		0.91								Minor industrial / institutional				0.023		0.015		0.026		0.005		0.024						3T		1.465		2.074		3.428		4.853

		4D		-12.34		1.36		1.32						4D		-5.05		0.47		0.86								Major residential				0.083		0.053		0.096		0.018		0.087						4U		1.100		1.709		2.574		3.999

		5T		-9.70		1.17		0.81						5T		-4.82		0.54		0.52								Minor residential				0.016		0.010		0.018		0.003		0.016						4D		1.100		1.709		2.574		3.999

		Fatal-and-injury crashes												Fatal-and-injury crashes														Other				0.025		0.016		0.029		0.005		0.027						5T		1.100		1.709		2.574		3.999

		2U		-16.22		1.66		0.65						2U		-3.96		0.23		0.50								Regression coefficient for AADT (t)

		3T		-16.45		1.69		0.59						3T		-6.37		0.47		1.06								All driveways				1.000		1.000		1.172		1.106		1.172

		4U		-12.08		1.25		0.99						4U		-7.37		0.61		0.54								Overdispersion parameter (k)

		4D		-12.76		1.28		1.31						4D		-8.71		0.66		0.28								All driveways				0.81		1.10		0.81		1.39		0.10

		5T		-10.47		1.12		0.62						5T		-4.43		0.35		0.36								Proportion of fatal-and-injury crashes (fdwy)																		Table 12-20: Fixed-Object Offset Factor

		Property-damage-only crashes												Property-damage-only crashes														All driveways				0.323		0.243		0.342		0.284		0.269

		2U		-15.62		1.69		0.87						2U		-6.51		0.64		0.87								Proportion of property-damage-only crashes																		Offset to fixed objects				Fixed-Object Offset Factor

		3T		-11.95		1.33		0.59						3T		-6.29		0.56		1.93								All driveways				0.677		0.757		0.658		0.716		0.731						(Ofo) (ft)				(foffset)

		4U		-12.53		1.38		1.08						4U		-8.50		0.84		0.97								Note: Includes only unsignalized driveways; signalized driveways are analyzed as signalized intersections. Majjor driveways serve 50 or more parking spaces; minor driveways serve less thanh 50 parking spaces.																		2				0.232

		4D		-12.81		1.38		1.34						4D		-5.04		0.45		1.06																										5				0.133

		5T		-9.97		1.17		0.88						5T		-5.83		0.61		0.55																										10				0.087

																																														15				0.068

		Tables Affiliated with Crash Statistics:																																												20				0.057

																																														25				0.049

		Table 12-4: Distribution of Multiple-Vehicle Nondriveway Collisions for Roadway Segments by Manner of Collision Type																																												≥ 30				0.044

																																														Note:  Values from 2 to 30 can be estimated using the following equation:

		Locally-Derived Values?		No		Proportion of crashes by severity level for specific road types

						HSM-Provided Values																																								y=0.3566 x-0.614

		Collision type				2U				3T				4U				4D				5T

						FI		PDO		FI		PDO		FI		PDO		FI		PDO		FI		PDO

		Rear-end collision				0.730		0.778		0.845		0.842		0.511		0.506		0.832		0.662		0.846		0.651

		Head-on collision				0.068		0.004		0.034		0.020		0.077		0.004		0.020		0.007		0.021		0.004

		Angle collision				0.085		0.079		0.069		0.020		0.181		0.130		0.040		0.036		0.050		0.059																						Table 12-22: CMFs for Median Widths on Divided Roadway Segments without a Median Barrier (CMF3r)

		Sideswipe, same direction				0.015		0.031		0.001		0.078		0.093		0.249		0.050		0.223		0.061		0.248

		Sideswipe, opposite direction				0.073		0.055		0.017		0.020		0.082		0.031		0.010		0.001		0.004		0.009

		Other multiple-vehicle collision				0.029		0.053		0.034		0.020		0.056		0.080		0.048		0.071		0.018		0.029

		Source: HSIS data for Washington (2002-2006)																																												Median Width (ft)				CMF

		Collision type				Locally-Derived Values																																								10				1.01

						2U				3T				4U				4D				5T																								15				1.00

						FI		PDO		FI		PDO		FI		PDO		FI		PDO		FI		PDO																						20				0.99

		Rear-end collision				0.500		0.100						0.750																																30				0.98

		Head-on collision				0.510		0.110						0.650																																40				0.97

		Angle collision				0.520		0.120						0.550																																50				0.96

		Sideswipe, same direction				0.530		0.130						0.450																																60				0.95

		Sideswipe, opposite direction				0.540		0.140						0.350																																70				0.94

		Other multiple-vehicle collision				0.550		0.150						0.250																																80				0.93

		Note:  HSM-Provided values based on HSIS data for Washington (2002-2006)																																												90				0.93

																																														100				0.92

		Table 12-6: Distribution of Single-Vehicle Collisions for Roadway Segments by Collision Type

		Locally-Derived Values?		No		Proportion of crashes by severity level for specific road types

						HSM-Provided Values

		Collision type				2U				3T				4U				4D				5T

						FI		PDO		FI		PDO		FI		PDO		FI		PDO		FI		PDO

		Collision with animal				0.026		0.066		0.001		0.001		0.001		0.001		0.001		0.063		0.016		0.049

		Collision with fixed object				0.723		0.759		0.688		0.963		0.612		0.809		0.500		0.813		0.398		0.768

		Collision with other object				0.010		0.013		0.001		0.001		0.020		0.029		0.028		0.016		0.005		0.061

		Other single-vehicle collision				0.241		0.162		0.310		0.035		0.367		0.161		0.471		0.108		0.581		0.122

		Source: HSIS data for Washington (2002-2006)

		Collision type				Locally-Derived Values

						2U				3T				4U				4D				5T

						FI		PDO		FI		PDO		FI		PDO		FI		PDO		FI		PDO

		Collision with animal				0.520		0.120						0.550

		Collision with fixed object				0.530		0.130						0.450

		Collision with other object				0.540		0.140						0.350

		Other single-vehicle collision				0.550		0.150						0.250

		Table 12-8: Pedestrian Crash Adjustment Factor for Roadway Segments

		Locally-Derived Values?		No		Pedestrian Crash Adjustment Factor (fpedr)

						HSM-Provided Values								Locally-Derived Values

		Road type				Posted Speed 30 mph or Lower				Posted Speed Greater than 30 mph				Posted Speed 30 mph or Lower				Posted Speed Greater than 30 mph

		2U				0.036				0.005				0.041				0.061

		3T				0.041				0.013				0.042				0.062

		4U				0.022				0.009				0.043				0.063

		4D				0.067				0.019				0.044				0.064

		5T				0.030				0.023				0.045				0.065

		Note:  These factors apply to the methodology for predicting total crashes (all seerity levels combined). All pedestrian collisions resulting from this adjustment factor are treated as fatal-and-injury crashes and none as property-damage-only crashes.  Source:  HSIS data for Washington (2002-2006)

		Table 12-9: Bicycle Crash Adjustment Factor for Roadway Segments

		Locally-Derived Values?		No		Bicycle Crash Adjustment Factor (fbiker)

						HSM-Provided Values								Locally-Derived Values

		Road type				Posted Speed 30 mph or Lower				Posted Speed Greater than 30 mph				Posted Speed 30 mph or Lower				Posted Speed Greater than 30 mph

		2U				0.018				0.004				0.021				0.031

		3T				0.027				0.007				0.022				0.032

		4U				0.011				0.002				0.023				0.033

		4D				0.013				0.005				0.024				0.034

		5T				0.050				0.012				0.025				0.035

		Note:  These factors apply to the methodology for predicting total crashes (all seerity levels combined). All bicycle collisions resulting from this adjustment factor are treated as fatal-and-injury crashes and none as property-damage-only crashes.  Source:  HSIS data for Washington (2002-2006)

		Table 12-21: Proportion of Fixed-Object Collisions

		Road Type						HSM-Provided Values				Locally-Derived Values

								Proportion of Fixed-Object Collisions (pfo)				Proportion of Fixed-Object Collisions (pfo)

		Locally-Derived Values?				No

		2U						0.059				0.050

		3T						0.034				0.060

		4U						0.037				0.070

		4D						0.036				0.080

		5T						0.016				0.080

		Table 12-23: Nighttime Crash Proportions for Unlighted Roadway Segments

		Road Type						HSM-Provided Values										Locally-Derived Values

								Proportion of Total Nighttime Crashes by Severity Level						Proportion of Crashes that Occur at Night				Proportion of Total Nighttime Crashes by Severity Level						Proportion of Crashes that Occur at Night

		Locally-Derived Values?				No

								Fatal and Injury (pinr)				PDO (ppnr)		(pnr)				Fatal and Injury (pinr)				PDO (ppnr)		(pnr)

		2U						0.424				0.576		0.316				0.100				0.150		0.900

		3T						0.429				0.571		0.304				0.200				0.250		0.800

		4U						0.517				0.483		0.365				0.300				0.350		0.700

		4D						0.364				0.636		0.410				0.400				0.450		0.600

		5T						0.432				0.568		0.274				0.500				0.550		0.500





Intersection 1 - Pequannock St

		

		Worksheet 2A -- General Information and Input Data for Urban and Suburban Arterial Intersections

		General Information														Location Information																						Calculations for CMF2i

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Intersection						Pequannock Street																Leg #1 CMF:		0.99

		Date Performed								02/01/18						Jurisdiction						NJDOT																Leg #2 CMF:		1.00

																Analysis Year						2026																Leg #3 CMF:		1.00

		Input Data														Base Conditions				Site Conditions																		Leg #4 CMF:		1.00

		Intersection type (3ST, 3SG, 4ST, 4SG)														--				4SG												Signalized four-leg intersections						Composite Value:		0.99

		AADT major (veh/day)								AADTMAX =		67,700		(veh/day)		--				22,689										AADT OK

		AADT minor (veh/day)								AADTMAX =		33,400		(veh/day)		--				7,652										AADT OK

		Intersection lighting (present/not present)														Not Present				Present

		Calibration factor, Ci														1.00				1.00																		Calculations for CMF6i

		Data for unsignalized intersections only:														--				--

		Number of major-road approaches with left-turn lanes (0,1,2)														0				0																		pramv(FI) :		0.347		premv(FI) :		0.450

		Number of major-road approaches with right-turn lanes (0,1,2)														0				0																		pramv(PDO) :		0.244		premv(PDO) :		0.483

		Data for signalized intersections only:														--				--																		Nbimv(FI) :		2.012		Nbimv(FI) :		2.012

		Number of approaches with left-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				3																		Nbimv(PDO) :		4.028		Nbimv(PDO) :		4.028

		Number of approaches with right-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				0																		Nbisv :		0.377		Nbisv :		0.377

		Number of approaches with left-turn signal phasing [for 3SG, use maximum value of 3]														--				1																		pra :		0.262		pre :		0.444

		Type of left-turn signal phasing for Leg #1														Permissive				Protected / Permissive

		Type of left-turn signal phasing for Leg #2														--				Permissive																		CMF6i :		1.01

		Type of left-turn signal phasing for Leg #3														--				Permissive

		Type of left-turn signal phasing for Leg #4 (if applicable)														--				Permissive

		Number of approaches with right-turn-on-red prohibited [for 3SG, use maximum value of 3]														0				0

		Intersection red light cameras (present/not present)														Not Present				Not Present

		Sum of all pedestrian crossing volumes  (PedVol) -- Signalized intersections only																		473

		Maximum number of lanes crossed by a pedestrian (nlanesx)														--				3

		Number of bus stops within 300 m (1,000 ft) of the intersection														0				0

		Schools within 300 m (1,000 ft) of the intersection (present/not present)														Not Present				Not Present

		Number of alcohol sales establishments within 300 m (1,000 ft) of the intersection														0				1

		Worksheet 2B -- Crash Modification Factors for Urban and Suburban Arterial Intersections

		(1)				(2)				(3)				(4)				(5)				(6)				(7)

		CMF for Left-Turn Lanes				CMF for Left-Turn Signal Phasing				CMF for Right-Turn Lanes				CMF for Right Turn on Red				CMF for Lighting				CMF for Red Light Cameras				Combined CMF

		CMF 1i				CMF 2i				CMF 3i				CMF 4i				CMF 5i				CMF 6i				CMF COMB

		from Table 12-24				from Table 12-25				from Table 12-26				from Equation 12-35				from Equation 12-36				from Equation 12-37				(1)*(2)*(3)*(4)*(5)*(6)

		0.73				0.99				1.00				1.00				0.91				1.00				0.66

		Worksheet 2C -- Multiple-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbimv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbimv

						from Table 12-10						from Table 12-10				from Equation 12-21						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-10.99		1.07		0.23		0.39				6.041		1.000				6.041		0.66		1.00		3.976

		Fatal and Injury (FI)				-13.14		1.18		0.22		0.33				1.939		(4)FI/((4)FI+(4)PDO)				2.012		0.66		1.00		1.324

																		0.333

		Property Damage Only (PDO)				-11.02		1.02		0.24		0.44				3.883		(5)TOTAL-(5)FI				4.028		0.66		1.00		2.651

																		0.667

		Worksheet 2D -- Multiple-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bimv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bimv (PDO) (crashes/year)				Predicted N bimv (TOTAL) (crashes/year)

								from Table 12-11				(9)FI from Worksheet 2C				from Table 12-11				(9)PDO from Worksheet 2C				(9)PDO from Worksheet 2C

		Total						1.000				1.324				1.000				2.651				3.976

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.450				0.596				0.483				1.281				1.877

		Head-on collision						0.049				0.065				0.030				0.080				0.144

		Angle collision						0.347				0.460				0.244				0.647				1.107

		Sideswipe						0.099				0.131				0.032				0.085				0.216

		Other multiple-vehicle collision						0.055				0.073				0.211				0.559				0.632

		Worksheet 2E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbisv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbisv

						from Table 12-12						from Table 12-12				from Eqn. 12-24; (FI) from Eqn. 12-24 or 12-27						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-10.21		0.68		0.27		0.36				0.377		1.000				0.377		0.66		1.00		0.248

		Fatal and Injury (FI)				-9.25		0.43		0.29		0.09				0.096		(4)FI/((4)FI+(4)PDO)				0.097		0.66		1.00		0.064

																		0.257

		Property Damage Only (PDO)				-11.34		0.78		0.25		0.44				0.278		(5)TOTAL-(5)FI				0.280		0.66		1.00		0.184

																		0.743

		Worksheet 2F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bisv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bisv (PDO) (crashes/year)				Predicted N bisv (TOTAL) (crashes/year)

								from Table 12-13				(9)FI from Worksheet 2E				from Table 12-13				(9)PDO from Worksheet 2E				(9)PDO from Worksheet 2E

		Total						1.000				0.064				1.000				0.184				0.248

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with parked vehicle						0.001				0.000				0.001				0.000				0.000

		Collision with animal						0.002				0.000				0.002				0.000				0.000

		Collision with fixed object						0.744				0.047				0.870				0.160				0.208

		Collision with other object						0.072				0.005				0.070				0.013				0.017

		Other single-vehicle collision						0.040				0.003				0.023				0.004				0.007

		Single-vehicle noncollision						0.141				0.009				0.034				0.006				0.015

		Worksheet 2G -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Stop-Controlled Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fpedi				Calibration factor, Ci				Predicted Npedi

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-16								(4)*(5)*(6)

		Total						--				--				--		--				1.00				--

		Fatal and injury (FI)						--				--				--		--				1.00				--

				Worksheet 2H -- Crash Modification Factors for Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

				(1)						(2)						(3)						(4)

				CMF for Bus Stops						CMF for Schools						CMF for Alcohol Sales Establishments						Combined CMF

				CMF1p						CMF2p						CMF3p

				from Table 12-28						from Table 12-29						from Table 12-30						(1)*(2)*(3)

				1.00						1.00						1.12						1.12

		Worksheet 2I -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

		(1)				(2)										(3)		(4)				(5)				(6)		(7)

		Crash Severity Level				SPF Coefficients										Overdispersion Parameter, k		Npedbase				Combined CMF				Calibration factor, Ci		Predicted Npedi

						from Table 12-14												from Equation 12-29				(4) from Worksheet 2H						(4)*(5)*(6)

						a		b		c		d		e

		Total				-9.53		0.40		0.26		0.45		0.04		0.24		0.061				1.12				1.00		0.069

		Fatal and Injury (FI)				--		--		--		--		--		--		--				--				1.00		0.069

		Worksheet 2J -- Vehicle-Bicycle Collisions for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fbikei				Calibration factor, Ci				Predicted Nbikei

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-17								(4)*(5)*(6)

		Total						3.976				0.248				4.224		0.015				1.00				0.063

		Fatal and injury (FI)						--				--				--		--				1.00				0.063

		Worksheet 2K -- Crash Severity Distribution for Urban and Suburban Arterial Intersections

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 2D and 2F;						(5) from Worksheet 2D and 2F						(6) from Worksheet 2D and 2F;

												(7) from 2G or 2I and 2J												(7) from 2G or 2I and 2J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 2D)										0.596						1.281						1.877

		Head-on collisions (from Worksheet 2D)										0.065						0.080						0.144

		Angle collisions (from Worksheet 2D)										0.460						0.647						1.107

		Sideswipe (from Worksheet 2D)										0.131						0.085						0.216

		Other multiple-vehicle collision (from Worksheet 2D)										0.073						0.559						0.632

		Subtotal										1.324						2.651						3.976

		SINGLE-VEHICLE

		Collision with parked vehicle (from Worksheet 2F)										0.000						0.000						0.000

		Collision with animal (from Worksheet 2F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 2F)										0.047						0.160						0.208

		Collision with other object (from Worksheet 2F)										0.005						0.013						0.017

		Other single-vehicle collision (from Worksheet 2F)										0.003						0.004						0.007

		Single-vehicle noncollision (from Worksheet 2F)										0.009						0.006						0.015

		Collision with pedestrian (from Worksheet 2G or 2I)										0.069						0.000						0.069

		Collision with bicycle (from Worksheet 2J)										0.063						0.000						0.063

		Subtotal										0.196						0.184						0.380

		Total										1.520						2.836						4.356

										Worksheet 2L -- Summary Results for Urban and Suburban Arterial Intersections

										(1)						(2)

										Crash severity level						Predicted average crash frequency, Npredicted int (crashes/year)

																(Total) from Worksheet 2K

										Total						4.4

										Fatal and injury (FI)						1.5

										Property damage only (PDO)						2.8
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Intersection 2 - N. Sussex St

		

		Worksheet 2A -- General Information and Input Data for Urban and Suburban Arterial Intersections

		General Information														Location Information																						Calculations for CMF2i

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Intersection						North Sussex Street																Leg #1 CMF:		1.00

		Date Performed								02/01/18						Jurisdiction						NJDOT																Leg #2 CMF:		1.00

																Analysis Year						2026																Leg #3 CMF:		1.00

		Input Data														Base Conditions				Site Conditions																		Leg #4 CMF:		1.00

		Intersection type (3ST, 3SG, 4ST, 4SG)														--				4SG												Signalized four-leg intersections						Composite Value:		1.00

		AADT major (veh/day)								AADTMAX =		67,700		(veh/day)		--				22,689										AADT OK

		AADT minor (veh/day)								AADTMAX =		33,400		(veh/day)		--				4,254										AADT OK

		Intersection lighting (present/not present)														Not Present				Present

		Calibration factor, Ci														1.00				1.00																		Calculations for CMF6i

		Data for unsignalized intersections only:														--				--

		Number of major-road approaches with left-turn lanes (0,1,2)														0				0																		pramv(FI) :		0.347		premv(FI) :		0.450

		Number of major-road approaches with right-turn lanes (0,1,2)														0				0																		pramv(PDO) :		0.244		premv(PDO) :		0.483

		Data for signalized intersections only:														--				--																		Nbimv(FI) :		1.772		Nbimv(FI) :		1.772

		Number of approaches with left-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				4																		Nbimv(PDO) :		3.506		Nbimv(PDO) :		3.506

		Number of approaches with right-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				0																		Nbisv :		0.322		Nbisv :		0.322

		Number of approaches with left-turn signal phasing [for 3SG, use maximum value of 3]														--				0																		pra :		0.263		pre :		0.445

		Type of left-turn signal phasing for Leg #1														Permissive				Permissive

		Type of left-turn signal phasing for Leg #2														--				Permissive																		CMF6i :		1.01

		Type of left-turn signal phasing for Leg #3														--				Permissive

		Type of left-turn signal phasing for Leg #4 (if applicable)														--				Permissive

		Number of approaches with right-turn-on-red prohibited [for 3SG, use maximum value of 3]														0				0

		Intersection red light cameras (present/not present)														Not Present				Not Present

		Sum of all pedestrian crossing volumes  (PedVol) -- Signalized intersections only																		600

		Maximum number of lanes crossed by a pedestrian (nlanesx)														--				3

		Number of bus stops within 300 m (1,000 ft) of the intersection														0				0

		Schools within 300 m (1,000 ft) of the intersection (present/not present)														Not Present				Not Present

		Number of alcohol sales establishments within 300 m (1,000 ft) of the intersection														0				2

		Worksheet 2B -- Crash Modification Factors for Urban and Suburban Arterial Intersections

		(1)				(2)				(3)				(4)				(5)				(6)				(7)

		CMF for Left-Turn Lanes				CMF for Left-Turn Signal Phasing				CMF for Right-Turn Lanes				CMF for Right Turn on Red				CMF for Lighting				CMF for Red Light Cameras				Combined CMF

		CMF 1i				CMF 2i				CMF 3i				CMF 4i				CMF 5i				CMF 6i				CMF COMB

		from Table 12-24				from Table 12-25				from Table 12-26				from Equation 12-35				from Equation 12-36				from Equation 12-37				(1)*(2)*(3)*(4)*(5)*(6)

		0.66				1.00				1.00				1.00				0.91				1.00				0.60

		Worksheet 2C -- Multiple-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbimv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbimv

						from Table 12-10						from Table 12-10				from Equation 12-21						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-10.99		1.07		0.23		0.39				5.278		1.000				5.278		0.60		1.00		3.172

		Fatal and Injury (FI)				-13.14		1.18		0.22		0.33				1.704		(4)FI/((4)FI+(4)PDO)				1.772		0.60		1.00		1.065

																		0.336

		Property Damage Only (PDO)				-11.02		1.02		0.24		0.44				3.372		(5)TOTAL-(5)FI				3.506		0.60		1.00		2.107

																		0.664

		Worksheet 2D -- Multiple-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bimv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bimv (PDO) (crashes/year)				Predicted N bimv (TOTAL) (crashes/year)

								from Table 12-11				(9)FI from Worksheet 2C				from Table 12-11				(9)PDO from Worksheet 2C				(9)PDO from Worksheet 2C

		Total						1.000				1.065				1.000				2.107				3.172

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.450				0.479				0.483				1.018				1.497

		Head-on collision						0.049				0.052				0.030				0.063				0.115

		Angle collision						0.347				0.370				0.244				0.514				0.884

		Sideswipe						0.099				0.105				0.032				0.067				0.173

		Other multiple-vehicle collision						0.055				0.059				0.211				0.445				0.503

		Worksheet 2E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbisv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbisv

						from Table 12-12						from Table 12-12				from Eqn. 12-24; (FI) from Eqn. 12-24 or 12-27						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-10.21		0.68		0.27		0.36				0.322		1.000				0.322		0.60		1.00		0.193

		Fatal and Injury (FI)				-9.25		0.43		0.29		0.09				0.081		(4)FI/((4)FI+(4)PDO)				0.081		0.60		1.00		0.049

																		0.252

		Property Damage Only (PDO)				-11.34		0.78		0.25		0.44				0.240		(5)TOTAL-(5)FI				0.241		0.60		1.00		0.145

																		0.748

		Worksheet 2F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bisv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bisv (PDO) (crashes/year)				Predicted N bisv (TOTAL) (crashes/year)

								from Table 12-13				(9)FI from Worksheet 2E				from Table 12-13				(9)PDO from Worksheet 2E				(9)PDO from Worksheet 2E

		Total						1.000				0.049				1.000				0.145				0.193

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with parked vehicle						0.001				0.000				0.001				0.000				0.000

		Collision with animal						0.002				0.000				0.002				0.000				0.000

		Collision with fixed object						0.744				0.036				0.870				0.126				0.162

		Collision with other object						0.072				0.004				0.070				0.010				0.014

		Other single-vehicle collision						0.040				0.002				0.023				0.003				0.005

		Single-vehicle noncollision						0.141				0.007				0.034				0.005				0.012

		Worksheet 2G -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Stop-Controlled Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fpedi				Calibration factor, Ci				Predicted Npedi

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-16								(4)*(5)*(6)

		Total						--				--				--		--				1.00				--

		Fatal and injury (FI)						--				--				--		--				1.00				--

				Worksheet 2H -- Crash Modification Factors for Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

				(1)						(2)						(3)						(4)

				CMF for Bus Stops						CMF for Schools						CMF for Alcohol Sales Establishments						Combined CMF

				CMF1p						CMF2p						CMF3p

				from Table 12-28						from Table 12-29						from Table 12-30						(1)*(2)*(3)

				1.00						1.00						1.12						1.12

		Worksheet 2I -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

		(1)				(2)										(3)		(4)				(5)				(6)		(7)

		Crash Severity Level				SPF Coefficients										Overdispersion Parameter, k		Npedbase				Combined CMF				Calibration factor, Ci		Predicted Npedi

						from Table 12-14												from Equation 12-29				(4) from Worksheet 2H						(4)*(5)*(6)

						a		b		c		d		e

		Total				-9.53		0.40		0.26		0.45		0.04		0.24		0.056				1.12				1.00		0.062

		Fatal and Injury (FI)				--		--		--		--		--		--		--				--				1.00		0.062

		Worksheet 2J -- Vehicle-Bicycle Collisions for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fbikei				Calibration factor, Ci				Predicted Nbikei

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-17								(4)*(5)*(6)

		Total						3.172				0.193				3.366		0.015				1.00				0.050

		Fatal and injury (FI)						--				--				--		--				1.00				0.050

		Worksheet 2K -- Crash Severity Distribution for Urban and Suburban Arterial Intersections

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 2D and 2F;						(5) from Worksheet 2D and 2F						(6) from Worksheet 2D and 2F;

												(7) from 2G or 2I and 2J												(7) from 2G or 2I and 2J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 2D)										0.479						1.018						1.497

		Head-on collisions (from Worksheet 2D)										0.052						0.063						0.115

		Angle collisions (from Worksheet 2D)										0.370						0.514						0.884

		Sideswipe (from Worksheet 2D)										0.105						0.067						0.173

		Other multiple-vehicle collision (from Worksheet 2D)										0.059						0.445						0.503

		Subtotal										1.065						2.107						3.172

		SINGLE-VEHICLE

		Collision with parked vehicle (from Worksheet 2F)										0.000						0.000						0.000

		Collision with animal (from Worksheet 2F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 2F)										0.036						0.126						0.162

		Collision with other object (from Worksheet 2F)										0.004						0.010						0.014

		Other single-vehicle collision (from Worksheet 2F)										0.002						0.003						0.005

		Single-vehicle noncollision (from Worksheet 2F)										0.007						0.005						0.012

		Collision with pedestrian (from Worksheet 2G or 2I)										0.062						0.000						0.062

		Collision with bicycle (from Worksheet 2J)										0.050						0.000						0.050

		Subtotal										0.162						0.145						0.306

		Total										1.227						2.252						3.479

										Worksheet 2L -- Summary Results for Urban and Suburban Arterial Intersections

										(1)						(2)

										Crash severity level						Predicted average crash frequency, Npredicted int (crashes/year)

																(Total) from Worksheet 2K

										Total						3.5

										Fatal and injury (FI)						1.2

										Property damage only (PDO)						2.3



&CUrban and Suburban Arterial Predictive Method
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Intersection 3 - N. Morris St

		

		Worksheet 2A -- General Information and Input Data for Urban and Suburban Arterial Intersections

		General Information														Location Information																						Calculations for CMF2i

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Intersection						North Morris Street (CR 643)																Leg #1 CMF:		1.00

		Date Performed								02/01/18						Jurisdiction						NJDOT																Leg #2 CMF:		1.00

																Analysis Year						2026																Leg #3 CMF:		1.00

		Input Data														Base Conditions				Site Conditions																		Leg #4 CMF:		1.00

		Intersection type (3ST, 3SG, 4ST, 4SG)														--				3ST												Unsignalized three-leg intersection (stop control on minor-road approaches)						Composite Value:		1.00

		AADT major (veh/day)								AADTMAX =		45,700		(veh/day)		--				22,689										AADT OK

		AADT minor (veh/day)								AADTMAX =		9,300		(veh/day)		--				2,098										AADT OK

		Intersection lighting (present/not present)														Not Present				Present

		Calibration factor, Ci														1.00				1.00																		Calculations for CMF6i

		Data for unsignalized intersections only:														--				--

		Number of major-road approaches with left-turn lanes (0,1,2)														0				0																		pramv(FI) :		0.343		premv(FI) :		0.421

		Number of major-road approaches with right-turn lanes (0,1,2)														0				0																		pramv(PDO) :		0.262		premv(PDO) :		0.440

		Data for signalized intersections only:														--				--																		Nbimv(FI) :		0.858		Nbimv(FI) :		0.858

		Number of approaches with left-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				0																		Nbimv(PDO) :		1.623		Nbimv(PDO) :		1.623

		Number of approaches with right-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				0																		Nbisv :		0.271		Nbisv :		0.271

		Number of approaches with left-turn signal phasing [for 3SG, use maximum value of 3]														--				0																		pra :		0.261		pre :		0.391

		Type of left-turn signal phasing for Leg #1														Permissive				Not Applicable

		Type of left-turn signal phasing for Leg #2														--				Not Applicable																		CMF6i :		1.00

		Type of left-turn signal phasing for Leg #3														--				Not Applicable

		Type of left-turn signal phasing for Leg #4 (if applicable)														--				Not Applicable

		Number of approaches with right-turn-on-red prohibited [for 3SG, use maximum value of 3]														0				0

		Intersection red light cameras (present/not present)														Not Present				Not Present

		Sum of all pedestrian crossing volumes  (PedVol) -- Signalized intersections only																		0

		Maximum number of lanes crossed by a pedestrian (nlanesx)														--				0

		Number of bus stops within 300 m (1,000 ft) of the intersection														0				0

		Schools within 300 m (1,000 ft) of the intersection (present/not present)														Not Present				Not Present

		Number of alcohol sales establishments within 300 m (1,000 ft) of the intersection														0				1

		Worksheet 2B -- Crash Modification Factors for Urban and Suburban Arterial Intersections

		(1)				(2)				(3)				(4)				(5)				(6)				(7)

		CMF for Left-Turn Lanes				CMF for Left-Turn Signal Phasing				CMF for Right-Turn Lanes				CMF for Right Turn on Red				CMF for Lighting				CMF for Red Light Cameras				Combined CMF

		CMF 1i				CMF 2i				CMF 3i				CMF 4i				CMF 5i				CMF 6i				CMF COMB

		from Table 12-24				from Table 12-25				from Table 12-26				from Equation 12-35				from Equation 12-36				from Equation 12-37				(1)*(2)*(3)*(4)*(5)*(6)

		1.00				1.00				1.00				1.00				0.91				1.00				0.91

		Worksheet 2C -- Multiple-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbimv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbimv

						from Table 12-10						from Table 12-10				from Equation 12-21						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-13.36		1.11		0.41		0.80				2.482		1.000				2.482		0.91		1.00		2.257

		Fatal and Injury (FI)				-14.01		1.16		0.30		0.69				0.922		(4)FI/((4)FI+(4)PDO)				0.858		0.91		1.00		0.781

																		0.346

		Property Damage Only (PDO)				-15.38		1.20		0.51		0.77				1.744		(5)TOTAL-(5)FI				1.623		0.91		1.00		1.477

																		0.654

		Worksheet 2D -- Multiple-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bimv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bimv (PDO) (crashes/year)				Predicted N bimv (TOTAL) (crashes/year)

								from Table 12-11				(9)FI from Worksheet 2C				from Table 12-11				(9)PDO from Worksheet 2C				(9)PDO from Worksheet 2C

		Total						1.000				0.781				1.000				1.477				2.257

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.421				0.329				0.440				0.650				0.978

		Head-on collision						0.045				0.035				0.023				0.034				0.069

		Angle collision						0.343				0.268				0.262				0.387				0.655

		Sideswipe						0.126				0.098				0.040				0.059				0.157

		Other multiple-vehicle collision						0.065				0.051				0.235				0.347				0.398

		Worksheet 2E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbisv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbisv

						from Table 12-12						from Table 12-12				from Eqn. 12-24; (FI) from Eqn. 12-24 or 12-27						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-6.81		0.16		0.51		1.14				0.271		1.000				0.271		0.91		1.00		0.247

		Fatal and Injury (FI)				--		--		--		--				0.084		(4)FI/((4)FI+(4)PDO)				0.082		0.91		1.00		0.075

																		0.304

		Property Damage Only (PDO)				-8.36		0.25		0.55		1.29				0.193		(5)TOTAL-(5)FI				0.189		0.91		1.00		0.172

																		0.696

		Worksheet 2F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bisv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bisv (PDO) (crashes/year)				Predicted N bisv (TOTAL) (crashes/year)

								from Table 12-13				(9)FI from Worksheet 2E				from Table 12-13				(9)PDO from Worksheet 2E				(9)PDO from Worksheet 2E

		Total						1.000				0.075				1.000				0.172				0.247

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with parked vehicle						0.001				0.000				0.003				0.001				0.001

		Collision with animal						0.003				0.000				0.018				0.003				0.003

		Collision with fixed object						0.762				0.057				0.834				0.143				0.200

		Collision with other object						0.090				0.007				0.092				0.016				0.023

		Other single-vehicle collision						0.039				0.003				0.023				0.004				0.007

		Single-vehicle noncollision						0.105				0.008				0.030				0.005				0.013

		Worksheet 2G -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Stop-Controlled Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fpedi				Calibration factor, Ci				Predicted Npedi

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-16								(4)*(5)*(6)

		Total						2.257				0.247				2.504		0.021				1.00				0.053

		Fatal and injury (FI)						--				--				--		--				1.00				0.053

				Worksheet 2H -- Crash Modification Factors for Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

				(1)						(2)						(3)						(4)

				CMF for Bus Stops						CMF for Schools						CMF for Alcohol Sales Establishments						Combined CMF

				CMF1p						CMF2p						CMF3p

				from Table 12-28						from Table 12-29						from Table 12-30						(1)*(2)*(3)

				--						--						--						--

		Worksheet 2I -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

		(1)				(2)										(3)		(4)				(5)				(6)		(7)

		Crash Severity Level				SPF Coefficients										Overdispersion Parameter, k		Npedbase				Combined CMF				Calibration factor, Ci		Predicted Npedi

						from Table 12-14												from Equation 12-29				(4) from Worksheet 2H						(4)*(5)*(6)

						a		b		c		d		e

		Total				--		--		--		--		--		--		--				--				1.00		--

		Fatal and Injury (FI)				--		--		--		--		--		--		--				--				1.00		--

		Worksheet 2J -- Vehicle-Bicycle Collisions for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fbikei				Calibration factor, Ci				Predicted Nbikei

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-17								(4)*(5)*(6)

		Total						2.257				0.247				2.504		0.016				1.00				0.040

		Fatal and injury (FI)						--				--				--		--				1.00				0.040

		Worksheet 2K -- Crash Severity Distribution for Urban and Suburban Arterial Intersections

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 2D and 2F;						(5) from Worksheet 2D and 2F						(6) from Worksheet 2D and 2F;

												(7) from 2G or 2I and 2J												(7) from 2G or 2I and 2J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 2D)										0.329						0.650						0.978

		Head-on collisions (from Worksheet 2D)										0.035						0.034						0.069

		Angle collisions (from Worksheet 2D)										0.268						0.387						0.655

		Sideswipe (from Worksheet 2D)										0.098						0.059						0.157

		Other multiple-vehicle collision (from Worksheet 2D)										0.051						0.347						0.398

		Subtotal										0.781						1.477						2.257

		SINGLE-VEHICLE

		Collision with parked vehicle (from Worksheet 2F)										0.000						0.001						0.001

		Collision with animal (from Worksheet 2F)										0.000						0.003						0.003

		Collision with fixed object (from Worksheet 2F)										0.057						0.143						0.200

		Collision with other object (from Worksheet 2F)										0.007						0.016						0.023

		Other single-vehicle collision (from Worksheet 2F)										0.003						0.004						0.007

		Single-vehicle noncollision (from Worksheet 2F)										0.008						0.005						0.013

		Collision with pedestrian (from Worksheet 2G or 2I)										0.053						0.000						0.053

		Collision with bicycle (from Worksheet 2J)										0.040						0.000						0.040

		Subtotal										0.168						0.172						0.339

		Total										0.948						1.648						2.597

										Worksheet 2L -- Summary Results for Urban and Suburban Arterial Intersections

										(1)						(2)

										Crash severity level						Predicted average crash frequency, Npredicted int (crashes/year)

																(Total) from Worksheet 2K

										Total						2.6

										Fatal and injury (FI)						0.9

										Property damage only (PDO)						1.6
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Intersection 4 - Hoagland Ave

		

		Worksheet 2A -- General Information and Input Data for Urban and Suburban Arterial Intersections

		General Information														Location Information																						Calculations for CMF2i

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Intersection						Hoagland Avenue																Leg #1 CMF:		1.00

		Date Performed								02/01/18						Jurisdiction						NJDOT																Leg #2 CMF:		1.00

																Analysis Year						2026																Leg #3 CMF:		1.00

		Input Data														Base Conditions				Site Conditions																		Leg #4 CMF:		1.00

		Intersection type (3ST, 3SG, 4ST, 4SG)														--				3ST												Unsignalized three-leg intersection (stop control on minor-road approaches)						Composite Value:		1.00

		AADT major (veh/day)								AADTMAX =		45,700		(veh/day)		--				22,689										AADT OK

		AADT minor (veh/day)								AADTMAX =		9,300		(veh/day)		--				640										AADT OK

		Intersection lighting (present/not present)														Not Present				Present

		Calibration factor, Ci														1.00				1.00																		Calculations for CMF6i

		Data for unsignalized intersections only:														--				--

		Number of major-road approaches with left-turn lanes (0,1,2)														0				0																		pramv(FI) :		0.343		premv(FI) :		0.421

		Number of major-road approaches with right-turn lanes (0,1,2)														0				0																		pramv(PDO) :		0.262		premv(PDO) :		0.440

		Data for signalized intersections only:														--				--																		Nbimv(FI) :		0.616		Nbimv(FI) :		0.616

		Number of approaches with left-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				0																		Nbimv(PDO) :		0.909		Nbimv(PDO) :		0.909

		Number of approaches with right-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				0																		Nbisv :		0.148		Nbisv :		0.148

		Number of approaches with left-turn signal phasing [for 3SG, use maximum value of 3]														--				0																		pra :		0.269		pre :		0.394

		Type of left-turn signal phasing for Leg #1														Permissive				Not Applicable

		Type of left-turn signal phasing for Leg #2														--				Not Applicable																		CMF6i :		1.00

		Type of left-turn signal phasing for Leg #3														--				Not Applicable

		Type of left-turn signal phasing for Leg #4 (if applicable)														--				Not Applicable

		Number of approaches with right-turn-on-red prohibited [for 3SG, use maximum value of 3]														0				0

		Intersection red light cameras (present/not present)														Not Present				Not Present

		Sum of all pedestrian crossing volumes  (PedVol) -- Signalized intersections only																		0

		Maximum number of lanes crossed by a pedestrian (nlanesx)														--				0

		Number of bus stops within 300 m (1,000 ft) of the intersection														0				0

		Schools within 300 m (1,000 ft) of the intersection (present/not present)														Not Present				Not Present

		Number of alcohol sales establishments within 300 m (1,000 ft) of the intersection														0				1

		Worksheet 2B -- Crash Modification Factors for Urban and Suburban Arterial Intersections

		(1)				(2)				(3)				(4)				(5)				(6)				(7)

		CMF for Left-Turn Lanes				CMF for Left-Turn Signal Phasing				CMF for Right-Turn Lanes				CMF for Right Turn on Red				CMF for Lighting				CMF for Red Light Cameras				Combined CMF

		CMF 1i				CMF 2i				CMF 3i				CMF 4i				CMF 5i				CMF 6i				CMF COMB

		from Table 12-24				from Table 12-25				from Table 12-26				from Equation 12-35				from Equation 12-36				from Equation 12-37				(1)*(2)*(3)*(4)*(5)*(6)

		1.00				1.00				1.00				1.00				0.91				1.00				0.91

		Worksheet 2C -- Multiple-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbimv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbimv

						from Table 12-10						from Table 12-10				from Equation 12-21						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-13.36		1.11		0.41		0.80				1.525		1.000				1.525		0.91		1.00		1.387

		Fatal and Injury (FI)				-14.01		1.16		0.30		0.69				0.646		(4)FI/((4)FI+(4)PDO)				0.616		0.91		1.00		0.561

																		0.404

		Property Damage Only (PDO)				-15.38		1.20		0.51		0.77				0.952		(5)TOTAL-(5)FI				0.909		0.91		1.00		0.827

																		0.596

		Worksheet 2D -- Multiple-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bimv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bimv (PDO) (crashes/year)				Predicted N bimv (TOTAL) (crashes/year)

								from Table 12-11				(9)FI from Worksheet 2C				from Table 12-11				(9)PDO from Worksheet 2C				(9)PDO from Worksheet 2C

		Total						1.000				0.561				1.000				0.827				1.387

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.421				0.236				0.440				0.364				0.600

		Head-on collision						0.045				0.025				0.023				0.019				0.044

		Angle collision						0.343				0.192				0.262				0.217				0.409

		Sideswipe						0.126				0.071				0.040				0.033				0.104

		Other multiple-vehicle collision						0.065				0.036				0.235				0.194				0.231

		Worksheet 2E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbisv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbisv

						from Table 12-12						from Table 12-12				from Eqn. 12-24; (FI) from Eqn. 12-24 or 12-27						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-6.81		0.16		0.51		1.14				0.148		1.000				0.148		0.91		1.00		0.135

		Fatal and Injury (FI)				--		--		--		--				0.046		(4)FI/((4)FI+(4)PDO)				0.046		0.91		1.00		0.042

																		0.314

		Property Damage Only (PDO)				-8.36		0.25		0.55		1.29				0.100		(5)TOTAL-(5)FI				0.102		0.91		1.00		0.092

																		0.686

		Worksheet 2F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bisv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bisv (PDO) (crashes/year)				Predicted N bisv (TOTAL) (crashes/year)

								from Table 12-13				(9)FI from Worksheet 2E				from Table 12-13				(9)PDO from Worksheet 2E				(9)PDO from Worksheet 2E

		Total						1.000				0.042				1.000				0.092				0.135

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with parked vehicle						0.001				0.000				0.003				0.000				0.000

		Collision with animal						0.003				0.000				0.018				0.002				0.002

		Collision with fixed object						0.762				0.032				0.834				0.077				0.109

		Collision with other object						0.090				0.004				0.092				0.009				0.012

		Other single-vehicle collision						0.039				0.002				0.023				0.002				0.004

		Single-vehicle noncollision						0.105				0.004				0.030				0.003				0.007

		Worksheet 2G -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Stop-Controlled Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fpedi				Calibration factor, Ci				Predicted Npedi

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-16								(4)*(5)*(6)

		Total						1.387				0.135				1.522		0.021				1.00				0.032

		Fatal and injury (FI)						--				--				--		--				1.00				0.032

				Worksheet 2H -- Crash Modification Factors for Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

				(1)						(2)						(3)						(4)

				CMF for Bus Stops						CMF for Schools						CMF for Alcohol Sales Establishments						Combined CMF

				CMF1p						CMF2p						CMF3p

				from Table 12-28						from Table 12-29						from Table 12-30						(1)*(2)*(3)

				--						--						--						--

		Worksheet 2I -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

		(1)				(2)										(3)		(4)				(5)				(6)		(7)

		Crash Severity Level				SPF Coefficients										Overdispersion Parameter, k		Npedbase				Combined CMF				Calibration factor, Ci		Predicted Npedi

						from Table 12-14												from Equation 12-29				(4) from Worksheet 2H						(4)*(5)*(6)

						a		b		c		d		e

		Total				--		--		--		--		--		--		--				--				1.00		--

		Fatal and Injury (FI)				--		--		--		--		--		--		--				--				1.00		--

		Worksheet 2J -- Vehicle-Bicycle Collisions for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fbikei				Calibration factor, Ci				Predicted Nbikei

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-17								(4)*(5)*(6)

		Total						1.387				0.135				1.522		0.016				1.00				0.024

		Fatal and injury (FI)						--				--				--		--				1.00				0.024

		Worksheet 2K -- Crash Severity Distribution for Urban and Suburban Arterial Intersections

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 2D and 2F;						(5) from Worksheet 2D and 2F						(6) from Worksheet 2D and 2F;

												(7) from 2G or 2I and 2J												(7) from 2G or 2I and 2J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 2D)										0.236						0.364						0.600

		Head-on collisions (from Worksheet 2D)										0.025						0.019						0.044

		Angle collisions (from Worksheet 2D)										0.192						0.217						0.409

		Sideswipe (from Worksheet 2D)										0.071						0.033						0.104

		Other multiple-vehicle collision (from Worksheet 2D)										0.036						0.194						0.231

		Subtotal										0.561						0.827						1.387

		SINGLE-VEHICLE

		Collision with parked vehicle (from Worksheet 2F)										0.000						0.000						0.000

		Collision with animal (from Worksheet 2F)										0.000						0.002						0.002

		Collision with fixed object (from Worksheet 2F)										0.032						0.077						0.109

		Collision with other object (from Worksheet 2F)										0.004						0.009						0.012

		Other single-vehicle collision (from Worksheet 2F)										0.002						0.002						0.004

		Single-vehicle noncollision (from Worksheet 2F)										0.004						0.003						0.007

		Collision with pedestrian (from Worksheet 2G or 2I)										0.032						0.000						0.032

		Collision with bicycle (from Worksheet 2J)										0.024						0.000						0.024

		Subtotal										0.099						0.092						0.191

		Total										0.659						0.919						1.578

										Worksheet 2L -- Summary Results for Urban and Suburban Arterial Intersections

										(1)						(2)

										Crash severity level						Predicted average crash frequency, Npredicted int (crashes/year)

																(Total) from Worksheet 2K

										Total						1.6

										Fatal and injury (FI)						0.7

										Property damage only (PDO)						0.9
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Intersection 5 - Mt. Hope Ave

		

		Worksheet 2A -- General Information and Input Data for Urban and Suburban Arterial Intersections

		General Information														Location Information																						Calculations for CMF2i

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Intersection						Mt. Hope Ave. (CR 661) / N. Bergen St. (NJ Route 15)																Leg #1 CMF:		0.99

		Date Performed								02/01/18						Jurisdiction						NJDOT																Leg #2 CMF:		0.99

																Analysis Year						2026																Leg #3 CMF:		0.99

		Input Data														Base Conditions				Site Conditions																		Leg #4 CMF:		1.00

		Intersection type (3ST, 3SG, 4ST, 4SG)														--				4SG												Signalized four-leg intersections						Composite Value:		0.97

		AADT major (veh/day)								AADTMAX =		67,700		(veh/day)		--				22,689										AADT OK

		AADT minor (veh/day)								AADTMAX =		33,400		(veh/day)		--				8,235										AADT OK

		Intersection lighting (present/not present)														Not Present				Present

		Calibration factor, Ci														1.00				1.00																		Calculations for CMF6i

		Data for unsignalized intersections only:														--				--

		Number of major-road approaches with left-turn lanes (0,1,2)														0				0																		pramv(FI) :		0.347		premv(FI) :		0.450

		Number of major-road approaches with right-turn lanes (0,1,2)														0				0																		pramv(PDO) :		0.244		premv(PDO) :		0.483

		Data for signalized intersections only:														--				--																		Nbimv(FI) :		2.045		Nbimv(FI) :		2.045

		Number of approaches with left-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				3																		Nbimv(PDO) :		4.099		Nbimv(PDO) :		4.099

		Number of approaches with right-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				0																		Nbisv :		0.385		Nbisv :		0.385

		Number of approaches with left-turn signal phasing [for 3SG, use maximum value of 3]														--				3																		pra :		0.262		pre :		0.444

		Type of left-turn signal phasing for Leg #1														Permissive				Protected / Permissive

		Type of left-turn signal phasing for Leg #2														--				Protected / Permissive																		CMF6i :		1.01

		Type of left-turn signal phasing for Leg #3														--				Protected / Permissive

		Type of left-turn signal phasing for Leg #4 (if applicable)														--				Permissive

		Number of approaches with right-turn-on-red prohibited [for 3SG, use maximum value of 3]														0				1

		Intersection red light cameras (present/not present)														Not Present				Not Present

		Sum of all pedestrian crossing volumes  (PedVol) -- Signalized intersections only																		672

		Maximum number of lanes crossed by a pedestrian (nlanesx)														--				3

		Number of bus stops within 300 m (1,000 ft) of the intersection														0				0

		Schools within 300 m (1,000 ft) of the intersection (present/not present)														Not Present				Not Present

		Number of alcohol sales establishments within 300 m (1,000 ft) of the intersection														0				1

		Worksheet 2B -- Crash Modification Factors for Urban and Suburban Arterial Intersections

		(1)				(2)				(3)				(4)				(5)				(6)				(7)

		CMF for Left-Turn Lanes				CMF for Left-Turn Signal Phasing				CMF for Right-Turn Lanes				CMF for Right Turn on Red				CMF for Lighting				CMF for Red Light Cameras				Combined CMF

		CMF 1i				CMF 2i				CMF 3i				CMF 4i				CMF 5i				CMF 6i				CMF COMB

		from Table 12-24				from Table 12-25				from Table 12-26				from Equation 12-35				from Equation 12-36				from Equation 12-37				(1)*(2)*(3)*(4)*(5)*(6)

		0.73				0.97				1.00				0.98				0.91				1.00				0.63

		Worksheet 2C -- Multiple-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbimv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbimv

						from Table 12-10						from Table 12-10				from Equation 12-21						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-10.99		1.07		0.23		0.39				6.144		1.000				6.144		0.63		1.00		3.884

		Fatal and Injury (FI)				-13.14		1.18		0.22		0.33				1.971		(4)FI/((4)FI+(4)PDO)				2.045		0.63		1.00		1.293

																		0.333

		Property Damage Only (PDO)				-11.02		1.02		0.24		0.44				3.952		(5)TOTAL-(5)FI				4.099		0.63		1.00		2.591

																		0.667

		Worksheet 2D -- Multiple-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bimv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bimv (PDO) (crashes/year)				Predicted N bimv (TOTAL) (crashes/year)

								from Table 12-11				(9)FI from Worksheet 2C				from Table 12-11				(9)PDO from Worksheet 2C				(9)PDO from Worksheet 2C

		Total						1.000				1.293				1.000				2.591				3.884

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.450				0.582				0.483				1.252				1.833

		Head-on collision						0.049				0.063				0.030				0.078				0.141

		Angle collision						0.347				0.448				0.244				0.632				1.081

		Sideswipe						0.099				0.128				0.032				0.083				0.211

		Other multiple-vehicle collision						0.055				0.071				0.211				0.547				0.618

		Worksheet 2E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbisv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbisv

						from Table 12-12						from Table 12-12				from Eqn. 12-24; (FI) from Eqn. 12-24 or 12-27						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-10.21		0.68		0.27		0.36				0.385		1.000				0.385		0.63		1.00		0.243

		Fatal and Injury (FI)				-9.25		0.43		0.29		0.09				0.098		(4)FI/((4)FI+(4)PDO)				0.099		0.63		1.00		0.063

																		0.257

		Property Damage Only (PDO)				-11.34		0.78		0.25		0.44				0.283		(5)TOTAL-(5)FI				0.286		0.63		1.00		0.181

																		0.743

		Worksheet 2F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bisv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bisv (PDO) (crashes/year)				Predicted N bisv (TOTAL) (crashes/year)

								from Table 12-13				(9)FI from Worksheet 2E				from Table 12-13				(9)PDO from Worksheet 2E				(9)PDO from Worksheet 2E

		Total						1.000				0.063				1.000				0.181				0.243

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with parked vehicle						0.001				0.000				0.001				0.000				0.000

		Collision with animal						0.002				0.000				0.002				0.000				0.000

		Collision with fixed object						0.744				0.047				0.870				0.157				0.204

		Collision with other object						0.072				0.005				0.070				0.013				0.017

		Other single-vehicle collision						0.040				0.003				0.023				0.004				0.007

		Single-vehicle noncollision						0.141				0.009				0.034				0.006				0.015

		Worksheet 2G -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Stop-Controlled Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fpedi				Calibration factor, Ci				Predicted Npedi

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-16								(4)*(5)*(6)

		Total						--				--				--		--				1.00				--

		Fatal and injury (FI)						--				--				--		--				1.00				--

				Worksheet 2H -- Crash Modification Factors for Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

				(1)						(2)						(3)						(4)

				CMF for Bus Stops						CMF for Schools						CMF for Alcohol Sales Establishments						Combined CMF

				CMF1p						CMF2p						CMF3p

				from Table 12-28						from Table 12-29						from Table 12-30						(1)*(2)*(3)

				1.00						1.00						1.12						1.12

		Worksheet 2I -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

		(1)				(2)										(3)		(4)				(5)				(6)		(7)

		Crash Severity Level				SPF Coefficients										Overdispersion Parameter, k		Npedbase				Combined CMF				Calibration factor, Ci		Predicted Npedi

						from Table 12-14												from Equation 12-29				(4) from Worksheet 2H						(4)*(5)*(6)

						a		b		c		d		e

		Total				-9.53		0.40		0.26		0.45		0.04		0.24		0.074				1.12				1.00		0.083

		Fatal and Injury (FI)				--		--		--		--		--		--		--				--				1.00		0.083

		Worksheet 2J -- Vehicle-Bicycle Collisions for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fbikei				Calibration factor, Ci				Predicted Nbikei

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-17								(4)*(5)*(6)

		Total						3.884				0.243				4.127		0.015				1.00				0.062

		Fatal and injury (FI)						--				--				--		--				1.00				0.062

		Worksheet 2K -- Crash Severity Distribution for Urban and Suburban Arterial Intersections

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 2D and 2F;						(5) from Worksheet 2D and 2F						(6) from Worksheet 2D and 2F;

												(7) from 2G or 2I and 2J												(7) from 2G or 2I and 2J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 2D)										0.582						1.252						1.833

		Head-on collisions (from Worksheet 2D)										0.063						0.078						0.141

		Angle collisions (from Worksheet 2D)										0.448						0.632						1.081

		Sideswipe (from Worksheet 2D)										0.128						0.083						0.211

		Other multiple-vehicle collision (from Worksheet 2D)										0.071						0.547						0.618

		Subtotal										1.293						2.591						3.884

		SINGLE-VEHICLE

		Collision with parked vehicle (from Worksheet 2F)										0.000						0.000						0.000

		Collision with animal (from Worksheet 2F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 2F)										0.047						0.157						0.204

		Collision with other object (from Worksheet 2F)										0.005						0.013						0.017

		Other single-vehicle collision (from Worksheet 2F)										0.003						0.004						0.007

		Single-vehicle noncollision (from Worksheet 2F)										0.009						0.006						0.015

		Collision with pedestrian (from Worksheet 2G or 2I)										0.083						0.000						0.083

		Collision with bicycle (from Worksheet 2J)										0.062						0.000						0.062

		Subtotal										0.207						0.181						0.388

		Total										1.499						2.772						4.271

										Worksheet 2L -- Summary Results for Urban and Suburban Arterial Intersections

										(1)						(2)

										Crash severity level						Predicted average crash frequency, Npredicted int (crashes/year)

																(Total) from Worksheet 2K

										Total						4.3

										Fatal and injury (FI)						1.5

										Property damage only (PDO)						2.8
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Intersection 6 - Locust Ave

		

		Worksheet 2A -- General Information and Input Data for Urban and Suburban Arterial Intersections

		General Information														Location Information																						Calculations for CMF2i

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Intersection						Locust Avenue / Mercer Street																Leg #1 CMF:		0.94

		Date Performed								02/01/18						Jurisdiction						NJDOT																Leg #2 CMF:		0.94

																Analysis Year						2026																Leg #3 CMF:		1.00

		Input Data														Base Conditions				Site Conditions																		Leg #4 CMF:		1.00

		Intersection type (3ST, 3SG, 4ST, 4SG)														--				4SG												Signalized four-leg intersections						Composite Value:		0.88

		AADT major (veh/day)								AADTMAX =		67,700		(veh/day)		--				22,689										AADT OK

		AADT minor (veh/day)								AADTMAX =		33,400		(veh/day)		--				3,166										AADT OK

		Intersection lighting (present/not present)														Not Present				Present

		Calibration factor, Ci														1.00				1.00																		Calculations for CMF6i

		Data for unsignalized intersections only:														--				--

		Number of major-road approaches with left-turn lanes (0,1,2)														0				0																		pramv(FI) :		0.347		premv(FI) :		0.450

		Number of major-road approaches with right-turn lanes (0,1,2)														0				0																		pramv(PDO) :		0.244		premv(PDO) :		0.483

		Data for signalized intersections only:														--				--																		Nbimv(FI) :		1.662		Nbimv(FI) :		1.662

		Number of approaches with left-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				2																		Nbimv(PDO) :		3.269		Nbimv(PDO) :		3.269

		Number of approaches with right-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				0																		Nbisv :		0.297		Nbisv :		0.297

		Number of approaches with left-turn signal phasing [for 3SG, use maximum value of 3]														--				2																		pra :		0.263		pre :		0.445

		Type of left-turn signal phasing for Leg #1														Permissive				Protected

		Type of left-turn signal phasing for Leg #2														--				Protected																		CMF6i :		1.01

		Type of left-turn signal phasing for Leg #3														--				Permissive

		Type of left-turn signal phasing for Leg #4 (if applicable)														--				Permissive

		Number of approaches with right-turn-on-red prohibited [for 3SG, use maximum value of 3]														0				1

		Intersection red light cameras (present/not present)														Not Present				Not Present

		Sum of all pedestrian crossing volumes  (PedVol) -- Signalized intersections only																		300

		Maximum number of lanes crossed by a pedestrian (nlanesx)														--				3

		Number of bus stops within 300 m (1,000 ft) of the intersection														0				0

		Schools within 300 m (1,000 ft) of the intersection (present/not present)														Not Present				Not Present

		Number of alcohol sales establishments within 300 m (1,000 ft) of the intersection														0				1

		Worksheet 2B -- Crash Modification Factors for Urban and Suburban Arterial Intersections

		(1)				(2)				(3)				(4)				(5)				(6)				(7)

		CMF for Left-Turn Lanes				CMF for Left-Turn Signal Phasing				CMF for Right-Turn Lanes				CMF for Right Turn on Red				CMF for Lighting				CMF for Red Light Cameras				Combined CMF

		CMF 1i				CMF 2i				CMF 3i				CMF 4i				CMF 5i				CMF 6i				CMF COMB

		from Table 12-24				from Table 12-25				from Table 12-26				from Equation 12-35				from Equation 12-36				from Equation 12-37				(1)*(2)*(3)*(4)*(5)*(6)

		0.81				0.88				1.00				0.98				0.91				1.00				0.64

		Worksheet 2C -- Multiple-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbimv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbimv

						from Table 12-10						from Table 12-10				from Equation 12-21						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-10.99		1.07		0.23		0.39				4.931		1.000				4.931		0.64		1.00		3.150

		Fatal and Injury (FI)				-13.14		1.18		0.22		0.33				1.597		(4)FI/((4)FI+(4)PDO)				1.662		0.64		1.00		1.062

																		0.337

		Property Damage Only (PDO)				-11.02		1.02		0.24		0.44				3.141		(5)TOTAL-(5)FI				3.269		0.64		1.00		2.088

																		0.663

		Worksheet 2D -- Multiple-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bimv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bimv (PDO) (crashes/year)				Predicted N bimv (TOTAL) (crashes/year)

								from Table 12-11				(9)FI from Worksheet 2C				from Table 12-11				(9)PDO from Worksheet 2C				(9)PDO from Worksheet 2C

		Total						1.000				1.062				1.000				2.088				3.150

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.450				0.478				0.483				1.009				1.486

		Head-on collision						0.049				0.052				0.030				0.063				0.115

		Angle collision						0.347				0.368				0.244				0.510				0.878

		Sideswipe						0.099				0.105				0.032				0.067				0.172

		Other multiple-vehicle collision						0.055				0.058				0.211				0.441				0.499

		Worksheet 2E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbisv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbisv

						from Table 12-12						from Table 12-12				from Eqn. 12-24; (FI) from Eqn. 12-24 or 12-27						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-10.21		0.68		0.27		0.36				0.297		1.000				0.297		0.64		1.00		0.190

		Fatal and Injury (FI)				-9.25		0.43		0.29		0.09				0.074		(4)FI/((4)FI+(4)PDO)				0.074		0.64		1.00		0.047

																		0.250

		Property Damage Only (PDO)				-11.34		0.78		0.25		0.44				0.223		(5)TOTAL-(5)FI				0.223		0.64		1.00		0.142

																		0.750

		Worksheet 2F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bisv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bisv (PDO) (crashes/year)				Predicted N bisv (TOTAL) (crashes/year)

								from Table 12-13				(9)FI from Worksheet 2E				from Table 12-13				(9)PDO from Worksheet 2E				(9)PDO from Worksheet 2E

		Total						1.000				0.047				1.000				0.142				0.190

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with parked vehicle						0.001				0.000				0.001				0.000				0.000

		Collision with animal						0.002				0.000				0.002				0.000				0.000

		Collision with fixed object						0.744				0.035				0.870				0.124				0.159

		Collision with other object						0.072				0.003				0.070				0.010				0.013

		Other single-vehicle collision						0.040				0.002				0.023				0.003				0.005

		Single-vehicle noncollision						0.141				0.007				0.034				0.005				0.012

		Worksheet 2G -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Stop-Controlled Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fpedi				Calibration factor, Ci				Predicted Npedi

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-16								(4)*(5)*(6)

		Total						--				--				--		--				1.00				--

		Fatal and injury (FI)						--				--				--		--				1.00				--

				Worksheet 2H -- Crash Modification Factors for Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

				(1)						(2)						(3)						(4)

				CMF for Bus Stops						CMF for Schools						CMF for Alcohol Sales Establishments						Combined CMF

				CMF1p						CMF2p						CMF3p

				from Table 12-28						from Table 12-29						from Table 12-30						(1)*(2)*(3)

				1.00						1.00						1.12						1.12

		Worksheet 2I -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

		(1)				(2)										(3)		(4)				(5)				(6)		(7)

		Crash Severity Level				SPF Coefficients										Overdispersion Parameter, k		Npedbase				Combined CMF				Calibration factor, Ci		Predicted Npedi

						from Table 12-14												from Equation 12-29				(4) from Worksheet 2H						(4)*(5)*(6)

						a		b		c		d		e

		Total				-9.53		0.40		0.26		0.45		0.04		0.24		0.037				1.12				1.00		0.042

		Fatal and Injury (FI)				--		--		--		--		--		--		--				--				1.00		0.042

		Worksheet 2J -- Vehicle-Bicycle Collisions for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fbikei				Calibration factor, Ci				Predicted Nbikei

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-17								(4)*(5)*(6)

		Total						3.150				0.190				3.340		0.015				1.00				0.050

		Fatal and injury (FI)						--				--				--		--				1.00				0.050

		Worksheet 2K -- Crash Severity Distribution for Urban and Suburban Arterial Intersections

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 2D and 2F;						(5) from Worksheet 2D and 2F						(6) from Worksheet 2D and 2F;

												(7) from 2G or 2I and 2J												(7) from 2G or 2I and 2J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 2D)										0.478						1.009						1.486

		Head-on collisions (from Worksheet 2D)										0.052						0.063						0.115

		Angle collisions (from Worksheet 2D)										0.368						0.510						0.878

		Sideswipe (from Worksheet 2D)										0.105						0.067						0.172

		Other multiple-vehicle collision (from Worksheet 2D)										0.058						0.441						0.499

		Subtotal										1.062						2.088						3.150

		SINGLE-VEHICLE

		Collision with parked vehicle (from Worksheet 2F)										0.000						0.000						0.000

		Collision with animal (from Worksheet 2F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 2F)										0.035						0.124						0.159

		Collision with other object (from Worksheet 2F)										0.003						0.010						0.013

		Other single-vehicle collision (from Worksheet 2F)										0.002						0.003						0.005

		Single-vehicle noncollision (from Worksheet 2F)										0.007						0.005						0.012

		Collision with pedestrian (from Worksheet 2G or 2I)										0.042						0.000						0.042

		Collision with bicycle (from Worksheet 2J)										0.050						0.000						0.050

		Subtotal										0.139						0.142						0.282

		Total										1.201						2.230						3.431

										Worksheet 2L -- Summary Results for Urban and Suburban Arterial Intersections

										(1)						(2)

										Crash severity level						Predicted average crash frequency, Npredicted int (crashes/year)

																(Total) from Worksheet 2K

										Total						3.4

										Fatal and injury (FI)						1.2

										Property damage only (PDO)						2.2
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Intersection 7 - Searing St

		

		Worksheet 2A -- General Information and Input Data for Urban and Suburban Arterial Intersections

		General Information														Location Information																						Calculations for CMF2i

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Intersection						Searing Street / Belmont Avenue																Leg #1 CMF:		1.00

		Date Performed								02/01/18						Jurisdiction						NJDOT																Leg #2 CMF:		1.00

																Analysis Year						2026																Leg #3 CMF:		1.00

		Input Data														Base Conditions				Site Conditions																		Leg #4 CMF:		1.00

		Intersection type (3ST, 3SG, 4ST, 4SG)														--				4ST												Unsignalized four-leg intersection (stop control on minor-road approaches)						Composite Value:		1.00

		AADT major (veh/day)								AADTMAX =		46,800		(veh/day)		--				22,689										AADT OK

		AADT minor (veh/day)								AADTMAX =		5,900		(veh/day)		--				1,205										AADT OK

		Intersection lighting (present/not present)														Not Present				Present

		Calibration factor, Ci														1.00				1.00																		Calculations for CMF6i

		Data for unsignalized intersections only:														--				--

		Number of major-road approaches with left-turn lanes (0,1,2)														0				0																		pramv(FI) :		0.440		premv(FI) :		0.338

		Number of major-road approaches with right-turn lanes (0,1,2)														0				0																		pramv(PDO) :		0.335		premv(PDO) :		0.374

		Data for signalized intersections only:														--				--																		Nbimv(FI) :		1.181		Nbimv(FI) :		1.181

		Number of approaches with left-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				0																		Nbimv(PDO) :		1.817		Nbimv(PDO) :		1.817

		Number of approaches with right-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				0																		Nbisv :		0.311		Nbisv :		0.311

		Number of approaches with left-turn signal phasing [for 3SG, use maximum value of 3]														--				0																		pra :		0.341		pre :		0.326

		Type of left-turn signal phasing for Leg #1														Permissive				Not Applicable

		Type of left-turn signal phasing for Leg #2														--				Not Applicable																		CMF6i :		0.97

		Type of left-turn signal phasing for Leg #3														--				Not Applicable

		Type of left-turn signal phasing for Leg #4 (if applicable)														--				Not Applicable

		Number of approaches with right-turn-on-red prohibited [for 3SG, use maximum value of 3]														0				0

		Intersection red light cameras (present/not present)														Not Present				Not Present

		Sum of all pedestrian crossing volumes  (PedVol) -- Signalized intersections only																		0

		Maximum number of lanes crossed by a pedestrian (nlanesx)														--				0

		Number of bus stops within 300 m (1,000 ft) of the intersection														0				0

		Schools within 300 m (1,000 ft) of the intersection (present/not present)														Not Present				Not Present

		Number of alcohol sales establishments within 300 m (1,000 ft) of the intersection														0				0

		Worksheet 2B -- Crash Modification Factors for Urban and Suburban Arterial Intersections

		(1)				(2)				(3)				(4)				(5)				(6)				(7)

		CMF for Left-Turn Lanes				CMF for Left-Turn Signal Phasing				CMF for Right-Turn Lanes				CMF for Right Turn on Red				CMF for Lighting				CMF for Red Light Cameras				Combined CMF

		CMF 1i				CMF 2i				CMF 3i				CMF 4i				CMF 5i				CMF 6i				CMF COMB

		from Table 12-24				from Table 12-25				from Table 12-26				from Equation 12-35				from Equation 12-36				from Equation 12-37				(1)*(2)*(3)*(4)*(5)*(6)

		1.00				1.00				1.00				1.00				0.91				1.00				0.91

		Worksheet 2C -- Multiple-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbimv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbimv

						from Table 12-10						from Table 12-10				from Equation 12-21						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-8.90		0.82		0.25		0.40				2.998		1.000				2.998		0.91		1.00		2.737

		Fatal and Injury (FI)				-11.13		0.93		0.28		0.48				1.202		(4)FI/((4)FI+(4)PDO)				1.181		0.91		1.00		1.078

																		0.394

		Property Damage Only (PDO)				-8.74		0.77		0.23		0.40				1.849		(5)TOTAL-(5)FI				1.817		0.91		1.00		1.659

																		0.606

		Worksheet 2D -- Multiple-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bimv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bimv (PDO) (crashes/year)				Predicted N bimv (TOTAL) (crashes/year)

								from Table 12-11				(9)FI from Worksheet 2C				from Table 12-11				(9)PDO from Worksheet 2C				(9)PDO from Worksheet 2C

		Total						1.000				1.078				1.000				1.659				2.737

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.338				0.364				0.374				0.620				0.985

		Head-on collision						0.041				0.044				0.030				0.050				0.094

		Angle collision						0.440				0.474				0.335				0.556				1.030

		Sideswipe						0.121				0.130				0.044				0.073				0.203

		Other multiple-vehicle collision						0.060				0.065				0.217				0.360				0.425

		Worksheet 2E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbisv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbisv

						from Table 12-12						from Table 12-12				from Eqn. 12-24; (FI) from Eqn. 12-24 or 12-27						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-5.33		0.33		0.12		0.65				0.311		1.000				0.311		0.91		1.00		0.284

		Fatal and Injury (FI)				--		--		--		--				0.087		(4)FI/((4)FI+(4)PDO)				0.097		0.91		1.00		0.089

																		0.313

		Property Damage Only (PDO)				-7.04		0.36		0.25		0.54				0.191		(5)TOTAL-(5)FI				0.213		0.91		1.00		0.195

																		0.687

		Worksheet 2F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bisv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bisv (PDO) (crashes/year)				Predicted N bisv (TOTAL) (crashes/year)

								from Table 12-13				(9)FI from Worksheet 2E				from Table 12-13				(9)PDO from Worksheet 2E				(9)PDO from Worksheet 2E

		Total						1.000				0.089				1.000				0.195				0.284

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with parked vehicle						0.001				0.000				0.001				0.000				0.000

		Collision with animal						0.001				0.000				0.026				0.005				0.005

		Collision with fixed object						0.679				0.060				0.847				0.165				0.225

		Collision with other object						0.089				0.008				0.070				0.014				0.022

		Other single-vehicle collision						0.051				0.005				0.007				0.001				0.006

		Single-vehicle noncollision						0.179				0.016				0.049				0.010				0.025

		Worksheet 2G -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Stop-Controlled Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fpedi				Calibration factor, Ci				Predicted Npedi

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-16								(4)*(5)*(6)

		Total						2.737				0.284				3.021		0.022				1.00				0.066

		Fatal and injury (FI)						--				--				--		--				1.00				0.066

				Worksheet 2H -- Crash Modification Factors for Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

				(1)						(2)						(3)						(4)

				CMF for Bus Stops						CMF for Schools						CMF for Alcohol Sales Establishments						Combined CMF

				CMF1p						CMF2p						CMF3p

				from Table 12-28						from Table 12-29						from Table 12-30						(1)*(2)*(3)

				--						--						--						--

		Worksheet 2I -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

		(1)				(2)										(3)		(4)				(5)				(6)		(7)

		Crash Severity Level				SPF Coefficients										Overdispersion Parameter, k		Npedbase				Combined CMF				Calibration factor, Ci		Predicted Npedi

						from Table 12-14												from Equation 12-29				(4) from Worksheet 2H						(4)*(5)*(6)

						a		b		c		d		e

		Total				--		--		--		--		--		--		--				--				1.00		--

		Fatal and Injury (FI)				--		--		--		--		--		--		--				--				1.00		--

		Worksheet 2J -- Vehicle-Bicycle Collisions for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fbikei				Calibration factor, Ci				Predicted Nbikei

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-17								(4)*(5)*(6)

		Total						2.737				0.284				3.021		0.018				1.00				0.054

		Fatal and injury (FI)						--				--				--		--				1.00				0.054

		Worksheet 2K -- Crash Severity Distribution for Urban and Suburban Arterial Intersections

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 2D and 2F;						(5) from Worksheet 2D and 2F						(6) from Worksheet 2D and 2F;

												(7) from 2G or 2I and 2J												(7) from 2G or 2I and 2J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 2D)										0.364						0.620						0.985

		Head-on collisions (from Worksheet 2D)										0.044						0.050						0.094

		Angle collisions (from Worksheet 2D)										0.474						0.556						1.030

		Sideswipe (from Worksheet 2D)										0.130						0.073						0.203

		Other multiple-vehicle collision (from Worksheet 2D)										0.065						0.360						0.425

		Subtotal										1.078						1.659						2.737

		SINGLE-VEHICLE

		Collision with parked vehicle (from Worksheet 2F)										0.000						0.000						0.000

		Collision with animal (from Worksheet 2F)										0.000						0.005						0.005

		Collision with fixed object (from Worksheet 2F)										0.060						0.165						0.225

		Collision with other object (from Worksheet 2F)										0.008						0.014						0.022

		Other single-vehicle collision (from Worksheet 2F)										0.005						0.001						0.006

		Single-vehicle noncollision (from Worksheet 2F)										0.016						0.010						0.025

		Collision with pedestrian (from Worksheet 2G or 2I)										0.066						0.000						0.066

		Collision with bicycle (from Worksheet 2J)										0.054						0.000						0.054

		Subtotal										0.210						0.195						0.404

		Total										1.288						1.853						3.141

										Worksheet 2L -- Summary Results for Urban and Suburban Arterial Intersections

										(1)						(2)

										Crash severity level						Predicted average crash frequency, Npredicted int (crashes/year)

																(Total) from Worksheet 2K

										Total						3.1

										Fatal and injury (FI)						1.3

										Property damage only (PDO)						1.9



&CUrban and Suburban Arterial Predictive Method

&R&P



Intersection 8 - E McFarlan St

		

		Worksheet 2A -- General Information and Input Data for Urban and Suburban Arterial Intersections

		General Information														Location Information																						Calculations for CMF2i

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Intersection						E. McFarlan St. / King St. / Nelson St. / Depew Ave.																Leg #1 CMF:		0.99

		Date Performed								02/01/18						Jurisdiction						NJDOT																Leg #2 CMF:		1.00

																Analysis Year						2026																Leg #3 CMF:		0.94

		Input Data														Base Conditions				Site Conditions																		Leg #4 CMF:		0.94

		Intersection type (3ST, 3SG, 4ST, 4SG)														--				4SG												Signalized four-leg intersections						Composite Value:		0.87

		AADT major (veh/day)								AADTMAX =		67,700		(veh/day)		--				22,689										AADT OK

		AADT minor (veh/day)								AADTMAX =		33,400		(veh/day)		--				3,710										AADT OK

		Intersection lighting (present/not present)														Not Present				Present

		Calibration factor, Ci														1.00				1.00																		Calculations for CMF6i

		Data for unsignalized intersections only:														--				--

		Number of major-road approaches with left-turn lanes (0,1,2)														0				0																		pramv(FI) :		0.347		premv(FI) :		0.450

		Number of major-road approaches with right-turn lanes (0,1,2)														0				0																		pramv(PDO) :		0.244		premv(PDO) :		0.483

		Data for signalized intersections only:														--				--																		Nbimv(FI) :		1.720		Nbimv(FI) :		1.720

		Number of approaches with left-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				2																		Nbimv(PDO) :		3.394		Nbimv(PDO) :		3.394

		Number of approaches with right-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				0																		Nbisv :		0.310		Nbisv :		0.310

		Number of approaches with left-turn signal phasing [for 3SG, use maximum value of 3]														--				3																		pra :		0.263		pre :		0.445

		Type of left-turn signal phasing for Leg #1														Permissive				Protected / Permissive

		Type of left-turn signal phasing for Leg #2														--				Permissive																		CMF6i :		1.01

		Type of left-turn signal phasing for Leg #3														--				Protected

		Type of left-turn signal phasing for Leg #4 (if applicable)														--				Protected

		Number of approaches with right-turn-on-red prohibited [for 3SG, use maximum value of 3]														0				4

		Intersection red light cameras (present/not present)														Not Present				Not Present

		Sum of all pedestrian crossing volumes  (PedVol) -- Signalized intersections only																		1,370

		Maximum number of lanes crossed by a pedestrian (nlanesx)														--				3

		Number of bus stops within 300 m (1,000 ft) of the intersection														0				0

		Schools within 300 m (1,000 ft) of the intersection (present/not present)														Not Present				Present

		Number of alcohol sales establishments within 300 m (1,000 ft) of the intersection														0				0

		Worksheet 2B -- Crash Modification Factors for Urban and Suburban Arterial Intersections

		(1)				(2)				(3)				(4)				(5)				(6)				(7)

		CMF for Left-Turn Lanes				CMF for Left-Turn Signal Phasing				CMF for Right-Turn Lanes				CMF for Right Turn on Red				CMF for Lighting				CMF for Red Light Cameras				Combined CMF

		CMF 1i				CMF 2i				CMF 3i				CMF 4i				CMF 5i				CMF 6i				CMF COMB

		from Table 12-24				from Table 12-25				from Table 12-26				from Equation 12-35				from Equation 12-36				from Equation 12-37				(1)*(2)*(3)*(4)*(5)*(6)

		0.81				0.87				1.00				0.92				0.91				1.00				0.60

		Worksheet 2C -- Multiple-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbimv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbimv

						from Table 12-10						from Table 12-10				from Equation 12-21						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-10.99		1.07		0.23		0.39				5.114		1.000				5.114		0.60		1.00		3.044

		Fatal and Injury (FI)				-13.14		1.18		0.22		0.33				1.654		(4)FI/((4)FI+(4)PDO)				1.720		0.60		1.00		1.024

																		0.336

		Property Damage Only (PDO)				-11.02		1.02		0.24		0.44				3.263		(5)TOTAL-(5)FI				3.394		0.60		1.00		2.020

																		0.664

		Worksheet 2D -- Multiple-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bimv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bimv (PDO) (crashes/year)				Predicted N bimv (TOTAL) (crashes/year)

								from Table 12-11				(9)FI from Worksheet 2C				from Table 12-11				(9)PDO from Worksheet 2C				(9)PDO from Worksheet 2C

		Total						1.000				1.024				1.000				2.020				3.044

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.450				0.461				0.483				0.976				1.436

		Head-on collision						0.049				0.050				0.030				0.061				0.111

		Angle collision						0.347				0.355				0.244				0.493				0.848

		Sideswipe						0.099				0.101				0.032				0.065				0.166

		Other multiple-vehicle collision						0.055				0.056				0.211				0.426				0.483

		Worksheet 2E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbisv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbisv

						from Table 12-12						from Table 12-12				from Eqn. 12-24; (FI) from Eqn. 12-24 or 12-27						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-10.21		0.68		0.27		0.36				0.310		1.000				0.310		0.60		1.00		0.185

		Fatal and Injury (FI)				-9.25		0.43		0.29		0.09				0.078		(4)FI/((4)FI+(4)PDO)				0.078		0.60		1.00		0.046

																		0.251

		Property Damage Only (PDO)				-11.34		0.78		0.25		0.44				0.232		(5)TOTAL-(5)FI				0.232		0.60		1.00		0.138

																		0.749

		Worksheet 2F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bisv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bisv (PDO) (crashes/year)				Predicted N bisv (TOTAL) (crashes/year)

								from Table 12-13				(9)FI from Worksheet 2E				from Table 12-13				(9)PDO from Worksheet 2E				(9)PDO from Worksheet 2E

		Total						1.000				0.046				1.000				0.138				0.185

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with parked vehicle						0.001				0.000				0.001				0.000				0.000

		Collision with animal						0.002				0.000				0.002				0.000				0.000

		Collision with fixed object						0.744				0.035				0.870				0.120				0.155

		Collision with other object						0.072				0.003				0.070				0.010				0.013

		Other single-vehicle collision						0.040				0.002				0.023				0.003				0.005

		Single-vehicle noncollision						0.141				0.007				0.034				0.005				0.011

		Worksheet 2G -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Stop-Controlled Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fpedi				Calibration factor, Ci				Predicted Npedi

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-16								(4)*(5)*(6)

		Total						--				--				--		--				1.00				--

		Fatal and injury (FI)						--				--				--		--				1.00				--

				Worksheet 2H -- Crash Modification Factors for Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

				(1)						(2)						(3)						(4)

				CMF for Bus Stops						CMF for Schools						CMF for Alcohol Sales Establishments						Combined CMF

				CMF1p						CMF2p						CMF3p

				from Table 12-28						from Table 12-29						from Table 12-30						(1)*(2)*(3)

				1.00						1.35						1.00						1.35

		Worksheet 2I -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

		(1)				(2)										(3)		(4)				(5)				(6)		(7)

		Crash Severity Level				SPF Coefficients										Overdispersion Parameter, k		Npedbase				Combined CMF				Calibration factor, Ci		Predicted Npedi

						from Table 12-14												from Equation 12-29				(4) from Worksheet 2H						(4)*(5)*(6)

						a		b		c		d		e

		Total				-9.53		0.40		0.26		0.45		0.04		0.24		0.077				1.35				1.00		0.105

		Fatal and Injury (FI)				--		--		--		--		--		--		--				--				1.00		0.105

		Worksheet 2J -- Vehicle-Bicycle Collisions for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fbikei				Calibration factor, Ci				Predicted Nbikei

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-17								(4)*(5)*(6)

		Total						3.044				0.185				3.229		0.015				1.00				0.048

		Fatal and injury (FI)						--				--				--		--				1.00				0.048

		Worksheet 2K -- Crash Severity Distribution for Urban and Suburban Arterial Intersections

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 2D and 2F;						(5) from Worksheet 2D and 2F						(6) from Worksheet 2D and 2F;

												(7) from 2G or 2I and 2J												(7) from 2G or 2I and 2J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 2D)										0.461						0.976						1.436

		Head-on collisions (from Worksheet 2D)										0.050						0.061						0.111

		Angle collisions (from Worksheet 2D)										0.355						0.493						0.848

		Sideswipe (from Worksheet 2D)										0.101						0.065						0.166

		Other multiple-vehicle collision (from Worksheet 2D)										0.056						0.426						0.483

		Subtotal										1.024						2.020						3.044

		SINGLE-VEHICLE

		Collision with parked vehicle (from Worksheet 2F)										0.000						0.000						0.000

		Collision with animal (from Worksheet 2F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 2F)										0.035						0.120						0.155

		Collision with other object (from Worksheet 2F)										0.003						0.010						0.013

		Other single-vehicle collision (from Worksheet 2F)										0.002						0.003						0.005

		Single-vehicle noncollision (from Worksheet 2F)										0.007						0.005						0.011

		Collision with pedestrian (from Worksheet 2G or 2I)										0.105						0.000						0.105

		Collision with bicycle (from Worksheet 2J)										0.048						0.000						0.048

		Subtotal										0.199						0.138						0.338

		Total										1.223						2.158						3.382

										Worksheet 2L -- Summary Results for Urban and Suburban Arterial Intersections

										(1)						(2)

										Crash severity level						Predicted average crash frequency, Npredicted int (crashes/year)

																(Total) from Worksheet 2K

										Total						3.4

										Fatal and injury (FI)						1.2

										Property damage only (PDO)						2.2



&CUrban and Suburban Arterial Predictive Method
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Intersection 9 - Perry St

		

		Worksheet 2A -- General Information and Input Data for Urban and Suburban Arterial Intersections

		General Information														Location Information																						Calculations for CMF2i

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Intersection						Perry Street																Leg #1 CMF:		1.00

		Date Performed								02/01/18						Jurisdiction						NJDOT																Leg #2 CMF:		1.00

																Analysis Year						2026																Leg #3 CMF:		1.00

		Input Data														Base Conditions				Site Conditions																		Leg #4 CMF:		1.00

		Intersection type (3ST, 3SG, 4ST, 4SG)														--				4SG												Signalized four-leg intersections						Composite Value:		1.00

		AADT major (veh/day)								AADTMAX =		67,700		(veh/day)		--				22,689										AADT OK

		AADT minor (veh/day)								AADTMAX =		33,400		(veh/day)		--				3,749										AADT OK

		Intersection lighting (present/not present)														Not Present				Present

		Calibration factor, Ci														1.00				1.00																		Calculations for CMF6i

		Data for unsignalized intersections only:														--				--

		Number of major-road approaches with left-turn lanes (0,1,2)														0				0																		pramv(FI) :		0.347		premv(FI) :		0.450

		Number of major-road approaches with right-turn lanes (0,1,2)														0				0																		pramv(PDO) :		0.244		premv(PDO) :		0.483

		Data for signalized intersections only:														--				--																		Nbimv(FI) :		1.724		Nbimv(FI) :		1.724

		Number of approaches with left-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				2																		Nbimv(PDO) :		3.403		Nbimv(PDO) :		3.403

		Number of approaches with right-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				0																		Nbisv :		0.311		Nbisv :		0.311

		Number of approaches with left-turn signal phasing [for 3SG, use maximum value of 3]														--				0																		pra :		0.263		pre :		0.445

		Type of left-turn signal phasing for Leg #1														Permissive				Permissive

		Type of left-turn signal phasing for Leg #2														--				Permissive																		CMF6i :		1.01

		Type of left-turn signal phasing for Leg #3														--				Permissive

		Type of left-turn signal phasing for Leg #4 (if applicable)														--				Permissive

		Number of approaches with right-turn-on-red prohibited [for 3SG, use maximum value of 3]														0				0

		Intersection red light cameras (present/not present)														Not Present				Not Present

		Sum of all pedestrian crossing volumes  (PedVol) -- Signalized intersections only																		106

		Maximum number of lanes crossed by a pedestrian (nlanesx)														--				3

		Number of bus stops within 300 m (1,000 ft) of the intersection														0				0

		Schools within 300 m (1,000 ft) of the intersection (present/not present)														Not Present				Present

		Number of alcohol sales establishments within 300 m (1,000 ft) of the intersection														0				1

		Worksheet 2B -- Crash Modification Factors for Urban and Suburban Arterial Intersections

		(1)				(2)				(3)				(4)				(5)				(6)				(7)

		CMF for Left-Turn Lanes				CMF for Left-Turn Signal Phasing				CMF for Right-Turn Lanes				CMF for Right Turn on Red				CMF for Lighting				CMF for Red Light Cameras				Combined CMF

		CMF 1i				CMF 2i				CMF 3i				CMF 4i				CMF 5i				CMF 6i				CMF COMB

		from Table 12-24				from Table 12-25				from Table 12-26				from Equation 12-35				from Equation 12-36				from Equation 12-37				(1)*(2)*(3)*(4)*(5)*(6)

		0.81				1.00				1.00				1.00				0.91				1.00				0.74

		Worksheet 2C -- Multiple-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbimv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbimv

						from Table 12-10						from Table 12-10				from Equation 12-21						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-10.99		1.07		0.23		0.39				5.127		1.000				5.127		0.74		1.00		3.782

		Fatal and Injury (FI)				-13.14		1.18		0.22		0.33				1.658		(4)FI/((4)FI+(4)PDO)				1.724		0.74		1.00		1.272

																		0.336

		Property Damage Only (PDO)				-11.02		1.02		0.24		0.44				3.271		(5)TOTAL-(5)FI				3.403		0.74		1.00		2.510

																		0.664

		Worksheet 2D -- Multiple-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bimv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bimv (PDO) (crashes/year)				Predicted N bimv (TOTAL) (crashes/year)

								from Table 12-11				(9)FI from Worksheet 2C				from Table 12-11				(9)PDO from Worksheet 2C				(9)PDO from Worksheet 2C

		Total						1.000				1.272				1.000				2.510				3.782

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.450				0.572				0.483				1.212				1.785

		Head-on collision						0.049				0.062				0.030				0.075				0.138

		Angle collision						0.347				0.441				0.244				0.612				1.054

		Sideswipe						0.099				0.126				0.032				0.080				0.206

		Other multiple-vehicle collision						0.055				0.070				0.211				0.530				0.600

		Worksheet 2E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbisv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbisv

						from Table 12-12						from Table 12-12				from Eqn. 12-24; (FI) from Eqn. 12-24 or 12-27						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-10.21		0.68		0.27		0.36				0.311		1.000				0.311		0.74		1.00		0.229

		Fatal and Injury (FI)				-9.25		0.43		0.29		0.09				0.078		(4)FI/((4)FI+(4)PDO)				0.078		0.74		1.00		0.058

																		0.251

		Property Damage Only (PDO)				-11.34		0.78		0.25		0.44				0.232		(5)TOTAL-(5)FI				0.233		0.74		1.00		0.172

																		0.749

		Worksheet 2F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bisv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bisv (PDO) (crashes/year)				Predicted N bisv (TOTAL) (crashes/year)

								from Table 12-13				(9)FI from Worksheet 2E				from Table 12-13				(9)PDO from Worksheet 2E				(9)PDO from Worksheet 2E

		Total						1.000				0.058				1.000				0.172				0.229

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with parked vehicle						0.001				0.000				0.001				0.000				0.000

		Collision with animal						0.002				0.000				0.002				0.000				0.000

		Collision with fixed object						0.744				0.043				0.870				0.149				0.192

		Collision with other object						0.072				0.004				0.070				0.012				0.016

		Other single-vehicle collision						0.040				0.002				0.023				0.004				0.006

		Single-vehicle noncollision						0.141				0.008				0.034				0.006				0.014

		Worksheet 2G -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Stop-Controlled Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fpedi				Calibration factor, Ci				Predicted Npedi

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-16								(4)*(5)*(6)

		Total						--				--				--		--				1.00				--

		Fatal and injury (FI)						--				--				--		--				1.00				--

				Worksheet 2H -- Crash Modification Factors for Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

				(1)						(2)						(3)						(4)

				CMF for Bus Stops						CMF for Schools						CMF for Alcohol Sales Establishments						Combined CMF

				CMF1p						CMF2p						CMF3p

				from Table 12-28						from Table 12-29						from Table 12-30						(1)*(2)*(3)

				1.00						1.35						1.12						1.51

		Worksheet 2I -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

		(1)				(2)										(3)		(4)				(5)				(6)		(7)

		Crash Severity Level				SPF Coefficients										Overdispersion Parameter, k		Npedbase				Combined CMF				Calibration factor, Ci		Predicted Npedi

						from Table 12-14												from Equation 12-29				(4) from Worksheet 2H						(4)*(5)*(6)

						a		b		c		d		e

		Total				-9.53		0.40		0.26		0.45		0.04		0.24		0.025				1.51				1.00		0.037

		Fatal and Injury (FI)				--		--		--		--		--		--		--				--				1.00		0.037

		Worksheet 2J -- Vehicle-Bicycle Collisions for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fbikei				Calibration factor, Ci				Predicted Nbikei

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-17								(4)*(5)*(6)

		Total						3.782				0.229				4.011		0.015				1.00				0.060

		Fatal and injury (FI)						--				--				--		--				1.00				0.060

		Worksheet 2K -- Crash Severity Distribution for Urban and Suburban Arterial Intersections

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 2D and 2F;						(5) from Worksheet 2D and 2F						(6) from Worksheet 2D and 2F;

												(7) from 2G or 2I and 2J												(7) from 2G or 2I and 2J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 2D)										0.572						1.212						1.785

		Head-on collisions (from Worksheet 2D)										0.062						0.075						0.138

		Angle collisions (from Worksheet 2D)										0.441						0.612						1.054

		Sideswipe (from Worksheet 2D)										0.126						0.080						0.206

		Other multiple-vehicle collision (from Worksheet 2D)										0.070						0.530						0.600

		Subtotal										1.272						2.510						3.782

		SINGLE-VEHICLE

		Collision with parked vehicle (from Worksheet 2F)										0.000						0.000						0.000

		Collision with animal (from Worksheet 2F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 2F)										0.043						0.149						0.192

		Collision with other object (from Worksheet 2F)										0.004						0.012						0.016

		Other single-vehicle collision (from Worksheet 2F)										0.002						0.004						0.006

		Single-vehicle noncollision (from Worksheet 2F)										0.008						0.006						0.014

		Collision with pedestrian (from Worksheet 2G or 2I)										0.037						0.000						0.037

		Collision with bicycle (from Worksheet 2J)										0.060						0.000						0.060

		Subtotal										0.155						0.172						0.327

		Total										1.427						2.682						4.108

										Worksheet 2L -- Summary Results for Urban and Suburban Arterial Intersections

										(1)						(2)

										Crash severity level						Predicted average crash frequency, Npredicted int (crashes/year)

																(Total) from Worksheet 2K

										Total						4.1

										Fatal and injury (FI)						1.4

										Property damage only (PDO)						2.7



&CUrban and Suburban Arterial Predictive Method
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Intersection 10 - Sammis Ave

		

		Worksheet 2A -- General Information and Input Data for Urban and Suburban Arterial Intersections

		General Information														Location Information																						Calculations for CMF2i

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Intersection						Sammis Avenue																Leg #1 CMF:		1.00

		Date Performed								02/01/18						Jurisdiction						NJDOT																Leg #2 CMF:		1.00

																Analysis Year						2026																Leg #3 CMF:		1.00

		Input Data														Base Conditions				Site Conditions																		Leg #4 CMF:		1.00

		Intersection type (3ST, 3SG, 4ST, 4SG)														--				3ST												Unsignalized three-leg intersection (stop control on minor-road approaches)						Composite Value:		1.00

		AADT major (veh/day)								AADTMAX =		45,700		(veh/day)		--				22,689										AADT OK

		AADT minor (veh/day)								AADTMAX =		9,300		(veh/day)		--				1,263										AADT OK

		Intersection lighting (present/not present)														Not Present				Present

		Calibration factor, Ci														1.00				1.00																		Calculations for CMF6i

		Data for unsignalized intersections only:														--				--

		Number of major-road approaches with left-turn lanes (0,1,2)														0				0																		pramv(FI) :		0.343		premv(FI) :		0.421

		Number of major-road approaches with right-turn lanes (0,1,2)														0				0																		pramv(PDO) :		0.262		premv(PDO) :		0.440

		Data for signalized intersections only:														--				--																		Nbimv(FI) :		0.746		Nbimv(FI) :		0.746

		Number of approaches with left-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				0																		Nbimv(PDO) :		1.269		Nbimv(PDO) :		1.269

		Number of approaches with right-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				0																		Nbisv :		0.209		Nbisv :		0.209

		Number of approaches with left-turn signal phasing [for 3SG, use maximum value of 3]														--				0																		pra :		0.265		pre :		0.392

		Type of left-turn signal phasing for Leg #1														Permissive				Not Applicable

		Type of left-turn signal phasing for Leg #2														--				Not Applicable																		CMF6i :		1.00

		Type of left-turn signal phasing for Leg #3														--				Not Applicable

		Type of left-turn signal phasing for Leg #4 (if applicable)														--				Not Applicable

		Number of approaches with right-turn-on-red prohibited [for 3SG, use maximum value of 3]														0				0

		Intersection red light cameras (present/not present)														Not Present				Not Present

		Sum of all pedestrian crossing volumes  (PedVol) -- Signalized intersections only																		0

		Maximum number of lanes crossed by a pedestrian (nlanesx)														--				0

		Number of bus stops within 300 m (1,000 ft) of the intersection														0				0

		Schools within 300 m (1,000 ft) of the intersection (present/not present)														Not Present				Not Present

		Number of alcohol sales establishments within 300 m (1,000 ft) of the intersection														0				0

		Worksheet 2B -- Crash Modification Factors for Urban and Suburban Arterial Intersections

		(1)				(2)				(3)				(4)				(5)				(6)				(7)

		CMF for Left-Turn Lanes				CMF for Left-Turn Signal Phasing				CMF for Right-Turn Lanes				CMF for Right Turn on Red				CMF for Lighting				CMF for Red Light Cameras				Combined CMF

		CMF 1i				CMF 2i				CMF 3i				CMF 4i				CMF 5i				CMF 6i				CMF COMB

		from Table 12-24				from Table 12-25				from Table 12-26				from Equation 12-35				from Equation 12-36				from Equation 12-37				(1)*(2)*(3)*(4)*(5)*(6)

		1.00				1.00				1.00				1.00				0.91				1.00				0.91

		Worksheet 2C -- Multiple-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbimv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbimv

						from Table 12-10						from Table 12-10				from Equation 12-21						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-13.36		1.11		0.41		0.80				2.015		1.000				2.015		0.91		1.00		1.833

		Fatal and Injury (FI)				-14.01		1.16		0.30		0.69				0.792		(4)FI/((4)FI+(4)PDO)				0.746		0.91		1.00		0.679

																		0.370

		Property Damage Only (PDO)				-15.38		1.20		0.51		0.77				1.347		(5)TOTAL-(5)FI				1.269		0.91		1.00		1.154

																		0.630

		Worksheet 2D -- Multiple-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bimv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bimv (PDO) (crashes/year)				Predicted N bimv (TOTAL) (crashes/year)

								from Table 12-11				(9)FI from Worksheet 2C				from Table 12-11				(9)PDO from Worksheet 2C				(9)PDO from Worksheet 2C

		Total						1.000				0.679				1.000				1.154				1.833

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.421				0.286				0.440				0.508				0.794

		Head-on collision						0.045				0.031				0.023				0.027				0.057

		Angle collision						0.343				0.233				0.262				0.302				0.535

		Sideswipe						0.126				0.086				0.040				0.046				0.132

		Other multiple-vehicle collision						0.065				0.044				0.235				0.271				0.315

		Worksheet 2E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbisv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbisv

						from Table 12-12						from Table 12-12				from Eqn. 12-24; (FI) from Eqn. 12-24 or 12-27						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-6.81		0.16		0.51		1.14				0.209		1.000				0.209		0.91		1.00		0.191

		Fatal and Injury (FI)				--		--		--		--				0.065		(4)FI/((4)FI+(4)PDO)				0.065		0.91		1.00		0.059

																		0.308

		Property Damage Only (PDO)				-8.36		0.25		0.55		1.29				0.146		(5)TOTAL-(5)FI				0.145		0.91		1.00		0.132

																		0.692

		Worksheet 2F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bisv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bisv (PDO) (crashes/year)				Predicted N bisv (TOTAL) (crashes/year)

								from Table 12-13				(9)FI from Worksheet 2E				from Table 12-13				(9)PDO from Worksheet 2E				(9)PDO from Worksheet 2E

		Total						1.000				0.059				1.000				0.132				0.191

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with parked vehicle						0.001				0.000				0.003				0.000				0.000

		Collision with animal						0.003				0.000				0.018				0.002				0.003

		Collision with fixed object						0.762				0.045				0.834				0.110				0.155

		Collision with other object						0.090				0.005				0.092				0.012				0.017

		Other single-vehicle collision						0.039				0.002				0.023				0.003				0.005

		Single-vehicle noncollision						0.105				0.006				0.030				0.004				0.010

		Worksheet 2G -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Stop-Controlled Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fpedi				Calibration factor, Ci				Predicted Npedi

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-16								(4)*(5)*(6)

		Total						1.833				0.191				2.024		0.021				1.00				0.042

		Fatal and injury (FI)						--				--				--		--				1.00				0.042

				Worksheet 2H -- Crash Modification Factors for Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

				(1)						(2)						(3)						(4)

				CMF for Bus Stops						CMF for Schools						CMF for Alcohol Sales Establishments						Combined CMF

				CMF1p						CMF2p						CMF3p

				from Table 12-28						from Table 12-29						from Table 12-30						(1)*(2)*(3)

				--						--						--						--

		Worksheet 2I -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

		(1)				(2)										(3)		(4)				(5)				(6)		(7)

		Crash Severity Level				SPF Coefficients										Overdispersion Parameter, k		Npedbase				Combined CMF				Calibration factor, Ci		Predicted Npedi

						from Table 12-14												from Equation 12-29				(4) from Worksheet 2H						(4)*(5)*(6)

						a		b		c		d		e

		Total				--		--		--		--		--		--		--				--				1.00		--

		Fatal and Injury (FI)				--		--		--		--		--		--		--				--				1.00		--

		Worksheet 2J -- Vehicle-Bicycle Collisions for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fbikei				Calibration factor, Ci				Predicted Nbikei

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-17								(4)*(5)*(6)

		Total						1.833				0.191				2.024		0.016				1.00				0.032

		Fatal and injury (FI)						--				--				--		--				1.00				0.032

		Worksheet 2K -- Crash Severity Distribution for Urban and Suburban Arterial Intersections

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 2D and 2F;						(5) from Worksheet 2D and 2F						(6) from Worksheet 2D and 2F;

												(7) from 2G or 2I and 2J												(7) from 2G or 2I and 2J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 2D)										0.286						0.508						0.794

		Head-on collisions (from Worksheet 2D)										0.031						0.027						0.057

		Angle collisions (from Worksheet 2D)										0.233						0.302						0.535

		Sideswipe (from Worksheet 2D)										0.086						0.046						0.132

		Other multiple-vehicle collision (from Worksheet 2D)										0.044						0.271						0.315

		Subtotal										0.679						1.154						1.833

		SINGLE-VEHICLE

		Collision with parked vehicle (from Worksheet 2F)										0.000						0.000						0.000

		Collision with animal (from Worksheet 2F)										0.000						0.002						0.003

		Collision with fixed object (from Worksheet 2F)										0.045						0.110						0.155

		Collision with other object (from Worksheet 2F)										0.005						0.012						0.017

		Other single-vehicle collision (from Worksheet 2F)										0.002						0.003						0.005

		Single-vehicle noncollision (from Worksheet 2F)										0.006						0.004						0.010

		Collision with pedestrian (from Worksheet 2G or 2I)										0.042						0.000						0.042

		Collision with bicycle (from Worksheet 2J)										0.032						0.000						0.032

		Subtotal										0.134						0.132						0.265

		Total										0.812						1.286						2.099

										Worksheet 2L -- Summary Results for Urban and Suburban Arterial Intersections

										(1)						(2)

										Crash severity level						Predicted average crash frequency, Npredicted int (crashes/year)

																(Total) from Worksheet 2K

										Total						2.1

										Fatal and injury (FI)						0.8

										Property damage only (PDO)						1.3



&CUrban and Suburban Arterial Predictive Method
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Intersection 11 - Shopping Ctr

		

		Worksheet 2A -- General Information and Input Data for Urban and Suburban Arterial Intersections

		General Information														Location Information																						Calculations for CMF2i

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Intersection						Shopping Center Driveway																Leg #1 CMF:		0.94

		Date Performed								02/01/18						Jurisdiction						NJDOT																Leg #2 CMF:		0.99

																Analysis Year						2026																Leg #3 CMF:		1.00

		Input Data														Base Conditions				Site Conditions																		Leg #4 CMF:		1.00

		Intersection type (3ST, 3SG, 4ST, 4SG)														--				3SG												Signalized three-leg intersections						Composite Value:		0.93

		AADT major (veh/day)								AADTMAX =		58,100		(veh/day)		--				22,689										AADT OK

		AADT minor (veh/day)								AADTMAX =		16,400		(veh/day)		--				5,322										AADT OK

		Intersection lighting (present/not present)														Not Present				Present

		Calibration factor, Ci														1.00				1.00																		Calculations for CMF6i

		Data for unsignalized intersections only:														--				--

		Number of major-road approaches with left-turn lanes (0,1,2)														0				0																		pramv(FI) :		0.280		premv(FI) :		0.549

		Number of major-road approaches with right-turn lanes (0,1,2)														0				0																		pramv(PDO) :		0.204		premv(PDO) :		0.546

		Data for signalized intersections only:														--				--																		Nbimv(FI) :		1.171		Nbimv(FI) :		1.171

		Number of approaches with left-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				2																		Nbimv(PDO) :		2.263		Nbimv(PDO) :		2.263

		Number of approaches with right-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				1																		Nbisv :		0.253		Nbisv :		0.253

		Number of approaches with left-turn signal phasing [for 3SG, use maximum value of 3]														--				2																		pra :		0.214		pre :		0.510

		Type of left-turn signal phasing for Leg #1														Permissive				Protected

		Type of left-turn signal phasing for Leg #2														--				Protected / Permissive																		CMF6i :		1.04

		Type of left-turn signal phasing for Leg #3														--				Not Applicable

		Type of left-turn signal phasing for Leg #4 (if applicable)														--				Not Applicable

		Number of approaches with right-turn-on-red prohibited [for 3SG, use maximum value of 3]														0				0

		Intersection red light cameras (present/not present)														Not Present				Not Present

		Sum of all pedestrian crossing volumes  (PedVol) -- Signalized intersections only																		46

		Maximum number of lanes crossed by a pedestrian (nlanesx)														--				4

		Number of bus stops within 300 m (1,000 ft) of the intersection														0				0

		Schools within 300 m (1,000 ft) of the intersection (present/not present)														Not Present				Not Present

		Number of alcohol sales establishments within 300 m (1,000 ft) of the intersection														0				1

		Worksheet 2B -- Crash Modification Factors for Urban and Suburban Arterial Intersections

		(1)				(2)				(3)				(4)				(5)				(6)				(7)

		CMF for Left-Turn Lanes				CMF for Left-Turn Signal Phasing				CMF for Right-Turn Lanes				CMF for Right Turn on Red				CMF for Lighting				CMF for Red Light Cameras				Combined CMF

		CMF 1i				CMF 2i				CMF 3i				CMF 4i				CMF 5i				CMF 6i				CMF COMB

		from Table 12-24				from Table 12-25				from Table 12-26				from Equation 12-35				from Equation 12-36				from Equation 12-37				(1)*(2)*(3)*(4)*(5)*(6)

		0.86				0.93				0.96				1.00				0.91				1.00				0.70

		Worksheet 2C -- Multiple-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbimv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbimv

						from Table 12-10						from Table 12-10				from Equation 12-21						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-12.13		1.11		0.26		0.33				3.434		1.000				3.434		0.70		1.00		2.402

		Fatal and Injury (FI)				-11.58		1.02		0.17		0.30				1.115		(4)FI/((4)FI+(4)PDO)				1.171		0.70		1.00		0.819

																		0.341

		Property Damage Only (PDO)				-13.24		1.14		0.30		0.36				2.155		(5)TOTAL-(5)FI				2.263		0.70		1.00		1.583

																		0.659

		Worksheet 2D -- Multiple-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bimv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bimv (PDO) (crashes/year)				Predicted N bimv (TOTAL) (crashes/year)

								from Table 12-11				(9)FI from Worksheet 2C				from Table 12-11				(9)PDO from Worksheet 2C				(9)PDO from Worksheet 2C

		Total						1.000				0.819				1.000				1.583				2.402

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.549				0.450				0.546				0.864				1.314

		Head-on collision						0.038				0.031				0.020				0.032				0.063

		Angle collision						0.280				0.229				0.204				0.323				0.552

		Sideswipe						0.076				0.062				0.032				0.051				0.113

		Other multiple-vehicle collision						0.057				0.047				0.198				0.313				0.360

		Worksheet 2E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbisv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbisv

						from Table 12-12						from Table 12-12				from Eqn. 12-24; (FI) from Eqn. 12-24 or 12-27						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-9.02		0.42		0.40		0.36				0.253		1.000				0.253		0.70		1.00		0.177

		Fatal and Injury (FI)				-9.75		0.27		0.51		0.24				0.070		(4)FI/((4)FI+(4)PDO)				0.071		0.70		1.00		0.050

																		0.283

		Property Damage Only (PDO)				-9.08		0.45		0.33		0.53				0.176		(5)TOTAL-(5)FI				0.181		0.70		1.00		0.127

																		0.717

		Worksheet 2F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bisv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bisv (PDO) (crashes/year)				Predicted N bisv (TOTAL) (crashes/year)

								from Table 12-13				(9)FI from Worksheet 2E				from Table 12-13				(9)PDO from Worksheet 2E				(9)PDO from Worksheet 2E

		Total						1.000				0.050				1.000				0.127				0.177

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with parked vehicle						0.001				0.000				0.001				0.000				0.000

		Collision with animal						0.001				0.000				0.003				0.000				0.000

		Collision with fixed object						0.653				0.033				0.895				0.113				0.146

		Collision with other object						0.091				0.005				0.069				0.009				0.013

		Other single-vehicle collision						0.045				0.002				0.018				0.002				0.005

		Single-vehicle noncollision						0.209				0.010				0.014				0.002				0.012

		Worksheet 2G -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Stop-Controlled Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fpedi				Calibration factor, Ci				Predicted Npedi

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-16								(4)*(5)*(6)

		Total						--				--				--		--				1.00				--

		Fatal and injury (FI)						--				--				--		--				1.00				--

				Worksheet 2H -- Crash Modification Factors for Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

				(1)						(2)						(3)						(4)

				CMF for Bus Stops						CMF for Schools						CMF for Alcohol Sales Establishments						Combined CMF

				CMF1p						CMF2p						CMF3p

				from Table 12-28						from Table 12-29						from Table 12-30						(1)*(2)*(3)

				1.00						1.00						1.12						1.12

		Worksheet 2I -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

		(1)				(2)										(3)		(4)				(5)				(6)		(7)

		Crash Severity Level				SPF Coefficients										Overdispersion Parameter, k		Npedbase				Combined CMF				Calibration factor, Ci		Predicted Npedi

						from Table 12-14												from Equation 12-29				(4) from Worksheet 2H						(4)*(5)*(6)

						a		b		c		d		e

		Total				-6.60		0.05		0.24		0.41		0.09		0.52		0.011				1.12				1.00		0.012

		Fatal and Injury (FI)				--		--		--		--		--		--		--				--				1.00		0.012

		Worksheet 2J -- Vehicle-Bicycle Collisions for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fbikei				Calibration factor, Ci				Predicted Nbikei

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-17								(4)*(5)*(6)

		Total						2.402				0.177				2.579		0.011				1.00				0.028

		Fatal and injury (FI)						--				--				--		--				1.00				0.028

		Worksheet 2K -- Crash Severity Distribution for Urban and Suburban Arterial Intersections

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 2D and 2F;						(5) from Worksheet 2D and 2F						(6) from Worksheet 2D and 2F;

												(7) from 2G or 2I and 2J												(7) from 2G or 2I and 2J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 2D)										0.450						0.864						1.314

		Head-on collisions (from Worksheet 2D)										0.031						0.032						0.063

		Angle collisions (from Worksheet 2D)										0.229						0.323						0.552

		Sideswipe (from Worksheet 2D)										0.062						0.051						0.113

		Other multiple-vehicle collision (from Worksheet 2D)										0.047						0.313						0.360

		Subtotal										0.819						1.583						2.402

		SINGLE-VEHICLE

		Collision with parked vehicle (from Worksheet 2F)										0.000						0.000						0.000

		Collision with animal (from Worksheet 2F)										0.000						0.000						0.000

		Collision with fixed object (from Worksheet 2F)										0.033						0.113						0.146

		Collision with other object (from Worksheet 2F)										0.005						0.009						0.013

		Other single-vehicle collision (from Worksheet 2F)										0.002						0.002						0.005

		Single-vehicle noncollision (from Worksheet 2F)										0.010						0.002						0.012

		Collision with pedestrian (from Worksheet 2G or 2I)										0.012						0.000						0.012

		Collision with bicycle (from Worksheet 2J)										0.028						0.000						0.028

		Subtotal										0.091						0.127						0.218

		Total										0.910						1.710						2.620

										Worksheet 2L -- Summary Results for Urban and Suburban Arterial Intersections

										(1)						(2)

										Crash severity level						Predicted average crash frequency, Npredicted int (crashes/year)

																(Total) from Worksheet 2K

										Total						2.6

										Fatal and injury (FI)						0.9

										Property damage only (PDO)						1.7
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		Worksheet 2A -- General Information and Input Data for Urban and Suburban Arterial Intersections

		General Information														Location Information																						Calculations for CMF2i

		Analyst								JMD						Roadway						US Route 46

		Agency or Company								GPI						Intersection						W. Main St. / Dover-Rockaway Rd. (CR 513)																Leg #1 CMF:		1.00

		Date Performed								02/01/18						Jurisdiction						NJDOT																Leg #2 CMF:		1.00

																Analysis Year						2026																Leg #3 CMF:		1.00

		Input Data														Base Conditions				Site Conditions																		Leg #4 CMF:		1.00

		Intersection type (3ST, 3SG, 4ST, 4SG)														--				4SG												Signalized four-leg intersections						Composite Value:		1.00

		AADT major (veh/day)								AADTMAX =		67,700		(veh/day)		--				22,689										AADT OK

		AADT minor (veh/day)								AADTMAX =		33,400		(veh/day)		--				9,982										AADT OK

		Intersection lighting (present/not present)														Not Present				Present

		Calibration factor, Ci														1.00				1.00																		Calculations for CMF6i

		Data for unsignalized intersections only:														--				--

		Number of major-road approaches with left-turn lanes (0,1,2)														0				0																		pramv(FI) :		0.347		premv(FI) :		0.450

		Number of major-road approaches with right-turn lanes (0,1,2)														0				0																		pramv(PDO) :		0.244		premv(PDO) :		0.483

		Data for signalized intersections only:														--				--																		Nbimv(FI) :		2.132		Nbimv(FI) :		2.132

		Number of approaches with left-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				0																		Nbimv(PDO) :		4.290		Nbimv(PDO) :		4.290

		Number of approaches with right-turn lanes (0,1,2,3,4) [for 3SG, use maximum value of 3]														0				0																		Nbisv :		0.405		Nbisv :		0.405

		Number of approaches with left-turn signal phasing [for 3SG, use maximum value of 3]														--				0																		pra :		0.262		pre :		0.444

		Type of left-turn signal phasing for Leg #1														Permissive				Not Applicable

		Type of left-turn signal phasing for Leg #2														--				Not Applicable																		CMF6i :		1.01

		Type of left-turn signal phasing for Leg #3														--				Permissive

		Type of left-turn signal phasing for Leg #4 (if applicable)														--				Permissive

		Number of approaches with right-turn-on-red prohibited [for 3SG, use maximum value of 3]														0				0

		Intersection red light cameras (present/not present)														Not Present				Not Present

		Sum of all pedestrian crossing volumes  (PedVol) -- Signalized intersections only																		19

		Maximum number of lanes crossed by a pedestrian (nlanesx)														--				4

		Number of bus stops within 300 m (1,000 ft) of the intersection														0				1

		Schools within 300 m (1,000 ft) of the intersection (present/not present)														Not Present				Present

		Number of alcohol sales establishments within 300 m (1,000 ft) of the intersection														0				1

		Worksheet 2B -- Crash Modification Factors for Urban and Suburban Arterial Intersections

		(1)				(2)				(3)				(4)				(5)				(6)				(7)

		CMF for Left-Turn Lanes				CMF for Left-Turn Signal Phasing				CMF for Right-Turn Lanes				CMF for Right Turn on Red				CMF for Lighting				CMF for Red Light Cameras				Combined CMF

		CMF 1i				CMF 2i				CMF 3i				CMF 4i				CMF 5i				CMF 6i				CMF COMB

		from Table 12-24				from Table 12-25				from Table 12-26				from Equation 12-35				from Equation 12-36				from Equation 12-37				(1)*(2)*(3)*(4)*(5)*(6)

		1.00				1.00				1.00				1.00				0.91				1.00				0.91

		Worksheet 2C -- Multiple-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbimv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbimv

						from Table 12-10						from Table 12-10				from Equation 12-21						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-10.99		1.07		0.23		0.39				6.422		1.000				6.422		0.91		1.00		5.848

		Fatal and Injury (FI)				-13.14		1.18		0.22		0.33				2.056		(4)FI/((4)FI+(4)PDO)				2.132		0.91		1.00		1.941

																		0.332

		Property Damage Only (PDO)				-11.02		1.02		0.24		0.44				4.138		(5)TOTAL-(5)FI				4.290		0.91		1.00		3.907

																		0.668

		Worksheet 2D -- Multiple-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bimv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bimv (PDO) (crashes/year)				Predicted N bimv (TOTAL) (crashes/year)

								from Table 12-11				(9)FI from Worksheet 2C				from Table 12-11				(9)PDO from Worksheet 2C				(9)PDO from Worksheet 2C

		Total						1.000				1.941				1.000				3.907				5.848

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Rear-end collision						0.450				0.874				0.483				1.887				2.761

		Head-on collision						0.049				0.095				0.030				0.117				0.212

		Angle collision						0.347				0.674				0.244				0.953				1.627

		Sideswipe						0.099				0.192				0.032				0.125				0.317

		Other multiple-vehicle collision						0.055				0.107				0.211				0.824				0.931

		Worksheet 2E -- Single-Vehicle Collisions by Severity Level for Urban and Suburban Arterial Intersections

		(1)				(2)						(3)				(4)		(5)				(6)		(7)		(8)		(9)

		Crash Severity Level				SPF Coefficients						Overdispersion Parameter, k				Initial Nbisv		Proportion of Total Crashes				Adjusted Nbimv		Combined CMFs		Calibration Factor, Ci		Predicted Nbisv

						from Table 12-12						from Table 12-12				from Eqn. 12-24; (FI) from Eqn. 12-24 or 12-27						(4)TOTAL*(5)		(7) from Worksheet 2B				(6)*(7)*(8)

						a		b		c

		Total				-10.21		0.68		0.27		0.36				0.405		1.000				0.405		0.91		1.00		0.369

		Fatal and Injury (FI)				-9.25		0.43		0.29		0.09				0.104		(4)FI/((4)FI+(4)PDO)				0.105		0.91		1.00		0.095

																		0.259

		Property Damage Only (PDO)				-11.34		0.78		0.25		0.44				0.297		(5)TOTAL-(5)FI				0.300		0.91		1.00		0.273

																		0.741

		Worksheet 2F -- Single-Vehicle Collisions by Collision Type for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)				(5)				(6)

		Collision Type						Proportion of Collision Type(FI)				Predicted N bisv (FI) (crashes/year)				Proportion of Collision Type (PDO)				Predicted N bisv (PDO) (crashes/year)				Predicted N bisv (TOTAL) (crashes/year)

								from Table 12-13				(9)FI from Worksheet 2E				from Table 12-13				(9)PDO from Worksheet 2E				(9)PDO from Worksheet 2E

		Total						1.000				0.095				1.000				0.273				0.369

												(2)*(3)FI								(4)*(5)PDO				(3)+(5)

		Collision with parked vehicle						0.001				0.000				0.001				0.000				0.000

		Collision with animal						0.002				0.000				0.002				0.001				0.001

		Collision with fixed object						0.744				0.071				0.870				0.238				0.309

		Collision with other object						0.072				0.007				0.070				0.019				0.026

		Other single-vehicle collision						0.040				0.004				0.023				0.006				0.010

		Single-vehicle noncollision						0.141				0.013				0.034				0.009				0.023

		Worksheet 2G -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Stop-Controlled Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fpedi				Calibration factor, Ci				Predicted Npedi

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-16								(4)*(5)*(6)

		Total						--				--				--		--				1.00				--

		Fatal and injury (FI)						--				--				--		--				1.00				--

				Worksheet 2H -- Crash Modification Factors for Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

				(1)						(2)						(3)						(4)

				CMF for Bus Stops						CMF for Schools						CMF for Alcohol Sales Establishments						Combined CMF

				CMF1p						CMF2p						CMF3p

				from Table 12-28						from Table 12-29						from Table 12-30						(1)*(2)*(3)

				2.78						1.35						1.12						4.20

		Worksheet 2I -- Vehicle-Pedestrian Collisions for Urban and Suburban Arterial Signalized Intersections

		(1)				(2)										(3)		(4)				(5)				(6)		(7)

		Crash Severity Level				SPF Coefficients										Overdispersion Parameter, k		Npedbase				Combined CMF				Calibration factor, Ci		Predicted Npedi

						from Table 12-14												from Equation 12-29				(4) from Worksheet 2H						(4)*(5)*(6)

						a		b		c		d		e

		Total				-9.53		0.40		0.26		0.45		0.04		0.24		0.017				4.20				1.00		0.070

		Fatal and Injury (FI)				--		--		--		--		--		--		--				--				1.00		0.070

		Worksheet 2J -- Vehicle-Bicycle Collisions for Urban and Suburban Arterial Intersections

		(1)						(2)				(3)				(4)		(5)				(6)				(7)

		Crash Severity Level						Predicted Nbimv				Predicted Nbisv				Predicted Nbi		fbikei				Calibration factor, Ci				Predicted Nbikei

								(9) from Worksheet 2C				(9) from Worksheet 2E				(2) + (3)		from Table 12-17								(4)*(5)*(6)

		Total						5.848				0.369				6.217		0.015				1.00				0.093

		Fatal and injury (FI)						--				--				--		--				1.00				0.093

		Worksheet 2K -- Crash Severity Distribution for Urban and Suburban Arterial Intersections

		(1)										(2)						(3)						(4)

		Collision type										Fatal and injury (FI)						Property damage only (PDO)						Total

												(3) from Worksheet 2D and 2F;						(5) from Worksheet 2D and 2F						(6) from Worksheet 2D and 2F;

												(7) from 2G or 2I and 2J												(7) from 2G or 2I and 2J

		MULTIPLE-VEHICLE

		Rear-end collisions (from Worksheet 2D)										0.874						1.887						2.761

		Head-on collisions (from Worksheet 2D)										0.095						0.117						0.212

		Angle collisions (from Worksheet 2D)										0.674						0.953						1.627

		Sideswipe (from Worksheet 2D)										0.192						0.125						0.317

		Other multiple-vehicle collision (from Worksheet 2D)										0.107						0.824						0.931

		Subtotal										1.941						3.907						5.848

		SINGLE-VEHICLE

		Collision with parked vehicle (from Worksheet 2F)										0.000						0.000						0.000

		Collision with animal (from Worksheet 2F)										0.000						0.001						0.001

		Collision with fixed object (from Worksheet 2F)										0.071						0.238						0.309

		Collision with other object (from Worksheet 2F)										0.007						0.019						0.026

		Other single-vehicle collision (from Worksheet 2F)										0.004						0.006						0.010

		Single-vehicle noncollision (from Worksheet 2F)										0.013						0.009						0.023

		Collision with pedestrian (from Worksheet 2G or 2I)										0.070						0.000						0.070

		Collision with bicycle (from Worksheet 2J)										0.093						0.000						0.093

		Subtotal										0.258						0.273						0.532

		Total										2.200						4.180						6.380

										Worksheet 2L -- Summary Results for Urban and Suburban Arterial Intersections

										(1)						(2)

										Crash severity level						Predicted average crash frequency, Npredicted int (crashes/year)

																(Total) from Worksheet 2K

										Total						6.4

										Fatal and injury (FI)						2.2

										Property damage only (PDO)						4.2
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Intersection Tables

				Tables Affiliated with SPF Computation:																																														Tables Affiliated with Crash Modification Factors:

				Table 12-10: SPF Coefficients for Multiple-Vehicle Collisions at Intersections														Table 12-12: SPF Coefficients for Single-Vehicle Crashes at Intersections														Table 12-14: SPF for Vehicle-Pedestrian Collisions at Signalized Intersections																		Table 12-24: Crash Modification Factor (CMF1i) for Installation of Left-Turn Lanes on Intersection Approaches

				Intersection type		Coefficients use in Eqn. 12-21						Overdispersion    parameter     (k)						Intersection type		Coefficients use in Eqn. 12-24						Overdispersion    parameter     (k)						Intersection type		Coefficients use in Eqn. 12-29										Overdispersion    parameter     (k)						Intersection Type		Intersection traffic control				Number of approaches with left-turn lanes a

						Intercept		AADTmaj		AADTmin										Intercept		AADTmaj		AADTmin										Intercept		AADTtot		AADTmin/AADTmaj		PedVol		nlanesx

						(a)		(b)		(c)										(a)		(b)		(c)										(a)		(b)		(c)		(d)		(e)														One  approach		Two approaches		Three approaches		Four approaches

				Total crashes														Total crashes														Total crashes

				3ST		-13.36		1.11		0.41		0.80						3ST		-6.81		0.16		0.51		1.14						3SG		-6.60		0.05		0.24		0.41		0.09		0.52						3ST		Minor-road STOP controlb				0.67		0.45		--		--

				3SG		-12.13		1.11		0.26		0.33						3SG		-9.02		0.42		0.40		0.36						4SG		-9.53		0.40		0.26		0.45		0.04		0.24						3SG		Traffic signal				0.93		0.86		0.80		0.80

				4ST		-8.90		0.82		0.25		0.40						4ST		-5.33		0.33		0.12		0.65																								4ST		Minor-road STOP controla				0.73		0.53		--		--

				4SG		-10.99		1.07		0.23		0.39						4SG		-10.21		0.68		0.27		0.36																								4SG		Traffic signal				0.90		0.81		0.73		0.66

				Fatal-and-injury crashes														Fatal-and-injury crashes																																a STOP-controlled approaches are not considered in determining the number of approaches with left-turn lanes.

				3ST		-14.01		1.16		0.30		0.69						3ST		--		--		--		--																								b Stop signs present on minor-road approaches only.

				3SG		-11.58		1.02		0.17		0.30						3SG		-9.75		0.27		0.51		0.24

				4ST		-11.13		0.93		0.28		0.48						4ST		--		--		--		--

				4SG		-13.14		1.18		0.22		0.33						4SG		-9.25		0.43		0.29		0.09

				Property-damage-only crashes														Property-damage-only crashes																																Table 12-26: Crash Modification Factor (CMF3i) for Installation of Right-Turn Lanes on Intersection Approaches

				3ST		-15.38		1.20		0.51		0.77						3ST		-8.36		0.25		0.55		1.29

				3SG		-13.24		1.14		0.30		0.36						3SG		-9.08		0.45		0.33		0.53																								Intersection Type		Intersection traffic control				Number of approaches with right-turn lanes a

				4ST		-8.74		0.77		0.23		0.40						4ST		-7.04		0.36		0.25		0.54

				4SG		-11.02		1.02		0.24		0.44						4SG		-11.34		0.78		0.25		0.44																														One  approach		Two approaches		Three approaches		Four approaches

																		Note:  Where no models are available, Equations 12-27 is used.

																		Equation 12-27:																																3ST		Minor-road STOP controlb				0.86		0.74		--		--

																		Nbisv(FI) = Nbisv(TOTAL) x fbisv																																3SG		Traffic signal				0.96		0.92		--		--

																																																		4ST		Minor-road STOP controla				0.86		0.74		--		--

																																																		4SG		Traffic signal				0.96		0.92		0.88		0.85

																																																		a STOP-controlled approaches are not considered in determining the number of approaches with right-turn lanes.

				Tables Affiliated with Crash Statistics:																																														b Stop signs present on minor-road approaches only.

				Table 12-11: Distribution of Multiple-Vehicle Collisions for Intersections by Collision Type

				Locally-Derived Values?		No		Proportion of crashes by severity level for specific intersection types

								HSM-Provided Values

				Collision type				3ST				3SG				4ST				4SG

								FI		PDO		FI		PDO		FI		PDO		FI		PDO

				Rear-end collision				0.421		0.440		0.549		0.546		0.338		0.374		0.450		0.483

				Head-on collision				0.045		0.023		0.038		0.020		0.041		0.030		0.049		0.030

				Angle collision				0.343		0.262		0.280		0.204		0.440		0.335		0.347		0.244

				Sideswipe				0.126		0.040		0.076		0.032		0.121		0.044		0.099		0.032

				Other multiple-vehicle collision				0.065		0.235		0.057		0.198		0.060		0.217		0.055		0.211

				Source: HSIS data for Washington (2002-2006)

				Collision type				Locally-Derived Values

								3ST				3SG				4ST				4SG

								FI		PDO		FI		PDO		FI		PDO		FI		PDO

				Rear-end collision

				Head-on collision

				Angle collision

				Sideswipe

				Other multiple-vehicle collision

				Note:  HSM-Provided values based on HSIS data for California (2002-2006)

				Table 12-13: Distribution of Single-Vehicle Crashes for Intersections by Collision Type

				Locally-Derived Values?		No		Proportion of crashes by severity level for specific intersection types

								HSM-Provided Values

				Collision type				3ST				3SG				4ST				4SG

								FI		PDO		FI		PDO		FI		PDO		FI		PDO

				Collision with parked vehicle				0.001		0.003		0.001		0.001		0.001		0.001		0.001		0.001

				Collision with animal				0.003		0.018		0.001		0.003		0.001		0.026		0.002		0.002

				Collision with fixed object				0.762		0.834		0.653		0.895		0.679		0.847		0.744		0.870

				Collision with other object				0.090		0.092		0.091		0.069		0.089		0.070		0.072		0.070

				Other single-vehicle collision				0.039		0.023		0.045		0.018		0.051		0.007		0.040		0.023

				Noncollision				0.105		0.030		0.209		0.014		0.179		0.049		0.141		0.034

				Source: HSM-Provided values base on HSIS data for California (2002-2006)

				Collision type				Locally-Derived Values

								3ST				3SG				4ST				4SG

								FI		PDO		FI		PDO		FI		PDO		FI		PDO

				Collision with parked vehicle

				Collision with animal

				Collision with fixed object

				Collision with other object

				Other single-vehicle collision

				Noncollision

				Table 12-27: Nighttime Crash Proportions for Unlighted Intersections

				Locally-Derived Values?		No		Proportion of crashes that occur at night, pni

								HSM-Provided Values				Locally-Derived Values

				Intersection Type

				3ST				0.238

				4ST				0.229

				3SG				0.235

				4SG				0.235
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				Worksheet 3A and 3B (Modified) -- Predicted Crashes by Severity and Site Type for Urban and Suburban Arterials

				(1)				(2)		(3)		(4)

				Collision type / Site type				Predicted average crash frequency (crashes/year)

								Npredicted
(TOTAL)		Npredicted
(FI)		Npredicted
(PDO)

				ROADWAY SEGMENTS

				Segment 1				0.1		0.0		0.1

				Segment 2				0.2		0.1		0.1

				Segment 3				0.3		0.1		0.2

				Segment 4				0.1		0.0		0.1

				Segment 5				0.2		0.0		0.1

				Segment 6				0.1		0.0		0.1

				Segment 7				0.2		0.1		0.1

				Segment 8				1.1		0.3		0.8

				Segment 9				0.1		0.0		0.1

				Segment 10				0.2		0.1		0.1

				Segment 11				1.2		0.4		0.9

				Segment 12				0.1		0.0		0.1

				Segment 13				0.1		0.0		0.1

				Segment 14				2.1		0.6		1.5

				Segment 15				0.1		0.0		0.1

				Segment 16				0.1		0.0		0.1

				Segment 17				1.4		0.4		1.0

				Segment 18				0.1		0.0		0.1

				Segment 19				0.2		0.1		0.2

				Segment 20				0.9		0.2		0.6

				Segment 21				1.8		0.5		1.3

				Segment 22				0.1		0.0		0.1

				Segment 23				1.5		0.4		1.0

				Segment 24				0.6		0.2		0.4

				Segment 25				0.5		0.1		0.3

				Segment 26				0.1		0.0		0.1

				Segment 27				0.4		0.1		0.3

				Segment 28				0.2		0.0		0.1

				Segment 29				0.9		0.3		0.6

				Segment 30				0.7		0.2		0.5

				Segment 31				0.7		0.2		0.5

				Segment 32				3.8		1.2		2.6

				INTERSECTIONS

				Intersection 1 - Pequannock St				4.4		1.5		2.8

				Intersection 2 - N. Sussex St.				3.5		1.2		2.3

				Intersection 3 - N. Morris St. (CR 643)				2.6		0.9		1.6

				Intersection 4 - Hoagland Ave.				1.6		0.7		0.9

				Intersection 5 - Mt. Hope Ave. (CR 661) / N. Bergen St. (NJ Route 15)				4.3		1.5		2.8

				Intersection 6 - Locust Ave. / Mercer St.				3.4		1.2		2.2

				Intersection 7 - Searing St. / Belmont Ave.				3.1		1.3		1.9

				Intersection 8 - E. McFarlan St. / King St. / Depew Ave. / Nelson St.				3.4		1.2		2.2

				Intersection 9 - Perry St.				4.1		1.4		2.7

				Intersection 10 - Sammis Ave.				2.1		0.8		1.3

				Intersection 11 - Shopping Center Dwy.				2.6		0.9		1.7

				Intersection 12 - W. Main St. / Dover-Rockaway Rd. (CR 513)				6.4		2.2		4.2

				Additional 3 Intersections Like Searing St. / Belmont Ave.				9.4		3.9		5.6

				Additional 5 Intersections Like N. Morris St. (CR 643)				13.0		4.7		8.2

				Additional 9 Intersections Like Sammis Ave.				18.9		7.3		11.6

				COMBINED (sum of column)				102.9		36.7		66.2
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				Worksheet 3A -- Predicted Crashes by Severity and Site Type and Observed Crashes Using the Site-Specific EB Method for Urban and Suburban Arterials

				(1)				(2)		(3)		(4)		(5)		(6)		(7)		(8)

				Collision type / Site type				Predicted average crash frequency (crashes/year)						Observed crashes,   Nobserved (crashes/year)		Overdispersion Parameter, k		Weighted adjustment, w		Expected average crash frequency, Nexpected

								N predicted (TOTAL)		N predicted      (FI)		N predicted    (PDO)						Equation A-5 from Part C Appendix		Equation   A-4 from Part C Appendix

				ROADWAY SEGMENTS

				Multiple-vehicle nondriveway

				Segment 1				0.112		0.031		0.081				1.320		0.871		0.097

				Segment 2				0.145		0.040		0.105				1.320		0.839		0.122

				Segment 3				0.223		0.064		0.159				0.840		0.842		0.188

				Segment 4				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 5				0.060		0.017		0.043				0.840		0.952		0.057

				Segment 6				0.125		0.036		0.089				0.840		0.905		0.113

				Segment 7				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 8				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 9				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 10				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 11				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 12				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 13				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 14				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 15				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 16				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 17				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 18				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 19				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 20				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 21				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 22				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 23				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 24				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 25				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 26				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 27				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 28				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 29				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 30				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 31				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 32				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 33				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 34				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 35				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 36				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 37				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 38				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 39				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 40				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 41				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 42				0.000		0.000		0.000				0.000		0.000		0.000

				Single-vehicle

				Segment 1				0.022		0.004		0.018				0.860		0.982		0.021

				Segment 2				0.028		0.005		0.023				0.860		0.976		0.028

				Segment 3				0.051		0.009		0.042				0.810		0.961		0.049

				Segment 4				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 5				0.014		0.002		0.011				0.810		0.989		0.014

				Segment 6				0.028		0.005		0.023				0.810		0.978		0.028

				Segment 7				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 8				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 9				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 10				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 11				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 12				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 13				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 14				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 15				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 16				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 17				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 18				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 19				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 20				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 21				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 22				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 23				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 24				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 25				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 26				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 27				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 28				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 29				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 30				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 31				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 32				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 33				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 34				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 35				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 36				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 37				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 38				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 39				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 40				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 41				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 42				0.000		0.000		0.000				0.000		0.000		0.000

				Multiple-vehicle driveway-related

				Segment 1				0.000		0.000		0.000				1.390		1.000		0.000

				Segment 2				0.016		0.005		0.011				1.390		0.978		0.016

				Segment 3				0.023		0.007		0.015				0.810		0.982		0.022

				Segment 4				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 5				0.000		0.000		0.000				0.810		1.000		0.000

				Segment 6				0.023		0.007		0.015				0.810		0.982		0.022

				Segment 7				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 8				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 9				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 10				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 11				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 12				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 13				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 14				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 15				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 16				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 17				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 18				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 19				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 20				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 21				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 22				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 23				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 24				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 25				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 26				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 27				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 28				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 29				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 30				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 31				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 32				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 33				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 34				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 35				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 36				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 37				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 38				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 39				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 40				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 41				0.000		0.000		0.000				0.000		0.000		0.000

				Segment 42				0.000		0.000		0.000				0.000		0.000		0.000

				INTERSECTIONS

				Multiple-vehicle

				Intersection 1 - Pequannock St				3.976		1.324		2.651				0.390		0.392		1.559

				Intersection 2 - N. Sussex St.				3.172		1.065		2.107				0.390		0.447		1.418

				Intersection 3 - N. Morris St. (CR 643)				2.257		0.781		1.477				0.800		0.356		0.804

				Intersection 4 - Hoagland Ave.				1.387		0.561		0.827				0.800		0.474		0.658

				Intersection 5 - Mt. Hope Ave. (CR 661) / N. Bergen St. (NJ Route 15)				3.884		1.293		2.591				0.390		0.398		1.544

				Intersection 6 - Locust Ave. / Mercer St.				3.150		1.062		2.088				0.390		0.449		1.413

				Intersection 7 - Searing St. / Belmont Ave.				2.737		1.078		1.659				0.400		0.477		1.307

				Intersection 8 - E. McFarlan St. / King St. / Depew Ave. / Nelson St.				3.044		1.024		2.020				0.390		0.457		1.392

				Intersection 9 - Perry St.				3.782		1.272		2.510				0.390		0.404		1.528

				Intersection 10 - Sammis Ave.				1.833		0.679		1.154				0.800		0.405		0.743

				Intersection 11 - Shopping Center Dwy.				2.402		0.819		1.583				0.330		0.558		1.340

				Intersection 12 - W. Main St. / Dover-Rockaway Rd. (CR 513)				5.848		1.941		3.907				0.390		0.305		1.783

				Single-vehicle

				Intersection 1 - Pequannock St				0.248		0.064		0.184				0.360		0.918		0.228

				Intersection 2 - N. Sussex St.				0.193		0.049		0.145				0.360		0.935		0.181

				Intersection 3 - N. Morris St. (CR 643)				0.247		0.075		0.172				1.140		0.780		0.193

				Intersection 4 - Hoagland Ave.				0.135		0.042		0.092				1.140		0.867		0.117

				Intersection 5 - Mt. Hope Ave. (CR 661) / N. Bergen St. (NJ Route 15)				0.243		0.063		0.181				0.360		0.920		0.224

				Intersection 6 - Locust Ave. / Mercer St.				0.190		0.047		0.142				0.360		0.936		0.178

				Intersection 7 - Searing St. / Belmont Ave.				0.284		0.089		0.195				0.650		0.844		0.240

				Intersection 8 - E. McFarlan St. / King St. / Depew Ave. / Nelson St.				0.185		0.046		0.138				0.360		0.938		0.173

				Intersection 9 - Perry St.				0.229		0.058		0.172				0.360		0.924		0.212

				Intersection 10 - Sammis Ave.				0.191		0.059		0.132				1.140		0.822		0.157

				Intersection 11 - Shopping Center Dwy.				0.177		0.050		0.127				0.360		0.940		0.166

				Intersection 12 - W. Main St. / Dover-Rockaway Rd. (CR 513)				0.369		0.095		0.273				0.360		0.883		0.326

				COMBINED (sum of column)				0.000		0.000		0.000		0		--		--		0.000

										Worksheet 3B -- Predicted Pedestrian and Bicycle Crashes for Urban and Suburban Arterials

										(1)				(2)		(3)

										Site Type				Nped		Nbike

										ROADWAY SEGMENTS

										Segment 1				0.003		0.001

										Segment 2				0.004		0.001

										Segment 3				0.001		0.001

										Segment 4				0.000		0.000

										Segment 5				0.000		0.000

										Segment 6				0.001		0.001

										Segment 7				0.000		0.000

										Segment 8				0.000		0.000

										Segment 9				0.000		0.000

										Segment 10				0.000		0.000

										Segment 11				0.000		0.000

										Segment 12				0.000		0.000

										Segment 13				0.000		0.000

										Segment 14				0.000		0.000

										Segment 15				0.000		0.000

										Segment 16				0.000		0.000

										Segment 17				0.000		0.000

										Segment 18				0.000		0.000

										Segment 19				0.000		0.000

										Segment 20				0.000		0.000

										Segment 21				0.000		0.000

										Segment 22				0.000		0.000

										Segment 23				0.000		0.000

										Segment 24				0.000		0.000

										Segment 25				0.000		0.000

										Segment 26				0.000		0.000

										Segment 27				0.000		0.000

										Segment 28				0.000		0.000

										Segment 29				0.000		0.000

										Segment 30				0.000		0.000

										Segment 31				0.000		0.000

										Segment 32				0.000		0.000

										Segment 33				0.000		0.000

										Segment 34				0.000		0.000

										Segment 35				0.000		0.000

										Segment 36				0.000		0.000

										Segment 37				0.000		0.000

										Segment 38				0.000		0.000

										Segment 39				0.000		0.000

										Segment 40				0.000		0.000

										Segment 41				0.000		0.000

										Segment 42				0.000		0.000

										INTERSECTIONS

										Intersection 1 - Pequannock St				0.069		0.063

										Intersection 2 - N. Sussex St.				0.062		0.050

										Intersection 3 - N. Morris St. (CR 643)				0.053		0.040

										Intersection 4 - Hoagland Ave.				0.032		0.024

										Intersection 5 - Mt. Hope Ave. (CR 661) / N. Bergen St. (NJ Route 15)				0.083		0.062

										Intersection 6 - Locust Ave. / Mercer St.				0.042		0.050

										Intersection 7 - Searing St. / Belmont Ave.				0.066		0.054

										Intersection 8 - E. McFarlan St. / King St. / Depew Ave. / Nelson St.				0.105		0.048

										Intersection 9 - Perry St.				0.037		0.060

										Intersection 10 - Sammis Ave.				0.042		0.032

										Intersection 11 - Shopping Center Dwy.				0.012		0.028

										Intersection 12 - W. Main St. / Dover-Rockaway Rd. (CR 513)				0.070		0.093

										COMBINED (sum of column)				0.000		0.000

		Worksheet 3C -- Site-Specific EB Method Summary Results for Urban and Suburban Arterials

		(1)				(2)				(3)				(4)				(5)				(6)				(7)

		Crash severity level				N predicted				N ped				N bike				N expected (VEHICLE)				N expected				Total N predicted

		Total				(2)COMB from Worksheet 3A				(2)COMB from Worksheet 3B				(3)COMB from Worksheet 3B				(8)COMB Worksheet 3A				(3)+(4)+(5)				(2)+(3)+(4)

						0.0				0.0				0.0				0.0				0.0				0.0

		Fatal and injury (FI)				(3)COMB from Worksheet 3A				(2)COMB from Worksheet 3B				(3)COMB from Worksheet 3B				(5)TOTAL * (2)FI / (2) TOTAL				(3)+(4)+(5)				(2)+(3)+(4)

						0.0				0.0				0.0				0.0				0.0				0.0

		Property damage only (PDO)				(4)COMB from Worksheet 3A				--				--				(5)TOTAL * (2)PDO / (2) TOTAL				(3)+(4)+(5)				(2)+(3)+(4)

						0.0				0.0				0.0				0.0				0.0				0.0



&C2034 Proposed Conditions - Urban and Suburban Predictive Method



Urban Project Total - NOT USED

		

				Worksheet 4A -- Predicted Crashes by Collision and Site Type and Observed Crashes Using the Project-Level EB Method for Urban and Suburban Arterials

				(1)				(2)		(3)		(4)		(5)		(6)		(7)		(8)		(9)		(10)		(11)		(12)		(13)

				Collision type / Site type				Predicted crashes						Observed crashes,   Nobserved (crashes/year)		Overdispersion Parameter, k		Npredicted w0		Npredicted w1		W0		N0		w1		N1		Nexpected/comb

								N predicted (TOTAL)		N predicted     (FI)		N predicted    (PDO)						Equation A-8  (6)*(2)2		Equation A-9  sqrt((6)*(2))		Equation   A-10		Equation   A-11		Equation   A-12		Equation   A-13		Equation     A-14

				ROADWAY SEGMENTS

				Multiple-vehicle nondriveway

				Segment 1				0.112		0.031		0.081		--		1.320		0.016		0.384		--		--		--		--		--

				Segment 2				0.000		0.000		0.000		--		0.000		0.000		0.000		--		--		--		--		--

				Segment 3										--								--		--		--		--		--

				Segment 4										--								--		--		--		--		--

				Single-vehicle

				Segment 1				0.022		0.004		0.018		--		0.860		0.000		0.137		--		--		--		--		--

				Segment 2				0.000		0.000		0.000		--		0.000		0.000		0.000		--		--		--		--		--

				Segment 3										--								--		--		--		--		--

				Segment 4										--								--		--		--		--		--

				Multiple-vehicle driveway-related

				Segment 1				0.000		0.000		0.000		--		1.390		0.000		0.000		--		--		--		--		--

				Segment 2				0.000		0.000		0.000		--		0.000		0.000		0.000		--		--		--		--		--

				Segment 3										--								--		--		--		--		--

				Segment 4										--								--		--		--		--		--

				INTERSECTIONS

				Multiple-vehicle

				Intersection 1				3.976		1.324		2.651		--		0.390		6.165		1.245		--		--		--		--		--

				Intersection 2				0.000		0.000		0.000		--		0.000		0.000		0.000		--		--		--		--		--

				Intersection 3										--								--		--		--		--		--

				Intersection 4										--								--		--		--		--		--

				Single-vehicle

				Intersection 1				0.248		0.064		0.184		--		0.360		0.022		0.299		--		--		--		--		--

				Intersection 2				0.000		0.000		0.000		--		0.000		0.000		0.000		--		--		--		--		--

				Intersection 3										--								--		--		--		--		--

				Intersection 4										--								--		--		--		--		--

				COMBINED (sum of column)				0.000		0.000		0.000		0		--		0.000		0.000		0.000		0.000		0.000		0.000		0.000

														Worksheet 4B -- Predicted Pedestrian and Bicycle Crashes for Urban and Suburban Arterials

														(1)				(2)		(3)

														Site Type				Nped		Nbike

														ROADWAY SEGMENTS

														Segment 1				0.003		0.001

														Segment 2				0.000		0.000

														Segment 3

														Segment 4

														INTERSECTIONS

														Intersection 1				0.069		0.063

														Intersection 2				0.000		0.000

														Intersection 3

														Intersection 4

														COMBINED (sum of column)				0.000		0.000

						Worksheet 4C -- Project-Specific EB Method Summary Results for Urban and Suburban Arterials

						(1)				(2)				(3)				(4)				(5)				(6)

						Crash severity level				N predicted				N ped				N bike				N expected (vehicle)				N expected

						Total				(2)COMB from Worksheet 4A				(2)COMB from Worksheet 4B				(3)COMB from Worksheet 4B				(13)COMB Worksheet 4A				(3)+(4)+(5)

										0.0				0.0				0.0				0.0				0.0

						Fatal and injury (FI)				(3)COMB from Worksheet 4A				(2)COMB from Worksheet 4B				(3)COMB from Worksheet 4B				(5)TOTAL * (2)FI / (2) TOTAL				(3)+(4)+(5)

										0.0				0.0				0.0				0.0				0.0

						Property damage only (PDO)				(4)COMB from Worksheet 4A				--				--				(5)TOTAL * (2)PDO / (2) TOTAL				(3)+(4)+(5)

										0.0				0.0				0.0				0.0				0.0



&CUrban and Suburban Arterial Predictive Method

&R&P



Construction - do not delete

		

				Lane Width				Shoulder Width				RHR

				9				0				1

				9.5				1				2

				10				2				3

				10.5				3				4

				11				4				5

				11.5				5				6

				12				6				7

								7

								8

																Centerline				Passing				Local

								Shoulder Type				Spiral				Rumble Strips				Lane				Yes

								Paved				Not Present				Not Present				Not Present				No

								Gravel				Present				Present				Present (1 lane)

								Composite												Present (2 lanes)

								Turf

												TWLTL				Lighting				SpEnforce

												Not Present				Not Present				Not Present

												Present				Present				Present

								Itype				Lapproach				Rapproach				Ilight				Differ

								3ST				0				0				Not Present				Yes

								4ST				1				1				Present				No

								4SG				2				2

												3				3

												4				4

								Mwidth				Division				Sslope				Shld2				Iapproach

								10				Divided				1:2 or Steeper				0				0

								20				Undivided				1:4				1				1

								30								1:5				2				2

								40								1:6				3

								50								1:7 or Flatter				4

								60												5

								70												6

								80												7

								90												8

								100												9

																				10

								Urban / Suburban Fields:

								Rtype				UMedWidth				PresOrNot				OnStreetType				OffsetFO				Posted

								2U				Not Present				Not Present				None				2				Posted Speed 30 mph or Lower

								3T				10				Present				Parallel (Residential)				5				Posted Speed Greater than 30 mph

								4U				15								Parallel (Comm/Ind)				10

								4D				20								Angle (Residential)				15

								5T				30								Angle (Comm/Ind)				20

												40												25

												50												≥ 30

												60

												70

												80

												90

												100

								Tlanes				Itype2				Phasing				UnsigApproach				Phasing2

								0				3ST				Permissive				0				Not Applicable

								1				3SG				Protected				1				Permissive

								2				4ST				Protected / Permissive				2				Protected

								3				4SG				Permissive / Protected								Protected / Permissive

								4																Permissive / Protected
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http://www.state.nj.us/dep/fgw/ensp/landscape/
http://www.state.nj.us/dep/fgw/ensp/landscape/
http://www.state.nj.us/dep/gis/
http://www.state.nj.us/dep/gis/depsplash.htm
http://www.state.nj.us/dep/gis/depsplash.htm
http://www/state.nj.us/dep/highlands/
http://www/state.nj.us/dep/highlands/
http://www.nj.gov/dep/wmm/sgwqt/200610swqs.pdf
http://www.nj.gov/dep/wmm/sgwqt/200610swqs.pdf
http://www.state.nj.us/pinelands/
http://www.state.nj.us/pinelands/
http://www.fws.gov/northeast/njfieldoffice/Endangered/consultation.htm
http://www.fws.gov/northeast/njfieldoffice/Endangered/consultation.htm
http://www.fws.gov/northeast/njfieldoffice/Endangered/consultation.htm
http://www.fws.gov/northeast/njfieldoffice/Endangered/munlist.pdf
http://www.fws.gov/northeast/njfieldoffice/Endangered/munlist.pdf
http://www.fws.gov/northeast/njfieldoffice/Endangered/munlist.pdf
http://www.nero.noaa.gov/hcd/webintro.html
http://www.nero.noaa.gov/hcd/webintro.html
http://www.nero.noaa.gov/hcd/index2a.htm
http://www.nero.noaa.gov/hcd/index2a.htm
http://www.nj.gov/dep/bmw/waterclass.htm
http://www.nj.gov/dep/bmw/waterclass.htm
http://www.state.nj.us/dep/fgw/ensp/vernalpool.htm
http://www.state.nj.us/dep/fgw/ensp/vernalpool.htm
http://www.dbcrssa.rutgers.edu/ims/vernal/graphics.htm
http://www.dbcrssa.rutgers.edu/ims/vernal/graphics.htm
http://www.epa.gov/region02/water/aquifer/
http://www.epa.gov/region02/water/aquifer/
http://www.state.nj.us/dep/landuse/index.html
http://www.state.nj.us/dep/landuse/index.html
http://www.nap.usace.army.mil/cenap-op/regulatory/regulatory.htm
http://www.nap.usace.army.mil/cenap-op/regulatory/regulatory.htm
http://www.nap.usace.army.mil/cenap-op/regulatory/regulatory.htm
http://www.topozone.com/default.asp
http://www.topozone.com/default.asp


http://www.nps.gov/rivers/wildriverslist.html
http://www.nps.gov/rivers/wildriverslist.html
http://www.state.nj.us/dep/dwq/constrfs.htm
http://www.state.nj.us/dep/dwq/constrfs.htm
http://njstormwater.org/
http://www.dandrcanal.com/drcc/regulatory.html
http://www.dandrcanal.com/drcc/regulatory.html
http://www.meadowlands.state.nj.us/land_use/index.cfm
http://www.meadowlands.state.nj.us/land_use/index.cfm
http://www.state.nj.us/dep/landuse/tideland.html
http://www.state.nj.us/dep/landuse/tideland.html
http://www.state.nj.us/drbc/
http://www.state.nj.us/dep/greenacres/
http://www.state.nj.us/dep/greenacres/
http://www.state.nj.us/dep/greenacres/openspace.htm
http://www.state.nj.us/dep/greenacres/openspace.htm
http://www.uscg.mil/hq/g-o/g-opt/Regulations.htm
http://www.uscg.mil/hq/g-o/g-opt/Regulations.htm
http://www.epa.gov/oar/oaqps/greenbk
http://www.epa.gov/oar/oaqps/greenbk
http://www.state.nj.us/dep/srp/kcs-nj/
http://www.state.nj.us/dep/srp/kcs-nj/
http://www.nj.gov/dep/opra/online.html
http://www.nj.gov/dep/opra/online.html
http://www.state.nj.us/dep/hpo/lidentify/nrsr_lists.htm
http://www.state.nj.us/dep/hpo/lidentify/nrsr_lists.htm
http://www.state.nj.us/transportation/works/environment/HistBrIntro.htm
http://www.state.nj.us/transportation/works/environment/HistBrIntro.htm
http://www.state.nj.us/transportation/works/environment/HistBrIntro.htm
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